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Champion’

The Dishwashing Machine Specialists

For machines beginning with S/N 80922 through 99999, and

Technical Manual

S/N J1050 and above
NSN MODEL APL/CID HEAT | FEED [ Rack Conveyor
7320-01-492-0431 | 250-USN-72 | 43A010064 | Steam | R-L Dishwasher
7320-01-466-8334 | 250-USN-72 | 431070018 | Steam | L-R
732001-481-9078 | 185-USN-72 | 43A000032 | Steam | R-L 11\143013?;2
7320-01-481-9081 | 185-USN-72 | 43A000033 { Steam | L-R High Temperature
7320-01-481-9084 | 135-USN-72 | 43A000034 | Steam R-L Two Tank Rack Conveyor
7320-01-481-9085 | 135-USN-72 | 43A000035 | Steam L-R
7320-01-481-9088 | 85-USN-72 | 43A000036 | Steam | R-L
7320-01-482-8288 | 85-USN-72 | 43A000037 | Steam | L-R
7320-01-481-9075 | 60-USN-72 | 43A000038 | Steam | R-L
7320-01-481-9077 | 60-USN-72 | 43A000039 | Steam | L-R
7320-01-507-0547 | 250-USN-72 Pending Electric | R-L
7320-01-506-6296 | 250-USN-72 Pending Electric | L-R
7320-01-507-0543 | 185-USN-72 Pending Electric | R-L
7320-01-809-6292 | 185-USN-72 Pending Electric | L-R
7320-01-507-0567 | 135-USN-72 Pending Electric | R-L
7320-01-506-6287 | 135-USN-72 Pending Electric | L-R
7320-01-507-0565 | 85-USN-72 Pending Electric | R-L
7320-01-506-6324 | 85-USN-72 Pending Electric | L-R
7320-01-507-0556 | 60-USN-72 Pending Electric | R-L
7320-01-508-6307 | 60-USN-72 Pending Electric | L-R

April, 2002 Champion Manual P/N 112804 rev.C

P.O. Box 4149
Winston-Salem, North Carolina 27115-4149
336/661-1556 Fax: 336/661-1660

Champion Industries, Inc.



Compilete the information below for quick reference.

Model Number Serial Number

Voltage and Phase

For Service:

Ken-Tronics, Inc.
6207 Portsmouth Blvd.
Portsmouth, VA 23701

Phone: (757) 465-7800
1-800-433-4586

Fax: (757) 465-4061

Email: kentron97@aol.com

Note: When calling to order parts, be sure to have the model number, serial number,
‘voltage and phase of your machine.
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REVISION RECORD

REVISION RECORD

Revision Revised Serial Number Comments
Date Pages Effectivity
4/29/98 All 90922 _ First Issue of Manual and replacement
' parts lists

3/16/00 All J1050 Added electric tank heat to and
revised chain tensioner

3/9/01 58-59 J1051 Added end panels, front panels,

, revised leg assy

3/9/01 60-61 11051 Revised tank fill piping assy

3/9/01 62-63 J1051 Revised final rinse piping assy

3/9/01 66a-67a J1051 Revised track and guide assy

3/9/01 68a-69a J1051 Revised chain tension assy

3/9/01 70-71 J1051 Added end panel

3/9/01 86-87 71051 Revised drain assy

3/9/01 90-91 J1050 Revised control cabinet

3/9/01 90a-90b J1051 Revised control cabinet

3/9/01 94-102 J1080 Added MRAN 90°

3/9/01 104-107 J1080 Added CH-60 Electric Booster

_ (For USS RAmage Only)

2/27/02 61,63 J1534 Added new vacuum breakers and kits

2/27/02 71 Replaced P/N's 112606 and 112607
with new part numbers 113398 and
113399.

4/8/02 102 Corrected spacer number for bubble 16
to 15.

103 Corrected part number 111064 to

111603 and 111605.
Corrected motor clamp from 314351 to
325622.

4/30/02 71 Replaced part number 112608 and 112783
with 110164.
Added V-belt 100795.




SAFETY SUMMARY

SAFETY SUMMARY

Safety Symbols

«  The following symbols appear throughout this manual alerting you to potential hazards.
Statements associated with each symbol are printed in italics.

WARNING:
Warning statements indicate any condition or practice that
could result in personal injury or possible loss of life.

CAUTION:

Caution statements indicate any condition or practice which,
if not strictly observed or remedied, could result in damage to
or destruction of the dishwasher.

e NOTE:

Note statements indicate any condition or practice which,
if observed, will help in the safe completion of a task.

General Safety Rules

»  The following general safety rules must be observed in addition to the specific cautions and
warnings presented in this manual.

Your Champion dishwasher is a heated machine using very hot water to clean and sanitize a
variety of wares. Machine surfaces and wares become hot during and immediately following
normal operations. Consult your supervisor and wear protective gear as directed to avoid possible
injury. ’ '

Your dishwasher contains moving conveyor parts.

Use caution when working around the dishwasher especially when loading or unloading wares.

+  Operators must NOT bypass a safety interlock or control to operate the dishwasher.

+  The service and maintenance instructions contained in this manual are intended for qualified
service personnel. These instructions assume that you are trained in basic electricity and
mechanical theory. If you are not a trained technician, then do not attempt to adjust or repair the
dishwasher as serious personal injury or damage to the dishwasher may result.



SAFETY SUMMARY

Warning and Caution Statement Listing

The following listing gives the page number and text of all the warning and
caution statements that appear in this manual.

Warning Statements

Pg.
Pg.
Pg.
P.g.
Pg.
Pg.

Pg.

Pg.
Pg.

Pg.

Pg.

Pg.

Pg.
Fg.
Pg.
Pg.

Pg.

8- The installation of this unit must conform to local codes or, in the absence of local codes, to the National
Electrical Code and all National Codes governing plumbing, sanitation, safety and good trade practices.

10- The installation of water supplies must conform to local codes or, in the absence of local code, all National
Codes governing plumbing, sanitation, safety and good trade practices.

10- The installation of steam supplies must conform to local codes or, in the absence of local code, all National
Codes governing plumbing, sanitation, safety and good trade practices.

12- The installation of drains must conform to local codes or, in the absence of local code, all National Codes
governing plumbing, sanitation, safety and good trade practices.

12- The installation of ventilation must conform to local codes or, in the absence of local code, all National Codes
governing plumbing, sanitation, safety and good trade practices.

13- The installation of electrical supplies and controls must conform to local codes or, in the absence of local
codes, the National Electrical Code and good trade practices.

13- Dangerous voltages are present at the local electrical distribution system.
Dangerous voltages are present at the dishwasher when it is connected to the local electrical distribution
system.

13- When working on the dishwasher, disconnect the electric service and place a red tag at the disconnect switch
to indicate work is being done on that circuit.

14- The installation of electrical supplies and controls must conform to local codes or, in the absence of local
codes, the National Electrical Code and good trade practices.

14- Dangerous voltages are present at the local electrical distribution system.
Dangerous voltages are present at the dishwasher when it is connected to the local electrical distribution
system.

14- When working on the dishwasher, disconnect the electric service and place a red tag at the disconnect switch
to indicate work is being done on that circuit.

24- Dangerous voltages are present at the local electrical distribution system.
Dangerous voltages are present at the dishwasher when it is connected to the local electrical distribution
system.

24- When working on the dishwasher, disconnect the electric service and place a red tag at the disconnect switch
to indicate work is being done on that circuit.

25- Perform the following checks before placing the machine into service for normal operation.

25- Never bypass a safety device in order to operate the dishwasher for normal operation.

26- The conveyor drive contains moving parts.
Use caution when working around the conveyor drive assembly.

27- Perform the following checks before placing the machine into service for normal operation.



SAFETY SUMMARY

IT

SAFETY SUMMARY (Cont.)

Warning Statements (Cont.)

Pg
Pg

Pg.

Pg.

Pg.
Pg.

Pg.
Pg.
Pg.
Pg.
Pg.

Pg.
Pg.

. 27- Never bypass a safety device in order to operate the dishwasher for normal operation.

. 28- Dishwasher surfaces, dishracks and wares become hot during and immediately after washing operations.
Woear protective gear per your supervisor's directions. '

29- Dishwasher surfaces, dishracks and wares become hot during and immediately after washing operations.
Wear protective gear per your supervisor's directions. }

32- Deliming solutions or other acids must not come in contact with household bleach (sodium hypochlorite) or
any chemicals containing chlorine, iodine, bromine, or fluorine.
Mixing will cause hazardous gases to form.
Skin contact with deliming solutions can cause severe irritation and possible chemical burns.

32- Consult your chemical supplier for an appropriate deliming solution, protective gear and safety procedures.

33- When working on the dishwasher, disconnect the electric service and place a red tag at the disconnect switch
to indicate work is being done on that circuit.

34- When working on the dishwasher, disconnect the electric service and place a red tag at the disconnect switch
to indicate work is being done on that circuit. :

35- Do not lubricate the stainless steel conveyor chain or shaft bearings inside the dishwasher wash and power
rinse tanks. ‘

36- The conveyor drive contains moving parts.
Use caution when working around the conveyor drive assembly.

37- When working on the dishwasher, disconnect the electric service and place a red tag at the disconnect swiich
to indicate work is being done on that circuit

40- When repairing a circuit, disconnect the power at the main service disconnect switch and place a red tag at
the disconnect swilch to indicate that work is being performed on the circuit.

40- Use Extreme Caution when performing tests on energized circuits.

40- The conveyor drive contains moving parts. Use caution when working around the conveyor drive assembly.
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Caution Statements

Pg. 5- Check piping mounted underneath dishwasher before lifting to avoid damaging the machine.
Pg. 8-  Check piping mounted underneath dishwasher before lifting to avoid damaging the machine.
Pg. 21- Perform the following checks before placing the machine into service.

Pg. 31- Do not hose down the exterior of the machine with water.

Pg. 33- Only qualified service personnel should perform preventive maintenance on the dishwasher.
Pg. 34- Only qualified service personnel should perform preventive maintenance on the dishwasher.
Pg. 36- Only qualified service personnel should perform preventive maintenance on the dishwasher.
Pg. 40- Only qualified service personnel should perform adjustments and repairs to the dishwasher.




LIMITED WARRANTY

LIMITED WARRANTY

Champion Industries Inc. (herein referred to as Champion), P.O. Box 4149, Winston-Salem, North Carolina 27115,
and P.O. Box 301, 2674 N. Service Road, Jordan Station, Canada, LOR 180, warrants machines, and parts, as set out
below. :

Warranty of Machines: Champion warrants all new machines of its manufacture bearing the name
"Champion" and installed within the United States and Canada to be free from defects in material and workman-
ship for a period of one (1) year after the date of installation or fifteen (15) months after the date of shipment by
Champion, whichever occurs first. [See below for special provisions relating to glasswashers.] The warranty
registration card must be returned to Champion within ten (10) days after installation, If warranty card is not
returned to Champion within such period, the warranty will expire after one year from the date of shipment.

Champion will not assume any responsibility for extra costs for installation in any area where there are
jurisdictional problems with local trades or unions.

If a defect in workmanship or material is found to exist within the warranty period, Champion, at its election,
will either repair or replace the defective machine or accept return of the machine for full credit; provided, how
ever, as to glasswashers, Champion's obligation with respect to labor associated with any repairs shall end

(a) 120 days after shipment, or (b) 90 days after installation, whichever occurs first. In the event that Champion
elects to repair, the labor and work to be performed in connection with the warranty shall be done during regular
working hours by a Champion authorized service technician. Defective parts become the property of Champion.
Use of replacement parts not authorized by Champion will relieve Champion of all further liability in connection
with its warranty. In no event will Champion's warranty obligation exceed Champion's charge for the machine.
The following are not covered by Champion's warranty:

Lighting of ghs pilots or burners.

Cleaning of gas lines.

Replacement of fuses or resetting of overload breakers.

Adjustment of thermostats.

Adjustment of clutches.

Opening or closing of utility supply valves or switching of electrical supply current.
Cleaning of valves, strainers, screens, nozzles, or spray pipes.

Performance of regular maintenance and cleaning as outlined in operator’s guide.
Damages resulting from water conditions, accidents, alterations, improper use, abuse,
tampering, improper installation, or failure to follow maintenance and operation procedures.
j.  Wear on Pulper cutter blocks, pulse vanes, and auger brush.’

T E@ e pae o

Examples of the defects not covered by warranty include, but are not limited 10: (1) Damage to the exterior or
interior finish as a result of the above, (2) Use with utility service other than that designated on the rating plate,
(3) Improper connection to utility service, (4) Inadequate or excessive water pressure, (5) Corrosion from
chemicals dispensed in excess of recommended concentrations, (6) Failure of electrical components due to
connection of chemical dispensing equipment installed by others, (7) Leaks or damage resulting from such

leaks caused by the installer, including those at machine table connections or by connection of chemical
dispensing equipment installed by others, (8) Failure to comply with local building codes, (9) Damage caused by
labor dispute.

Warranty of Parts: Champion warrants all new machine parts produced or authorized by Champion to be free
from defects in material and workmanship for a period of 90 days from date of invoice. If any defect in
material and workmanship is found to exist within the warranty period Champion will replace the defective
part without charge.

DISCLAIMER OF WARRANTIES AND LIMITATIONS OF LIABILITY. CHAMPION'S WARRANTY
IS ONLY TO THE EXTENT REFLECTED ABOVE. CHAMPION MAKES NO OTHER WARRANTIES,
EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY WARRANTY OF
MERCHANTABILITY, OR FITNESS OF PURPOSE. CHAMPION SHALL NOT BE LIABLE FOR
INCIDENTAL OR CONSEQUENTIAL DAMAGES. THE REMEDIES SET OUT ABOVE ARE
THE EXCLUSIVE REMEDIES FOR ANY DEFECTS FOUND TO EXIST IN CHAMPION DISHWASHING -
MACHINES AND CHAMPION PARTS, AND ALL OTHER REMEDIES ARE EXCLUDED,
INCLUDING ANY LIABILITY FOR INCIDENTALS OR CONSEQUENTIAL DAMAGES.

Champion does not authorize any other person, including persons who deal in Champion dishwashing
machines to change this warranty or create any other obligation in connection with Champion Dishwashing Machines.

[
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Part 1: GENERAL SPECIFICATIONS

PART 1: GENERAL SPECIFICATIONS

1.1 About this Manual

All information, illustrations and specifications contained in this manual are based upon the
latest product information available at the time of publication. Champion constantly improves
its products and reserves the right to make changes at any time or to change specifications or
design without notice and without incurring any obligation. '

Manual Organization
This manual is divided into seven parts:

¢ Part 1, General Specifications, introduces this manual and the dishwasher in general.

¢ Part 2, Installation, discusses the installation of the dishwasher and describes the
connection of utilities and services.

¢ Part 3, Operation, discusses theory of operation, operator controls, initial start up and
shutdown procedures.

¢ Part 4, Cleaning and Maintenance, discusses lubrication, preventive maintenance,
cleaning and deliming.

¢ Part 5, Basic Service, discusses basic troubleshooting, service procedures, and corrective
maintenance. '

¢ Part 6, Replacement Parts, discusses replacement parts procurement and provides parts
diagrams and
parts lists.

4 Part 7, Electrical Schematics, contains the dishwasher electrical schematic.

1.2 Model Numbers
USN-72

The USN-72 series is a two-tank, high temperature (180°F/82°C rinse), sanitizing rack
conveyor dishwasher. This model features electric or steam heat and external booster.
The USN-72 is available in either right to left or left to right conveyor operation.

The USN-72 comes in the followin g models:

250-USN-72: 250 racks /hour

185-USN-72: 185 racks /hour

135-USN-72: 135 racks /hour

85-USN-72: 85 racks /hour

60-USN-72: 60 racks /hour
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1.3 Standard Equipment

Modular construction for easy installation

Deep tank design to withstand 15° list without water slosh
Heavy duty dual chain drive with rear lugs

Lift-out doors

Open construction without panels for easy service and cleaning
Exhaust vent extended to table level on each end

All 304 stainless steel construction

Flanged feet for deck mounting

L R 2 R SR R 3P S J

Interchangeable upper and lower spray arms

2 HP drip proof pump/motor assemblies

1/4 HP conveyor drive motor ,

Make up water with constant flow during operation

Dishwasher shutdown below 180°F final rinse temperature via thermal switch

L 2R R B 2 2

Manual fill for wash/rinse tank with water level sight gauges
Manual Ball valve drain in each tank plumbed to a common connection
Steam piping without threaded joints in tanks

L 2 2 2

Remote mounted NEMA 4X control cabinet
Common utility connections

440/60/3 power supply

120VAC control circuit

Steam coil or electric tank heat
Detergent/Chemical connection provisions
Float switch low water heat protection with 5 second delay
Door safety switches

Conveyor jam limit switch

Easily removable scrap screens

Rinse saver device for water conservation
Dishracks (peg rack and flat bottom rack)

L R K 2 I B 2 S E 2 2R 3 2

Options and Accessories

<>

External steam booster heater 40° or 70° rise (specified at time of order)
¢+ External electric booster heater 40° or 70° rise (specified at time of order)
(stainless steel, completely interplumbed and interwired)

+ Right to Jeft or left to right conveyor operation (specified at time of order)

4+ Choice of conveyor speed (250, 185, 135, 85, or 60 racks per hour)
(specified at time of order)

¢+ Powerunloader ’ :

4+ 90° motorized rack advance conveyor (specify load or unload)

¢ Dishracks - dish or open (specify type)

¢ Table limit switch, unmounted (recommended on all conveyor installations)
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1.4 Dimensions, Capacities, Ventilation, and Utilities

Dimensions _ Capacities

Height = 56.188 inches (w/o piping) Wash tank 22.0 gallons

Width 25.0 inches Rinse tank 22.0 gallons

Length  72.0 inches (w/o vents) Final rinse flow 300.0 gal/hr @ 20 psig
Wash make up 60.0 gal/hr @ 20 psig

Volume crated 125 cu. ft. Total water usage  360.0 gal/hr

Shipping weight crated 1000 Ibs.

Weight uncrated 850 lbs.

Rack Capacity

and Conveyor Speed

Based on standard 20" X 20"
dishracks manually loaded .

Tank heat consumption

70°R Steam booster consumption

Rack Capacity| Conveyor Speed I - '_
a(racks?hr) y (ft)//min.)p Ventilation (Minimum)
60 1.67 Load end 200 CFM @ 1/4"S.P
85 236 Unloadend 400 CFM @ 1/4'SP.
135 3.75
185 5.14
250 6.94
Utilities
Hot water: ~ 3/4" NPT 140°F hot water connection @ 20-22 psig flow pressure
Drain: 1-1/2" NPT drain connection @ 15 gal/min maximum flow. rate.
Electric: 440/60/3 _
Steam: 1-1/2" NPT steam connection (for machine and booster) @ 15-30 psig flow pres.

150 Ibs./hr.
255 Ibs./hr.

Condensate: 3/4" NPT machine retum to boiler (no back pressure)

GENERAL SPECIFICATIONS
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GENERAL SPECIFICATIONS

1.5 Electrical Power Requirements

1.5.1 Power Requirements for Steam Heat

Machine Full Load Amps

6.9A

Operating Currents (440V/60/3 Supply)

Steam Heated

Wash motor 2.7 Amps
Rinse motor 2.7 Amps
Drive motor 0.4 Amps
Contro] Circuit 1.1 Amps
Circuit Voltage Booster Rise Machine Power Requirement
Hz/Ph (Steam) Full Load Amps (125% Service Factor)

Motor/Control . 440/60/3 70° 6.9 Amps 9.0 Amps
1.5.2 Power Requirements for Electric Heat
Machine Full Load Amps 6.9A
Operating Currents (440V/60/3 Supply)
Wash motor 2.7 Amps
Rinse motor 2.7 Amps
Drive motor 0.4 Amps
Control Circuit 1.1 Amps
Each heat circuit has a separate power source.
Heat Voltage KW Amps Power Requirement
Circuit Hz/Ph (Electric) Full Load (125% Service Factor)
Wash

tank heat 440/60/3 20KW 27 Amps 33 Amps
‘Power Rinse

tank heat 440/60/3 30KW 40 Amps 50 Amps
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PART 2: INSTALLATION

In This Part—
» Unpacking the dishwasher
¢ Disassembling the dishwasher to move through hatches

» Making Utility Connections

2.1 Unpack the Dishwasher

==>» NOTE:

The installation of your dishwasher must meet all applicable
health and safety codes and conform to good trade practice.

Your USN-72 was completely assembled, inspected, and thoroughly tested at our factory
before shipment to your installation site.

 The dishwasher with vents and booster are shipped on a single pallet.

* The booster is disconnected from the dishwasher.

 The remote mounted control cabinet is shipped in a separate carton.

Perform the following steps to unpack the dishwasher:
1. Remove protective wrap and hold-downs from the pallet.

2. Inspect for any shipping damage. If damage is found, save the packing material
and contact the carrier immediately. '

3. Check the interior of the dishwasher for the following items st:.owed inside:
- 1 set of flanged feet

- 1 set of dishracks
- Warranty information packet

CAUTION:

Check piping mounted underneath dishwasher
before lifting, to avoid damaging the machine.

4. Remove the dishwasher from the skid.

=—=)» NOTE:

If you need to move the dishwasher through shipboard hatches,
refer to Part 2.2, Disassembly, on the next page.

5. Move the dishwasher to its permanent location if no disassembly is
required. Refer to Part 2.4, Permanent Placement.

INSTALLATION
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2.2 Disassembly

The USN-72 will require partial disassembly to move it through a standard 26" x 66" hatch.
Go to Part 2.4, Permanent Placement, if disassembly is not required.

Perform the following steps to disassemble the dishwasher. Refer to Fig. 2.1 below.

1. Remove (7) 1/4-20 nuts and washers from each vent collar assembly.
Pull the vent collars off the machine.

Disconnect the union in the upper final rinse piping assembly.

3. Disconnect the union in the wash water makeup line.
Remove the upper final rinse piping assembly and the makeup line.

Inspect the fill piping on the top of the tanks

5. Remove (1) 1/2" locknut located inside the machine from each vertical fill pipe.
Remove the upper fill pipe assemblies.

Tum the conveyor chain tension adjusters until the conveyor chain is slack.

7. Locate the master links in the conveyor chain and remove.
Disconnect the chains and pull them to the chain adjuster in the wash tank.

8. Remove 1/4-20 hardware and U-clip protecting the inside tank joint.
Remove hardware securing outside front tank flange.
10. Remove the hardware joining the tank bases.

11. Disconnect the 1-1/2" drain line union underneath the dishwasher.
12. Disconnect the 1/2" steam condensate union.

13. Disconnect the 3/4" tank steam supply union
between the wash and rinse tanks. 9

14. Disconnect and mark the wiring and
conduit between the tanks.

15. Pull the wash and
rinse tanks apart.

16. Move the dishwasher ‘
to its permanent
location.

17. Refer to Part 2.3,
Reassembly.

Figure 2.1
Disassembly
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2.3 Reassembly

Special Tools and Materials Required—
+ Bubble level (3 ft.)
« Silicone sealant, (1) 12 fl. ounce tube, Dow Corning® RTV or comparable
« Plumber's sealing putty (Champion P/N 104889) or comparable
E Pipe thread sealant, Loctite® 565 or comparable

If you disassembled your dishwasher to move it through hatches as described in Part 2.2, then
follow the instructions in this part to reassemble your dishwasher. Go to Part 2.4, Permanent
Placement, if disassembly was not required for your dishwasher.

Perform the following steps to reassemble the dishwasher prior to permanent placement.
Refer to Fig. 2.1 on the preceding page.

1. Before moving the sections into position, inspect the location site to ensure the electrical,
plumbing, and ventilation services are provided in the correct locations. Compare the site
connections with the dishwasher to ensure they will match when the machine is set in its
permanent Jocation.

2. Move the wash and rinse tanks in close proximity to each other in the direction
they will be installed. '

3. Apply a 1/2" bead of silicone sealant on the face of all sides of the wash tank hood gasket.

Move the rinse tank closer to the wash tank and check the alignment of the bolt holes at the base
and around the tank hood.

5. Adjust the rinse tank adjustable legs to align the bolt holes.

BOLT THE HOOD SECTIONS FIRST.
Make sure the U-clip removed in Step 8, Part 2.2 is installed.
Start the bolts and tighten nuts hand tight.

7. Check the alignment of the 1-1/2" drain union underneath the machine. Adjust tanks as required.
8. Start the bolts and hand tighten the nuts to join the bases. |
Connect the 1-1/2" drain union.
10. Tighten all bolts securely using a cross pattern to pull the tanks together evenly.
11. Reconnect the wiring and plumbing. Refer to Steps 12-14, Part 2.2 and Fig 2.1.

12. Pull the conveyor drive chains stored in the wash tank back to the rinse tank. Make sure
the drive chain with the dishrack lugs is positioned on the rear track. See Item 7, Fig.2.1.

13. Replace the drive chain master links and tighten the chain adjusters evenly. Proper chain tension
is achieved when the chain can be lifted off the track a maximum of 1-1/2".

14. Reinstall remaining plumbing using plumber's putty or thread sealant where required.
Refer to Steps 2-5, Part 2.2 and Fig.2.1

15. Position dishwasher in its permanent location.
16. Lift the dishwasher and replace the adjustable legs with the flanged mounting feet provided.

17. Level the dishwasher front to back and side to side by turning the adjustable feet.
Make sure the load and unload openings align with the table system height.

18. Reinstall the vent collars.
19. Go to Part 2.4, Permanent Placement.

5 S T T R S P S SRR
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2.4 Permanent Placement

Refer to Part 2.2, Disassembly and Part 2.3, Reassembly if your dishwasher requires transport through
ship hatches, otherwise proceed with the instructions listed below.

Perform the following steps to place the dishwasher in its permanent location.

1. Before moving the sections into position, inspect the location site to ensure the electrical,
plumbing, and ventilation services are provided in the correct locations. Compare the site
connections with the dishwasher to ensure they will match when the machine is set in its
permanent location.

CAUTION:

Check piping mounted underneath dishwasher
before lifting, to avoid damaging the machine.

Lift the dishwasher and replace the adjustable legs with the flanged mounting feet provided.
3. Position dishwasher in its permanent location.

Level the dishwasher front to back and side to side by turning the adjustable feet.
Make sure the load and unload openings align with the table system height.

5. Position the external booster heater at the unload end of the dishwasher.
Check alignment of common plumbing connections between booster and dishwasher.

6. Install deck plates, and bolt dishwasher and booster to deck per standard procedures.

2.5 Connections between the dishwasher and booster
Refer to Figure 2.2 on the next page.

WARNING:

The installation of this unit must conform to local codes or, in the absence of local codes,
to the National Electrical Code and all National Codes governing plumbing, sanitation,
safety and good trade practices.

Connect the plumbing and electrical connections between the dishwasher and booster heater.
1. Connect the 1/2" condensate union from the dishwasher to the booster. (See No. 1, Fig. 2.2).
2. Connect the 3/4" steam union from the dishwasher to the booster. (See No. 2, Fig. 2.2).

3. Connect the 3/4" water line from the booster to the top of the dishwasher at the
vacuum breaker. (See No. 3, Fig. 2.2).

- 4. Pull the electrical conduit and harness from the junction box located on the lower
rear corner of the dishwasher to the booster junction box located on the lower left rear leg
of the booster stand. (See No. 1, Fig. 2.2).

5. Match the harness wire numbers to the booster junction box wiring.
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2.6 Watér Connections

Perform the following steps to connect the water supply
Refer to Figure 2.3 on the next page.

WARNING:
The installation of water supplies must conform to local codes or, in the absence of local code,
all National Codes governing plumbing, sanitation, safety and good trade practices.

1. Connect a 3/4" NPT hot water supply line (110°F minimum) to the water inlet valve located
at the booster. (See No. 1, Fig. 2.3.)

2. Connect a 3/4" NPT hot water line (140°F minimum) to the water inlet valve located at the
top of the dishwasher. (See No. 2, Fig. 2.3.)

2.7 Steam and Condensate Connections (Steam heat only)

Perform the following steps to connect the steam supply and condensate return.
Refer to Figure 2.3 on the next page.

WARNING:

The installation of steam supplies must conform to local codes or, in the absence of local code,
all National Codes governing plumbing, sanitation, safety and good trade practices.

==>» NOTE: |

A manual shut-off valve for steam (supplied by others) should be installed in the supply line
to allow for servicing of the machine. The shut-off valve should be the same size or larger
than the supply line.

1. Connect a 2" NPT steam supply line to the line strainer located at the booster.
(See No. 3, Fig 2.3)

2. Connect a 1" NPT steam condensate line to the tee fitting located at the booster.
Condensate must be gravity return to the boiler or to a pumping trap.
(See No. 4, Fig. 2.3)
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Utility Connection Points

No. Description

3/4" NPT hot water supply line for booster
3/4" NPT hot water supply line for dishwasher @
1/2" NPT steam supply line
1/2" NPT steam condensate line
1/2" NPT drain line

1/2" NPT vent collar drain line
Dishwasher main electrical junction box

11.13" x 3.87" vent collar connection @) g.%
- 1/8" 1 aid injection poin = e
/8" rinse j point ' & ‘

O WO~ ~WN-—=

-

Detergent injection point S '@’

A
T FL
£
'{4}\\

D

o @———=({
T
=
—

Figure 2.3
Utility Connections
(Right to left model shown)
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2.8 Drain Connections

Perform the following steps to connect the drain lines.
Refer to Figure 2.3 on the preceding page.

WARNING:

The installation of drains must conform to local codes or, in the absence of local code,
all National Codes governing plumbing, sanitation, safety and good trade practices.

1. Connect a 1-1/2" NPT drain line to the dishwasher. The machine drain is a level line so
connection can be made on either end by relocating the drain plug.
The drain line is located underneath the dishwasher. (See No. 5, Fig. 2.3, page 11.)

2. Connect 1/2" NPT drain lines to the load and unload vent collars, (2) connections per collar.
(See No. 6, Fig. 2.3, page 11.)

2.9 Ventilation Connections

Perform the following steps to connect the ventilation system
Refer to Figure 2.3 on the preceding page.

WARNING:

The installation of ventilation must conform to local codes or, in the absence of local code,
all National Codes governing plumbing, sanitation, safety and good trade practices.

1. Connect an exhaust duct to the load and unload vent collar located at each end of the dishwasher.
Inside dimensions of the vent collar connection are 11.13" x 3.87". '
(See No. &, Fig. 2.3, page 11).

2. The minimum vent capacities are given below:

Load end 200 CFM @ 1/4"S.P (minimum)
Unload end 400 CFM @ 1/4"S.P. (minimum)
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2.10 Electrical Connections

Perform the following steps to connect the electrical supply.
Refer to Figure 2.3, page 11 and Figure 2.6, page 17.

WARNING:

The installation of electrical supplies and controls must conform to local codes or, in the
absence of local codes, the National Electrical Code and good trade practices.

WARNING:

Dangerous voltages are present at the local electrical distribution system.
Dangerous voltages are present at the dishwasher when it is connected to the
local electrical distribution system.

e@

@ WARNING |
When working on the dishwasher, disconnect the electric service and place a red tag at the

disconnect switch to indicate work is being done on that circuit.

1. A qualified electrician must compare the electrical power supply with the machine electrical
specifications stamped on the MACHINE ELECTRICAL CONNECTION PLATE located
inside the remote control cabinet (see No. 1, Fig 2.6, page 17) before connecting to the
incoming service through a fused disconnect switch.

2. Refer to Figure 2.3, No. 7, on page 11. No. 7 indicates the location of the dishwasher
main electrical junction box for the right to left machine. The box is located on the opposite
‘end of the dishwasher for a left to right machine.

:> NOTE:

Mounting hardware, conduit, and electrical wiring to connect the remote control cabinet
to the local electrical distribution system are supplied by others. Hardware, conduit, and
electrical wiring to connect the remote control cabinet to the dishwasher are supplied

by others.
3. Install the dishwasher remote control cabinet on a bulkhead adjacent to the dishwasher.
Controls must be easily accessible to the operator.

Refer to Figure 2.6 on page 17.

4. Install the power supply wires from the local distribution panel to the remote control cabinet
at the incoming power terminal biock. (See No. 2, Fig. 2.6.) :

5. [Install the power and control wiring between the remote control cabinet and the main
electrical junction box located on the front of the dishwasher. Wire numbers are marked
on the main terminal board in the remote control cabinet. (See No. 3, Fig. 2.6, page 17.)
Terminal board wire numbers correspond to wires marked in the dishwasher
main junction box. Match wire numbers and connect.

6. Refer to Part 3.3, Start-up Procedure, to test the installation.

13
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2.11 Electrical Tank Heat Connections (Electric heat only)

Perform the following steps to connect the incoming electrical power to the tank heat circuits
in the remote control cabinet.

Refer to Fig. 2.4 below, and Fig. 2.5, page 185.

WARNING:

The installation of electrical supplies and controls must conform to local codes or, in the
absence of local codes, the National Electrical Code and good trade practices.

@ WARNING:

Dangerous voltages are present at the local electrical distribution system.
Dangerous voltages are present at the dishwasher when it is connected to the
local electrical distribution system.

@ WARNING:
When working on the dishwasher, disconnect the electric service and place a red tag at the

disconnect switch to indicate work is being done on that circuit.

1. Connect the incoming 440V/60/3PH power supply to the heat contactor marked for the
wash tank heater circuit. Refer to Part 1.5, Electrical Power Requlrements page 4,
for full load amp ratings.

2. Connect the incoming 440V/60/3PH power supply to the heat contactor marked for the
wash tank heater circuit. Refer to Part 1.5, Electrical Power Requirements, page 4,
for full load amp ratings. :

3. Item A, Figure 2.5, page 15,
illustrates the incoming power
connections to the remote
control cabinet. Connections
are shown entering the top of
the cabinet, but the installer

POWER
TERMINAL BLOCK

may choose to route connections e[s]e H
to a different location if necessary. I i o191 =

e|leie -—GHOUND

MACHINE ELECTRICAL
CONNECTION PLATE

4. Ttems B and C, Figure 2.5,
page 15, llustrate the conduit
routing from the remote control

LeleTr
FEFEF

cabinet to the tank heater junction v
boxes located on the front of the SIME %)—u—u“ @
dishwasher. H BB & 5/
[olo I3 | o6) g S 0 N g
=) © D o |3 =
iolUslolg
o O "o B
Blo [ | of5] & Q L3
8 . D . § %POWERR)NSE
g : O g : a %n&ncmcun
ole {3 | off]
Figure 2.4 v
Remote Control Cabinet & 4
Incoming Power Connections =
for Tank Heat Circuit Lé_
B
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Figure 2.5
Tank Heater Conduit Routing
(Right to left model shown)
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2.12 Chemical Connections

Perform the following steps to connect the chemical dispensing equipment (if machine is
purchased with this feature).
Refer to Figure 2.3, page 11, and Figure 2.6, page 17.

WARNING:

The installation of electrical supplies and controls must conform to local codes or, in the
absence of local codes, the National Electrical Code and good trade practices.

WARNING:

Dangerous voltages are present at the local electrical distribution system.
Dangerous voltages are present at the dishwasher when it is connected to the
local electrical distribution system.

e &

@ WARNING:
When working on the dishwasher, disconnect the electric service and place a red tag at the

disconnect switch to indicate work is being done on that circuit.

1. Chemical dispensing signal connection points are provided on the main terminal board in the remote
contro] cabinet. (See No. 4, Fig. 2.6, page 17.) A yellow label indicates the connection points.

2. The detergent signal is limited to a maximum load of 1 Amp. Signal voltage is 120VAC.

3. The rinse aid signal is limited to a maximum load of 1 Amp. Signal voltage is 120VAC.

4. Sanitizer is not required for the USN-72 dishwasher.

5. The rinse aid injection point is located in the upper final rinse piping of the dishwasher.
(See No. 9, Fig. 2.3, page 11.).

6. The chemical equipment installer must cut a hole in the wash tank for a detergent

sensor and a detergent injection point. (See No. 10, Fig. 2.3, page 11.)
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PART 3: OPERATION

In This Part—

* Theory of operation

* Description of operator controls
* Start up procedure

» Safety and operation checks

+ Shutdown procedure

» Operation summary

3.1 Theory of Operation

Dishwashing requires five components to be effective: time, temperature, mechanical
action, chemical action and proper procedure. Time allows everything to work. Temperature
produced by the heat system is required to heat water in order to penetrate and loosen food soils.
Mechanical action produced by the pump system creates water pressure to flush food soils from
wares. Chemical action in the form of detergents break down grease and dissolve food particles.
Proper procedures in the form of prescrapping, prerinsing, and proper loading maximize
dishwasher performance.

The USN-72 series dishwasher consists of the wash tank and the power rinse tank. The power
rinse tank contains the final rinse piping. Each tank is equipped with its own spray system and a
water holding tank. Recirculating pumps draw water from the tanks and direct the water under
pressure through the spray system and onto the dishes.

‘Wash and power rinse water is heated in the tanks by a steam coil or electric tank heater.
The final rinse water for sanitizing is heated in an external steam or electric booster heater.

A rack conveyor system made up of dual chains and driven by a conveyor motor and gearbox
moves dishracks loaded with wares through the tanks. The wash tank water, which is heated to a
minimum of 150°F,, contains detergents. Wares are conveyed to the wash tank where they are
sprayed with the detergent solution. Food particles and other soils are flushed from the wares and
are collected in scrap screens above the water holding tank. Wares continue on the conveyor
system to the power rinse tank which is heated to a minimum of 160°F. The power rinse tank
spray system rinses remaining soils and soapy water from the wares. :

The final stage of the washing operation occurs in the final rinse section. Upper and lower final
rinse spray pipes are located at the exit end of the dishwasher. As the dishrack containing wares
approaches the final rinse area, the dishrack operates a final rinse switch. The switch activates
the final rinse system. Final rinse water, heated to a minimum of 180°E, is forced by water line
pressure from the final rinse booster heater. Water sprays from the upper and lower final rinse
piping on the wares to sanitize them. The wares are conveyed out the exit end of the dishwasher
where operators remove and stack the wares for the next meal period. ‘

The USN-72 is equipped with several safety features. Door safety switches prevent the unit
from running if a door is open. A conveyor limit switch stops the dishwasher operation if the
conveyor becomes jammed. A float switch located in each tank stops the unit if the water level
falls below a preset level. Finally, a low temperature sensor stops machine operation if the final
rinse water falls below 180°F.

19
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3.2 Description of Operator Controls and Indicators

3.2.1 Remote Control Cabinet

Refer to Figure 3.1 and Table 3.1 below for the location and function

of the operator controls and indicators on the remote control cabinet.

O

Champion %

OFF ON

®©

POWER ON

BOOSTER
LOW TEMP

5
o B
o

e~

ol

. Figure 3.1
Operator Controls
Remote Control Cabinet
(Front Exterior View)

Table 3.1
Controls and Indicators
Remote Control Cabinet

@

L1 /
o

CONTROL TYPE FUNCTION
(1) ON/OFF Switch | Selector Controls power to the
' dishwasher.
Connects power to
tank and booster
heat circuits, pump
contactors, and drive
contactor.
.®Power ON light [Red pilot Signals control power
connected to unit if
ON/OFF selector ON.
@ Start switch Green Starts pumps and
Pushbutton | conveyor motors.
@ Stop switch Red Stops pumps and
pushbutton conveyor motors.
@Booster low | Red pilot Indicates final rinse
temperature light! light temperature has

fallen below 180°F.
Dishwasher stops.
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3.2.2 Dishwasher and Booster

Refer to Figure 3.2 below and Table 3.2, page 22 for the location and function
of the dishwasher and steam booster operator controls and indicators.

Figure 3.2
Controls and Indicators
Dishwasher and Booster
(Right to left w/steam booster shown)
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3.2 Description of Operator Controls and Indicators (Cont.)

CONTROL TYPE FUNCTION
@ Inlet water Ball valve Connects incoming water supply
supply valve {shown closed) | for the booster.
@ Inlet water Ball valve Connects incoming water supply for
supply valve (shown open) | the tankfills.
inlet water Ball vaives Controls manual fill to wash tank.

supply valves

(shown closed)

Controls manual fill to rinse tank.

@ Water level Sight glass Indicates water level in wash and
gauges rinse tank. Water line visible in
center of glass indicates correct
water level in tank.
@ Tank water Scaled Indicates water temperature in
temperature thermometer wash and rinse tanks.
gauges dial Wash = 150°F minimum.
Rinse = 160°F minimum.
@ Final rinse 0-60 PSI indicates final rinse water pressure
pressure gauge | gauge during the final rinse.
20-22 PSIG minimum flow pressure.
@ Final rinse Scaled indicates final rinse temperature
temperature thermometer during the final rinse.
gauge dial 180-195°F optimum range.
Drain valves Ball valves Controls draining of wash and rinse

(shown ciosed)

tanks.

@ Operation Placard Complete operation quide to
guide machine (located on load end
of machine on front panel under
wash gauge next to wash door)
Table 3.2

Controls and Indicators
Dishwasher and Booster
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3.3 Start-Up Procedure

Perform the following steps to start up the dishwasher for first-time operation.

CAUTION:

Perform the following checks before placing the machine into service.

1. Check the exterior of the machine for any foreign material, and remove.

==> NOTE:
To remove the dishwasher lift-out doors:
~ Grasp the handles and lift approximately 4"

Tilt the top of the door toward you and out of the door track.

2. Remove the lift-out doors.
3. Check the interior of the machine and remove any foreign material.

==>» NOTE:

To install the upper and lower spray pipes:
Insert the pipe into its locking plate and turn 1/4 turn clocszse
Each pipe has an o-ring on the end of its manifold.

4. Make sure the upper and lower spray arms are secure in the manifold
and all end plugs are in place.

5. Remove the scrap screens and make sure all overflow covers are down
and the pump intake screens are in place.

6. Replace the scrap screens.

=—>» NOTE:

Dishwasher curtains have long and short flaps.

Be sure the short flaps of all curtains face the load end of the machine.

Place long curtains at the load and unload ends of the dishwasher.

Place the short curtain at the end of the wash tank in the center of the dishwasher.

Make sure the curtains are in place.
8. Reinstall the lift-out doors.
9. Check the chemical injection system (if applicable).
10. Close the tank drain valves along the lower front of the machine.
11. Open the water supply valves. Check for leaks and take corrective action if required.
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12. Open the steam supply valves (if applicable).
Check for leaks and take corrective action if required.

13. Open the manual tank fill valves on the top of dishwasher to fill the tanks.

14. Monitor the water level gauges.
Tanks are full when the water line reaches the center of the gauges.

15. Close the manual fill valves and check the dishwasher for leaks.

16. Turn the main power on at the breaker panel or fused disconnect switch
for the dishwasher.

17. Turn the main power on at the breaker panel or fused disconnect switch .
for the electric booster heater (if applicable).

18. Turn the power selector switch on the front of the remote control cabinet to the “ON”
position. The red power-on light will illuminate.

==>» NOTE:
Allow sufficient time for the tanks to reach proper temperatures (approx. 20 minutes):
Wash tank temperature = 150°F, minimum.

Power rinse tank temperature = 160°F. minimum.

19. Monitor the tank thermometers located on the top of the dishwasher
for the proper temperature reading.

20. Press the GREEN start button on the front of the remote control cabinet.
Pumps and conveyor start.

21. Check the direction of rotation of the conveyor drive.
Conveyor drive sprocket (located behind stainless steel cover on unload end) turns
CCW for right to left operation, CW for left to right operation.

22. Check the direction of rotation of the pump motors.
Proper rotation is CW when viewing the motor from the rear.

WARNING:

Dangerous voltages are present at the local electrical distribution system.
Dangerous voltages are present at the dishwasher when it is connected to the
local electrical distribution system.

WARNING:

When working on the dishwasher, disconnect the electric service and place a red tag at
the disconnect switch to indicate work is being done on that circuit.

23. 1If the rotation direction is incorrect, reverse wires L1 and L2 on the disconnect switch side
of the main electrical connection terminal block located inside the remote control cabinet.

24. Press the RED stop button. The red power light goes out, and the pumps and conveyor
stop. Press the GREEN start button. The red light comes on; the pumps and conveyor run.

25. Proceed to Part 3.4, Safety and Operation Checks, on next page.
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3.4 Safety and Operation Checks

Refer to Part 3.3, Start-up Procedure, on the previous page before performing the
steps listed below.

Perform the following steps to check the dishwasher safety devices and to
operate the dishwasher for the first time.

Safety Checks

WARNING:

Perform the following checks before placing the machine into service
for normal operation.

WARNING:

Never bypass a safety device in order to operate the dishwasher for normal operation.

=—> NOTE:

Refer to the corresponding repair or adjustment procedure in Part 5, Basic Service,
if a safety device fails to function in the manner prescribed below.

Dishwasher Condition
The dishwasher is full of water, steam or electric heat energized, and dishwasher power is on.
Temperature gauges indicate proper temperatures. The pumps and conveyor are running.

Door Safety Switch Check

1. Slowly raise the wash tank lift-out door approximately 1 inch.
Dishwasher pumps and conveyor stop.

2. Lower wash tank door. Press green start button.
Pumps and conveyor run. '

3. Slowly raise the power rinse tank lift-out door approximately 1 inch.
Dishwasher pumps and conveyor stop.

4. Lower power rinse tank door. Press green start button.
Pumps and conveyor run.

Table Limit Switch Check (if applicable)

1. Slide empty dishrack on unload table system until it contacts the installed table limit switch.
Dishwasher pumps and conveyor stop.

2. Remove the dishrack. Press green start button.
Pumps and conveyor run.
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Low Water Tank Heat Protection Check
1. Open the drain valve on the wash tank.

2. Pumps and conveyor stop when the water level falls below the level of the
wash tank float switch.

3. Close the drain valve.
Open the manual fill valve and refill the wash tank.

5. Push the green start button on the control cabinet.
Pumps and conveyor run. '

6. Repeat Steps 1-5 for the power rinse tank.

Conveyor Jam Switch Check
Refer to Figure 3.3 below

@ WARNING:
/. The conveyor drive contains moving parts.

Use caution when working around the conveyor drive assembly.

1. Using a hydraulic jack or lever,raise the conveyor drive table (A) approximately
2 inches to simulate a jam condition.

The conveyor jam switch (B) operates.
Pumps and conveyor stop.

Lower the conveyor drive table.

Push the green start button on the control cabinet.
Pumps and conveyor run.

AN

Rz

=g

Woas

Figure 3.3
Conveyor Jam Switch Check
(Right 10 left model shown,)
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3.4 Safety and Operation Checks (Cont.)

Perform the following steps to check
the dishwasher safety devices and to operate the dishwasher for the first time.

Safety'Checks (Cont.)

WARNING:

Perform the following checks before placing the machine into service
for normal operation.

WARNING:

Never bypass a safety device in order to operate the dishwasher for normal operation.

==>» NOTE:

Refer to the corresponding repair or adjustment procedure in Part 5, Basic Service,
if a safety device fails to function in the manner prescribed below.

Dishwasher Condition
The dishwasher is full of water, steam or electric heat energized, and dishwasher power is on.
Temperature gauges indicate proper temperatures. The pumps and conveyor are running.

Booster Low Temperature Check
1. Insert several racks into the machine to operate the final rinse.

2. Monitor the final rinse temperature gauge located on the top of the dishwasher
in the upper final rinse piping. Minimum temperature required is 180°F.

3. Close the steam supply valve to the dishwasher so the booster will not heat
the final rinse water.

Continue to feed racks into the machine.

5. When the final rinse water temperature at the booster falls below 180°F. the
pumps and conveyor stop.

6. The booster low temperature light on the remote control cabinet illuminates.
7. Open the steam supply valve to the dishwasher.

8. PUSH and HOLD the green start button until the booster low temp light
goes out.

9. Release the green start button.

10. Pumps and conveyor continue to run.




Operation Checks

Refer to Part 3.3, Start-up Procedure, on pages 20-21 before performing the
steps listed below.

Perform the following steps to check the dishwasher operation for the first time.

Operation Checks

Dishwasher Condition
The dishwasher is full of water, steam or electric heat energized, and dishwasher power is on.
Temperature gauges indicate proper temperatures. The pumps and conveyor are running.

1. Prescrap and prerinse wares to remove large food particles.
Hard baked-on soils may require soaking or scrubbing.

2. Load a dishrack with soiled wares.
Place dishes edgewise in a peg rack.
Place cups and bowls upside down in a flat bottom rack.
Spread silverware evenly in a single layer in a flat bottom rack.

3. Do not overload dishracks.

4. Slide the rack into the load end of the dishwasher.
The conveyor advances the rack through the dishwasher.

5. Monitor the wash temperature gaunges.
Wash tapk temperature must maintain 150°F minimum.
Power rinse tank must maintain 160°F. minimum.

6. Monitor the final rinse temperature gauge as the dishrack moves into the final
rinse area. Minimum temperature required is 180-195 °F.

7. Monitor the final rinse pressure during the final rinse. Minimum final rinse
FLOWING pressure must be 20-22 psig. The pressure gauge may indicate a higher
rinse pressure after the final rinse water stops flowing. This is a normal condition.

WARNING:

Dishwasher surfaces, dishracks and wares become hot during and immediately
after washing operations. Wear protective gear per your supervisor's directions.

8.  Slide the dishrack to the table system as it is ejected from the unload end of the
dishwasher. Inspect the wares for cleanliness.

9. Adjust chemical dispensing equipment (supplied by others) as required.
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3.5 Shutdown Procedure

Perform the following steps to shutdown the dishwasher after every operation.

@ WARNING:
Dishwasher surfaces, dishracks and wares become hot during and immediately

after washing operations. Wear protective gear per your supervisor's directions.

1. Press the red stop button to shut off the pumps and conveyor.

2. Turn the power selector switch on the remote control cabinet to OFF
The red power light goes out.

3. Turn the power off to the dishwasher at the main service disconnect switch or breaker.

Tum the power off to the electric booster (if applicable) at the main service disconnect
switch or breaker.

5. Close the steam supply valve (for steam heated dishwashers).

Open the wash tank and power rinse tank drain valves.
Valves are located on the lower front of the tanks.

Remove the lift-out doors, and rinse inside of doors.
Remove curtains to remote sink, and flush clean.

Remove the upper and lower spray arms.
Turn arms CCW 1/4 turn. Pull gently.

10. Inspect spray arm o-rings on manifolds. Replace if missing or damaged.
11. Remove end caps from spray arms,. and flush arms with water.

12. Replace end caps in spray arms. Set spray arms aside.

13. Flush interior of machine to remove debris on upper hood surfaces.

14. Remove scrap screens from dishwasher interior.

15. Flush both sides of screens in remote sink to remove accumulated debris.
16. Flush interior of lower tanks with fresh water to remove debris.

17. Clean drain screens. :

18. Wipe interior of dishwasher including tank bottoms.

19. Remove and clean pump intake screens. Replace immediately after cleaning.
20. Lift overflow covers, and flush water down overflow tubes.

21. Clean float switch assemblies, and check for free movement.

22. Flush steam coils or electric heaters. ‘
Use a nonferrous scrub pad to remove scale from electric heaters (for electric heated

dishwasters.
23. Close overflow covers.
24. Replace scrap screens.
25. Replace spray arm assemblies.
26. Replace curtains.
27. Leave doors removed to aid air drying of dishwasher interior.

28. Turn power off to exhaust vents (if applicable).

R 0 S e A T S R N O T
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3.6 Operation Summary

The following summarizes the steps for the normal operation of your dishwasher.

1. Check that spray arms, curtains, scrap screens, and doors are in place.
Refer to Figures 3.4 and 3.5 below.

2. Check that detergent and rinse aid reservoirs are replenished.
(Dispensing equipment and chemicals are supplied by others.)

3. Check that drains are closed.
Turn the power on to the dishwasher at the main service disconnect switch.

Turn the power on to the electric booster at the main service disconnect switch
(for electric booster only).

Open manual tank fill valves. Monitor water level gauges.
Close fill valves when water level reaches center of water level gauges.
Turn power selector switch at remote control cabinet to ON.

© 0 = o

Wait for tank water temperatures to reach operating temperature.
Wash tank temperature = 150°F. minimum
Power rinse tank temperature = 160°F. minimum

10. Press GREEN start button on control cabinet. Pumps and conveyor run.

11. Scrap and prerinse wares. Place in dishracks. Do not overload racks.

12. Slide dishrack into load end of dishwasher.

13. Check the final rinse temperature and the final rinse pressure during the final rinse
(180°-195°F @ 20-22 psig flow pressure).

= > NOTE:

The dishwasher may be stopped any time during the cycle by pressing the STOP
button on the control cabinet. Press the GREEN start button and all wares inside
the dishwasher will be fully washed and rinsed.

14. Refer to Part 4.2, Cleaning Schedule, for daily cleaning instructions.
15. Perform the shutdown procedure described on the preceding page.

SPRAY ARM

Figure 3.4 Figure 3.5 END CAP
Curtain Placement Spray Arm Assembly
(Right 1o left model shown) , (Lower manifold shown)
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PART 4: CLEANING AND MAINTENANCE

In This Part—

* Introduction

* Daily cleaning schedules

* Deliming schedules

e Preventive maintenance schedules

e Lubrication schedules

4.1 Introduction

Cleaning your machine is the best maintenance that you can provide. Components that are not
regularly flushed and cleaned do not perform well.

The following schedules are the minimum requirements necessary for the proper performance
of your machine. Intervals should be shortened whenever your machine is faced with abnormal
working conditions, hard water, or multiple shift operations.

4.2 Daily Cleaning Schedules

After Each Meal Period
1. Drain the machine.
Flush interior with fresh water.
Clean scrap screens and pump intake screens.

Clean spray arms.

A o

Clean the final rinse nozzle openings with a paper cliﬁ.

CAUTION:

Do not hose down the exterior of the machine with water.

6. Thoroughly clean the exterior of the machine with a mild soap solution.

7. Reassemble the machine.

8. Leave the doors off to aid in drying.
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4.3 Deliming Schedules

Your dishwasher should be delimed regularly depending on the mineral content of your water. Inspect the
machine interior for mineral deposits and use a deliming solution for the best cleaning results.

WARNING:

Deliming solutions or other acids must not come in contact with household bleach
(sodium hypochlorite) or any chemicals containing chlorine, iodine, bromine, or fluorine.

Mixing will cause hazardous gases to form.
Skin contact with deliming solutions can cause severe irritation and possible chemical burns.

WARNING:
Consult your chemical supplier for an appropriate deliming solution,

protective gear and safety procedures.
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4.4 Preventive Maintenance Schedules

Weekly Maintenance Requirements
Perform the following procedures every week.

CAUTION:

Only qualified service personnel should perform preventive maintenance
on the dishwasher

1. Inspect for leaks including all piping, tank seams, and supply connections.
Tighten or repair as required.

Inspect the lift-out doors for proper fit and ease of removal.

3. Check the operation of door safety switches.
Refer to Part 3.4, Safety and Operation Checks on page 22.

WARNING:

When working on the dishwasher, disconnect the electric service and place a red tag at
the disconnect switch to indicate work is being done on that circuit.

Turn the power selector switch to OFF at the remote control cabinet.

Al

Drain the dishwasher if required and inspect the float switches and probes in the
bottom of each tank. Float switches should move freely. Clean if necessary.

Check the conveyor drive chains, spray arms and internal structures for wear or damage.
Reassemble the dishwasher.
Turn the power selector switch to ON at the remote control cabinet.

© o0 = o

Check the operation of the start and stop switches on the control cabinet.
10. Check that the red power indicator works correctly.
11. Return the dishwasher to normal operation.




Part4: CLEANING AND MAINTENANCE

Quarterly Maintenance Requirements
Perform the following procedures every four months.

CAUTION:

Only qualified service personnel should perform preventive maintenance
on the dishwasher.

1. Perform all the procedures described in the weekly maintenance requirements.

2. Refer to Part 3.4, Safety and Operation Checks, and perform all the checks
described in this part.

3. Close all water and steam supplies Run the dishwasher for 2 minutes to relieve
water and steam pressure in the lines.

4. Disassemble the water and steam inlet line strainers and clean as necessary.

WARNING:
When working on the dishwasher, disconnect the electric service and place a red tag at the
disconnect switch to indicate work is being done on that circuit.

5. Disconnect the power to the dishwasher at the main service disconnect switch.
Tag the circuit to indicate work is being performed on that circuit.

6. Disconnect the power to the electric booster (if applicable) at the main service disconnect switch.
Tag the circuit to indicate work is being performed on that circuit.

7. Open the control cabinet enclosure(s) and check the tightness of all electrical
wiring connections.

8. Inspect all wiring for signs of heat damage, and replace if necessary.
9. Manually operate the contactors and overloads checking for free movement.
10. Close the control cabinet enclosures.

11. Inspect and tighten all mounting hardware. Replace missing or damaged fasteners w1th
stainless steel replacements.

12. Return the dishwasher to normal operation.

==—> NOTE:

Refer to Part 4.5, Lubrication Schedules, on the next page for quarterly lubrication procedures.
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4.5 Lubrication Schedules

Weekly Lubrication Requirements
There are no weekly lubrication requirements.

Non-lubrication Requirements
Do not lubricate the points described below.

WARNING:

Do not lubricate the stainless steel conveyor chain or shaft bearings inside
the dishwasher wash and power rinse tanks.

((C) is in machines prior to J1050)

Figure 4.1
Never Lubricate These Points

Refer to Figure 4:1 above.

1. NEVER LUBRICATE the stainless steel conveyor chains (A) located inside the
dishwasher.

2. NEVER LUBRICATE the drive shaft bearings (B) located inside the dishwasher on each
side of the conveyor drive shaft. The grease fittings on the top of each bearing serve to
keep out water.

3. NEVER LUBRICATE the idle shaft bearings (B) located inside the dishwasher on each
side of the conveyor take-up assembly. The grease fittings on the top of each bearing serve
to keep out water.

35



Part 4: CLEANING AND MAINTENANCE

36

Quarterly Lubrication Requirements
Perform the following procedures every four months.

A CAUTION: |
Only qualified service personnel should perform preventive maintenance

on the dishwasher.

@ WARNING:
The conveyor drive contains moving parts.

Use caution when working around the conveyor drive assembly.

WARNING:
When working on the dishwasher, disconnect the electric service and place a red tag at the

disconnect switch to indicate work is being done on that circuit.

Refer to Figure 4.2 below.
1. Tum the power selector switch to OFF at the dishwasher remote control cabinet.
2. Remove the side panel protecting the drive chain located at the unload end of the dishwasher.
3. Apply a thin coat of oil (Browning GL32LT or comparable) to the drive chain (A).
Wipe off any excess. ' »

4. Remove the oil level plug (B) from the top of the gearbox. .
5. Remove the breather plug (C) from the side of the gearbox.
6. Remove the drain plug (D) from the bottom of the gearbox and drain the oil.
7. Flush the gear case with a light weight (5 or 10W) mineral oil.
8. Replace the drain plug (D) and refill the gearbox with Browning GL32LT or comparable oil.
9. Fill slowly until oil begins to drain from the oil level plug.

10. Allow the oil to settle for a few minutes, top off if required.

11. Replace oil level plug (B) and breather plug (C).

12. Replace side panel.

Figure 4.2
Conveyor Gearbox and Drive Chain
Lubrication
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PART 5: BASIC SERVICE

In This Part—
+ Introduction
* General troubleshooting

» Component adjustment, repair, and replacement

5.1 Introduction

Part 5, Basic Service, covers component adjustment, repair and replacement for the major
components of your dishwasher. Use the Troubleshooting Guide (part 5.2 General Troubleshoot-
ing) to identify the operating condition of your machine and follow the suggested solution. Some
solutions refer to a Repair Procedure 5.3.xx; these solutions should be attempted only by quali-
fied service personnel. If you require additional service support, you may call your local service
company or: '
. Ken-Tronics
USA: 1-800-433-4586

Please have the Model and Serial Number of the machine ready when you call.

Schematics

Champion places an electrical schematic in the control cabinet of every machine before it is
shipped. Schematics are included at the back of this manual as well. Be aware that these schemat-
ics include options that may not apply to your machine. Options are enclosed in dashed lines with
the words (IF USED) next to them on the schematic. Disregard any options that appear on the
schematics which are not a part of your machine.

Electrical Circuit Tests

Use a clip-on AC current tester to check the motors and electric heaters.
Use a VOM to test line voltages and the 120VAC control circuit.

=—> NOTE:

DO NOT USE CHASSIS GROUND WHEN PERFORMING VOLTAGE CHECKS.
Doing so will result in false and inaccurate readings.

PERFORM VOLTAGE CHECKS BY READING FROM THE HOT SIDE OF THE
LINE AND NEUTRAL (any #2 or white wire).

Tools

Most repairs can be made with: Standard set of hand tools, Volt/Ohm Meter (VOM), and
Clip-on AC current tester. Special tools necessary to perform a repair are noted in the specific
repair procedure.
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5.2 General Troubleshooting

In the event that your dishwasher does not perform as expected, refer to the troubleshooting guide
below. Perform the action suggested in the solution column. Contact a qualified service
technician if the solution refers to a Repair Procedure in Part 5.3.

Many conditions may be resolved by performing the seven basic checks listed below:

All switches are ON.

Drain valves closed.

Wash and rinse nozzles are clean.

Wash and rinse pipe assemblies are installed correctly.

Scrap screens are properly positioned.

Thermostat(s) are properly adjusted.

Detergent and rinse additive dispensers are adequately filled.

N AW

CONDITION CAUSE SOLUTION

Machine will not start Doors not closed ieicnieneneireniniinens Make sure doors are fully closed

Main switch off ‘Check disconnect at main panel
Check machine power switch
Door safety switch faulty ......c.ccorneene. Refer to Repair Procedure 5.3.22
Conveyor jammed ..........lveeeeieeernnnes Refer to Repair Procedure 5.3.20
Water level low in tank(s) .....cccevrvnreenns Check float switch(s) and fill tanks
Defective float switch ......ccceverininrennnn, Refer to Repair Procedure 5.3.5
Motor overload tripped .........ccveeervenense. Refer to Repair Procedure 5.3.24
Blown fuse or circuit breaker................ Refer to Repair Procedure 5.3.23
Low or no water Main water supply is turned off .... Turn on main water supply
Machine not filled initially .........cov.... Close drains/Open manual fill valves
Tank drain valve(s) Open ......ccccccuvvvrenne Close drain valve(s)
Clogged line Strainer .......oovvvreeeieeelunenans Clean strainer screen/replace strainer
Faulty manual fill valve ......c.cccooeeeeen . Replace manual fill valve
Pump motor not running Motor overload tripped ................ R Refer to Repair Procedure 5.3.24
Defective MOLOr ...vicveicivcerssenseensenenens Refer to Repair Procedure 5.3.14
Tank(s) water Incoming water temperature ................. Raise temperature to:
temperature is low to machine too low 140°F/43-60°C
when in use Defective thermometer ..........ccveeremnen. Refer to Repair Procedure 5.3.7
Defective thermostat .........ccoveveerevceennnen Refer to Repair Procedure 5.3.8
Steam supply shut off ..... Turn on steam supply
Low steam pressure .......c..oceeeeen. Correct steam pressure is 15-30 PSI
Defective steam solenoid valve .... Refer to Repair Procedure 5.3.4
Defective steam trap .....c.ceeveevevecrnveennes Refer to Repair Procedure 5.3.11
CONDITION CAUSE SOLUTION
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5.2 General Troubleshooting (Cont.)

Insufficient pumped Clogged pump intake screen ................ Clean pump intake screen
spray pressure Clogged spray pipe .......cc..... Clean spray pipe
Scrap screen full of debris Maust be kept clean and in place
Low water level intank .......oocoovevevenenne Check drain valve(s)
Pump motor rotation incorrect Refer to Part 3.3, Start-up Procedure,
Steps 21-23, page 24
Defective pump seal.....c.cocecvvvrinvecninenns Refer to Repair Procedure 5.3.14
Spray pipe end plug missing ................. Replace missing end plug
Spray pipe O-ring missing ........c........... Replace missing O-ring
Wash restrictor needs adjustment ......... Refer to Repair Procedure 5.3.13
Insufficient final rinse Faulty pressure reducing valve ............. Refer to Repair Procedure 5.3.1
or no final rinse ' Improper setting on pressure................. Correct pressure setting is 20-22 PSI
‘ reducing valve
Clogged rinse nozzle and/or pipe.......... Clean pipe/nozzles
Clogged line strainer .........cceccoeervueernenens Clean screen or replace line strainer
Defective final rinse switch .................. Refer to Repair Procedure 5.3.15
Defective final rinse solenoid valve...... Refer to Repair Procedure 5.3.4
Low final rinse Low incoming water ......cceeenneniecernnns Increase incoming water temperature
temperature - temperature 110°F minimum for 70°rise booster
' 140°F minimum for 40°rise booster
Booster steam supply shut off ............... Turn on steam supply
Booster water supply shut off ............... Turn on water supply
Rinse nozzle or pipe cap missing Replace missing part
Defective final rinse thermostat ............ Refer to Repair Procedure 5.3.9
Defective thermometer .........oovereenenn. Refer to Repair Procedure 5.3.7
Low Steam Pressuie ......covoccercemrererenenns Correct steam pressure is 15-30 PSI
Defective steam solenoid valve ............ Refer to Repair Procedure 5.3.4
Defective steam trap .....c...cocovieereeneen. Refer to Repair Procedure 5.3.11
Poor washing results Detergent dispenser.......cooverveeeeenene. e Check dispenser
not operating properly
Insufficient detergents..........ccooevveecrunen Refill containers
Wash water temperature .........o.occceeveeee. See condition “Tank(s) water
too low temperature is low when in use”
Wash arm clogged ..., Clean
Improperly scraped dishes ..........cueu.e. Check scraping procedures
Ware improperly placed in rack.......... Use proper racks. Do not
' overload racks
Drain-Overflow(s) clogged .......covuvuee. Check overflow tubes
debris not skimmed from tank(s) ..........
Wash water not drained at specified ..... Drain tanks every two hours
intervals or after each meal period.
Conveyor not moving Drive motor V-belt broken .............oe. Replace drive belt
dishracks ' Conveyor chain needs adjustment ........ Refer to Repair Procedure 5.3.16
Conveyor shaft bearings defective Refer to Repair Procedure 5.3.17

and Repair Procedure 5.3.18
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5.3 Component Repair and Replacement

Part 5.3 contains instructions for the adjustment, repair, and replacement of components which may
require service due to normal wear and tear. The following procedures should only be performed by
qualified service personnel.

THE FOLLOWING CAUTION AND WARNINGS MUST BE FOLLOWED AT ALL TIMES:

CAUTION:

Only qualified service personnel should perform adjustments and repairs to the dishwasher.

WARNING:

When repairing a circuit; disconnect the power at the main service disconnect switch and
place a red tag at the disconnect switch to indicate that work is being performed on the circuit.

WARNING:

Use extreme caution when performing tests on energized circuits.

WARNING:

The conveyor drive contains moving parts.
Use caution when working around the conveyor drive assembly,

5.3.1 Pressure Reducing Valve (PRV) Adjustment

The PRV is located on the 3/4" incoming water supply before the
final rinse booster assembly. To adjust the pressure setting on the
PRV, loosen the locknut on the adjusting screw in the top of the
PRV. Turn the adjusting screw clockwise to increase the pressure
setting. Turn the screw counterclockwise to decrease the pressure
setting. The USN-72 dishwasher requires a flowing pressure of
20-22 PSI during the final rinse. With the dishwasher in normal
operation, place a dishrack in the machine. While final rinse
water is flowing, monitor the final rinse pressure gauge located at
the top of final rinse piping assembly. Adjust the PRV screw to
achieve a flowing pressure of 20-22 PSI.

The PRV does not contain any service replacement parts. If .
adjustment will not provide the proper flowing pressure, then replace the PRV. To replace the PRV: Turn
main water supply to the dishwasher off. Place a rack in the dishwasher to activate the final rinse. This
will bleed any water pressure out of the line. Remove the PRV from the piping system. Reinstall using
pipe sealing compound. Turn the water supply on, test for leaks, and perform the adjustment described
above.
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5.3 Component Repair'and Replacement (Cont.)

5.3.2 Water Line Strainers

There are two water line strainers on the USN-72 dishwasher. The first strainer is located on the
3/4" main water line to the booster. The second is located on the incoming water line for the tank
fill. The line strainer screen may become clogged with debris. To clean the strainer screen: Tumn
off the main water supply valves. Open the tank fill manual valves to bleed off pressure. Run a
dishrack through the machine to operate the final rinse and bleed off water pressure at the booster.
Turn power off at the dishwasher control cabinet. Remove the locknut at the end of each strainer
"Y." Remove the strainer screen and flush clean with water. Reinstall in reverse order. Tum on
water supplies and check for leaks.

5.3.3 Vacuum Breaker Repair

Vacuum Breakers are located at the top of the USN-72 in the 3/4" final rinse water|"
line and each of the 1/2" tank fill lines. They prevent the siphoning of dish-
machine water back into the potable water supply. Each vacuum breaker contains
a moveable float. To replace the float: Turn off the main water supplies. Turn off |
the power at the dishwasher control switch. Unscrew the top of the vacuum
breaker. Remove the float. Inspect the interior of the vacuum breaker. Remove
any mineral deposits and inspect the float seating surfaces for pitting. (If badly pitted, replace the
entire vacuum breaker assembly). Install a new float repair kit and reassemble in reverse order.
Turn on power and water supplies. Operate the dishwasher and check for leaks.

5.3.4 Water Solenoid Valve Repair

A 3/4" water solenoid is located in the final rinse water line at the
outlet of the final rinse booster. The valve is controlled by the opera- @%&
tion of the final rinse switch assembly which connects 120VAC to the '
valve coil during a final rinse operation. If the valve fails to operate,
first check that 120VAC is supplied to the valve coil. If voltage is not
present, then refer to the electrical schematic and troubleshoot the
circuit. If voltage is present then the valve may require a rebuild kit or
replacement coil. Turn off power at the dishwasher power switch and
main disconnect. Turn off main incoming water supply and bleed off
any water pressure in the line. Check the coil for continuity with a VOM set at the highest
resistance range. If the coil checks good then disassemble the valve by unscrewing the threaded
bonnet with a strap or spanner wrench. Remove and inspect the valve piston and diaphragm.
Inspect the valve seat for mineral deposits and pitting. (Replace the complete valve assembly if
pitting is severe). Reassemble the valve in reverse order. Turn on power and water supplies and
check for Jeaks.
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5.3.5 Fioat Switch Replacement

Refer to Fig. 6.12, , Part 6, Replacement Parts, for a detailed drawing of the float switch assembly.
Each tank contains a float switch assembly which monitors the water level in the tank. When the water
level drops below a preset level the ball on the float switch stem drops and opens a reed switch. The
control relay associated with the float switch changes state. A set of normally closed contacts open
interrupting power to the 120VAC control circuit and the dishwasher stops. If you suspect a defective
float switch: Turn power off at the dishwasher control cabinet. Drain the tank and inspect the float.
Make sure the float is clean and moves freely. Identify the float switch wires in the junction box located
on the lower corner of the dishwasher front. Disconnect the float switch and connect its associated
control wires together. Turn power on and restart the dishwasher. If the dishwasher operates normally,
then replace the float. To remove the float assembly: Remove the float switch cover. Remove the
5/16-18 nut on the outside of the tank. The mounting hole is keyed so the float switch will not turn.
Remove the float switch assembly from the inside of the tank. Install a replacement in reverse order.
Reconnect the float switch wires in the junction box. Turn power on, refill the tank, and test the
dishwasher for normal operation.

5.3.6 Drain Valve and Overflow Assembly

Refer to Fig. 6.15, Part 6, Replacement Parts, for a detailed drawing of the drain and overflow assembly.
Note items 1-4. These parts make up the overflow assembly. The assembly consists of an overflow tube
with drain box topped by a hinged cover. The cover tilts up to allow inspection and cleaning. Lift up the
hinged cover and inspect the overflow tube if an obstruction is suspected. Item 10 shows the drain screen.
This screen should be inspected daily and cleaned. Item 12 illustrates the drain assembly. It consists of
soldered copper pipe and if defective must be replaced as a unit. Note the cleanout plug to the left of the
drain valve. This plug can be removed to clean possible obstructions from the drain assembly. Item 13
shows the 1-1/2" cleanout plug in the drain trunk line. Remove the plug to inspect and clean the main
dishwasher drain line.

5.3.7 Thermometer Replacement

Refer to Fig. 6.12, Part 6, Replacement Parts, for a detailed drawing of the thermometer assemblies. The
thermometers are mounted to brackets on the top of the dishwasher. Thermometer capillary tubes run
from the top of the dishwasher to the right and left ends of the tanks. The thermometer bulbs are retained
inside the tanks by a 1/2" locknut. The final rinse thermometer bulb mounts directly into the upper final
rinse piping at the top of the dishwasher. Tank and final rinse thermometers are factory sealed indicating
devices which are accurate within +3° of the intended range of use. The thermometers cannot be cali-
brated and must be replaced if defective. To replace a thermometer: Drain the machine and turn off all
power. Have a helper hold the thermometer bulb from the outside of the machine. Remove the 1/2"
locknut from the inside of the tank and pull the thermometer sensor bulb out of the tank. Remove the nuts
and retainer from the thermometer bracket. Pull the thermometer out the front of the bracket. Replace the
thermometer and reassemble in reverse order. Be sure to apply plumber's putty, (Champion P/N 104889),
to seal the thermometer bulb fitting in the tank. Return the dishwasher to normal operation and check the
temperature reading.



Part 5: BASIC SERVICE

5.3 Component Repair and Replacement (Cont.)

5.3.8 Tank Heat Thermostat Adjustment and Replacement

Refer to Fig. 6.12, , Part 6, Replacement Parts, for a detailed drawing of the thermostat
assembly. Each tank has a control thermostat mounted on its front in a stainless steel enclosure.
The thermostat capillary tubes run to either side of the tank. The thermostat sensor bulb enters
the tank and is secured inside the tank with a 1/2" locknut. The thermostats are adjusted by
turning a small adjustment screw mounted on the side of the device. The thermostats have an
operating range of 110-200°F. Place the machine in normal operation and monitor the associated
tank thermometer. Wash tank temperature should maintain a minimum of 150°F. Power rinse
tank temperature should maintain a minimum of 160°F.

Wash Tank Temperature = 150°F minimum
Power Rinse Tank Temperature = 160°F minimum

To adjust a thermostat: Turn the adjusting screw incrementally 1/8 to 1/4 of a turn clockwise.
Monitor the temperature thermometer after each adjustment until the desired temperature setting
is maintained during normal dishwasher operation.

To replace a thermostat: Drain the tanks and turn off all power to the dishwasher.
Have a helper hold the thermostat sensor bulb from the outside of the machine and remove
the 1/2" locknut from the interior of the tank. Pull the bulb and capillary back to the thermostat
junction box. Note the wire locations and disconnect the thermostat. Remove two retaining nuts
and remove the thermostat assembly. Install a new thermostat in reverse order. Be sure to apply
plumber's putty (Champion P/N 104889) to seal the thermostat bulb fitting in the tank. Return the
dishwasher to normal operating condition and adjust the thermostat as described above.

5.3.9 Final Rinse (Steam) Thermostat Adjustment and Replacement

Refer to Fig. 6.16, Part 6, Replacement Parts, for a detailed
drawing of the steam booster assembly. Note Items 10, 17 and
19. This shows the location of the final rinse control thermostat.
The thermostat has a range of 50-300°FE However, the operat-
ing range for final rinse application is 180-195°F. The normally
open contacts of the thermostat open on temperature rise.

The normally closed contacts close on temperature rise.

The thermostat's N.O. contacts are used for this application.

The final rinse thermostat controls operation of the steam
booster solenoid. It senses the outlet temperature of the final
rinse water leaving the booster and energizes or deenergizes the
steam solenoid as needed to maintain the final rinse temperature within 180-195°F.

Note Items. 10, 17 and 15 in Fig. 6.16. This shows the location of the low temperature cutoff
thermostat, (TSK). The final rinse thermostat and the low temperature thermostat are identical.
The TSK has two applications. It may be used to immediately shut down the dishwasher in the
event the final rinse water temperature falls below. 180°F,, or it may be used to activate a chemi-
cal sanitizing system (supplied by others) which does not immediately shut down the dishwasher.

==>» NOTE:
The operation of the low temperature cutoff thermostat is dependent on the final rinse
thermostat. Adjust the final rinse thermostat and the low temperature cutoff

thermostat together.
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5.3.9 Final Rinse (Steam) Thermostat Adjustment and Replacement (Cont.)

To adjust the final rinse thermostat: Turn power off to the dishwasher at the dishwasher control
cabinet. Block the final rinse activator so the final rinse runs constantly. Return the dishwasher to
normal operation. Remove the protective cap from the center of the final rinse thermostat enclosure
to expose the adjusting screw. Turn the adjusting screw incrementally 1/16 of a turn clockwise to
increase the final rinse temperature. Turn the screw counterclockwise to reduce the final rinse
temperature. Monitor the final temperature thermometer after each adjustment until temperature
maintains a minimum of 182-185°F.

=—> NOTE:

The normally open contacts of the low temperature cutoff thermostat must close whenever the
final rinse temperature falls below 180°F.

To adjust the low temperature cutoff thermostat: First perform the final rinse thermostat procedure

- described above. Tum the steam supply off to the booster assembly so the final rinse temperature falls

below 180°F. Remove the protective cap from the center of the cutoff thermostat enclosure to expose the
adjusting screw. Turn the adjusting screw incrementally 1/16 of a turn clockwise to increase the cutoff
temperature. Turn the screw counterclockwise to reduce the cutoff temperature. In other words, if the
final rinse water temperature is 182°F. and the low cutoff thermostat activated the chemical sanitizing
system (supplied by others), then it would be necessary to turn the screw counterclockwise to reduce

the cutoff temperature to 178-180°F.

To replace the final rinse or cutoff thermostat: Tumn off the water and steam supplies to the booster.
Place a rack in the dishwasher to operate the final rinse and bleed off any water pressure from the line.
Tuam power off to the dishwasher at the dishwasher control. Remove the protective cap and round cover
from the thermostat body. Note the location of the wires and disconnect. Disconnect the conduit.
Remove the thermostat from the booster piping. Install the replacement in reverse order. Return the
dishwasher to normal operation and perform the adjustment procedures described above.

5.3.10 Steam Solenoid Valve Repair

The USN-72 dishwasher uses a 3/4" steam solenoid valve on each tank
steam supply line. The 3/4" steam valves are identical in appearance to the
3/4" water valves, (See 5.3.4). The steam booster uses a-1" steam solenoid
valve on the inlet of the booster steam supply line, (See picture at right).

The 3/4" valves are controlled by a tank heat thermostat, (See 5.3.8), which
connects 120VAC to the valve coil during a call for heat. If the valve fails to
operate, first check that 120VAC is supplied to the valve coil. If voltage is not
present, then refer to the electrical schematic and troubleshoot the circuit. If
voltage is present then the valve may require a rebuild kit or replacement coil.
Turn off power at the dishwasher power switch and main disconnect. Tum off
main incoming steam supply and bleed off any steam pressure in the line. Check the coil for continuity
with a VOM set at the highest resistance range. If the coil checks good then disassemble the valve by
unscrewing the threaded bonnet with a strap or spanner wrench. Remove and inspect the valve piston and
diaphragm. Inspect the valve seat for mineral deposits and pitting. (Replace the complete valve assembly
if pitting is severe). Reassemble the valve in reverse order. Turn on steam and power supplies and check
for leaks. '
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5.3 Component Repair and Replacement (Coht.)

5.3.10 Steam Solenoid Valve Repair (Cont.)

The 1" valve is controlled by the final rinse control thermostat, (See 5.3.9), which connects
120VAC to the valve coil during a call for heat. If the valve fails to operate, first check that
120VAC is supplied to the valve coil. If voltage is not present, then refer to the electrical sche-
matic and troubleshoot the circuit. If voltage is present then the valve may require a rebuild kit or
replacement coil. Turn off power at the dishwasher power switch and main disconnect. Turn off
main incoming steam supply and bleed off any steam pressure in the line. Check the coil for
continuity with a VOM set at the highest resistance range. If the coil checks good then disas-
semble the valve by removing the four bolts in the valve bonnet. Remove and inspect the valve
piston and diaphragm. Inspect the valve seat for mineral deposits and pitting. (Replace the
complete valve assembly if pitting is severe). Reassemble the valve in reverse order. Turn on
steam and power supplies and check for Jeaks.

5.3.11 Steam Trap Repair and Replacement

1/2" NPT thermodynamic steam traps are installed in the condensate lines
for the steam booster and tank heat steam coils. All condensate lines for
the USN-72 must be gravity drain with no back pressure in order for the
steam trap to function correctly.

To test the operation of a steam trap: Tum off the steam and water
supplies. Tumn off the power at the dishwasher contro] cabinet. Bleed any
steam pressure from the lines. Disconnect the condensate return line downstream from the steam
trap. Return the dishwasher to normal operation and observe the discharge coming from the
steam trap. If you do not observe small amounts of water periodically discharged then the streamn
trap is most likely defective.

To clean a steam trap: Tumn off the steam and water supplies. Tum off the power at the dish-
washer control cabinet. Bleed any steam pressure from the lines. Remove the large hex cap in
the center of the steam trap. Remove the disc and inspect the steam trap orifice below.

Clean the orifice with a paper clip or other smooth tool. Reassemble the trap in reverse order.

To replace a steam trap: Turn off the steam and water supplies. Turn off the power at the
dishwasher control cabinet. Bleed any steam pressure from the lines. Break the union in the
condensate line before the steam trap. Remove the trap. Install a replacement trap in reverse
order making sure to apply pipe sealant to threads. Return the dishwasher to normal operation
and test the trap as described above.

5.3.12 Steam Booster Service

Refer to Fig. 6.16, Part 6, Replacement Parts, for a detailed drawing of the steam booster assem-
bly. The steam booster consists of three pieces as shown on the next page: the shell casting into
which the straight seamless copper tubes are fitted, the rear header, and the flow header with two
tappings for tank connections. Headers are bolted to the shell casting and sealed against leaks by
heavy gaskets. Where soft water or low percentage of mineral deposits is used, it should only be
necessary to clean the heater tubes annually. No acids are needed to clean the heater tubes.

==> NOTE:

A single spiral, fine wire brush, 3/4" external diameter (Champion P/N 112806)
or comparable is recommended for cleaning the booster heater tubes.
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5.3.12 Steam Booster Service (Cont.)

Annual Heater Tube Cleaning
Parts Required: Return header gasket
P/N 112357, Gasket (Return header) PN 112357
P/N 112356, Gasket (Flow header)
Special Tools Required:

Torque wrench (30 ft/lbs needed) Flow header gasket
P/N 112356

To clean the heater tubes: Turn off all
power, steam, and water supplies to the
booster and dishwasher.

Refer to Fig. 6.16, Part 6, Replacement
Parts. Note thermostats (items 10).
Remove the thermostat covers, mark and
disconnect the wires. Remove the conduit
and fittings. Mark the location of each thermostat before removal, then unscrew each thermostat
from its piping. Break the unions (item 12) and remove the piping assemblies from the booster
header. Remove the eight (8) bolts from each header. Remove the flow and return headers.
Inspect the exposed copper tubes and clean as necessary using the cleaning brush
(Champion P/N 112806). Clean the headers as required. '

Install new header gaskets and reassemble in reverse order.

To torque the header bolts:

Refer to the torque sequence diagram to the right. Bolts = 3/8-16 &
Torque each bolt in three steps: SA-449 @
1) handtight Type 1
2) 20 ft/Ib @
3) 30 ft/Ib 8 BOLTS

‘Retorque each bolt to 30 ft/Ib after 24 hours.

@ @
& @
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5.3 Component Repair and Replacement (Cont.)

5.3.13 Wash Manifold Restrictor Adjustment

Refer to Fig. 6.14, Replacement Parts, Item 8. The illustration shows the slide restrictor mounted
in the lower wash manifold of each tank. The restrictor is set at the factory but may be adjusted
if necessary. The factory setting evenly balances the water pumped to the upper and lower spray
pipes. If more water is required in the lower pipes, then the restrictor should be pulled out. If
less water is required in the lower spray pipes, then the restrictor should be pushed in.

To adjust the restrictor: Tum off power at the dishwasher control cabinet. Loosen the mani-
fold bolts (Item 2) in the lower manifold. Move the restrictor to the desired position. Tighten the
manifold bolts. Turn on power and operate the dishwasher. Observe the spray pattern between
the upper and lower spray pipes. The lower spray pattern should not be reduced to less than 1/3
of the upper spray pipe water pattern because washing results may suffer as a result.

5.3.14 Pump Seal Replacement

Refer to Fig. 6.13, Replacement Parts, for a detailed drawing of the pump/motor assembly.
Perform the steps listed below to replace a pump seal.

Disconnect the power to the machine at the main breaker panel or fuse box.

Drain the machine.

Remove the front and side panels (if applicable).

Remove drain plug on the pump volute and drain the pump.

Remove the pump hoses.

Disconnect the wires to the motor at the motor junction box.

Unbolt motor from machine base and remove the pump/motor assembly.

Remove bolts on volute and carefully remove from the pump flange.

Remove the impeller retaining bolt and nut from center of impeller.

Lock the motor shaft with a wrench or pliers. The back of motor shaft is square.

11.  Tum the impeller counterclockwise to remove from shaft (right hand threads).

12. Remove the old seal and discard.

13.  Check seal seat in the pump flange and clean thoroughly.

14.  Press rubber seal/ceramic portion of seal assembly into the pump flange. Use a water
soluble lubricant. Be careful to keep the ceramic clean. ;

15. Install the rotating part of the seal on the shaft with the graphite surface toward the ceramic.
Use a water soluble lubricant on the rubber seal part only (not the graphite).

16. Reinstall impeller, and new flange gaskets. Reinstall bolts. Reinstall drain plug.

17. Reinstall the pump/motor assembly and reconnect the pump hoses.

18. Fill the dishwasher with water.

19.  Check motor rotation by bumyp starting motor.

Correct motor shaft rotation is clockwise when viewing motor from the rear.
Tnsf min and nkonk fFr 'lnaks_
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5.3.15 Rinse Saver Assembly Repair

Refer to Fig. 6.8, Part 6, Replacement Parts, for a detailed drawing of the rinse saver assembly.
The rinse saver assembly, located at the unload end of the dishwasher, consists of a dishrack
actuated paddle assembly, a magnet, and a magnetic reed switch mounted on the underside of the
hood assembly. As a dishrack approaches the final rinse area, it contacts the paddle assembly.
The magnet moves away from the magnetic reed switch mounted underneath it. The reed switch
contacts close deenergizing 4CR relay. 4CR N.C. contacts close and power is applied to the final
rinse water solenoid valve.

If the final rinse switch were to fail with its contacts closed, the resulting condition would be no
final rinse assuming all other components operate normally.

If the final rinse switch were to fail with its contact open , the resulting condition would be
continuous final rinse.

To replace the final rinse switch: Turn off power at the dishwasher control cabinet. Remove the
switch cover box. Note the orientation of the magnetic reed switch-before removal. Remove the
two (2) retaining nuts holding the switch. Install the replacement and reassemble in reverse order.
Return the machine to normal operation. Insert a dishrack into the machine to verify proper final
rinse- operation.

5.3.16 Conveyor Chain Take-up Assembly Adjustment

Refer to Fig. 6.6, Part 6, Replacement Parts, for a detailed drawing of the take-up assembly.
The take-up assembly provides the means to compensate for wear in the conveyor chains. Ad-
justment is made by turning the two adjusting screws (Item 1) to maintain proper tension.

== NOTE:

Correct chain tension occurs when the chains can be lifted off the tracks a maximum of
1-172" measured at the center of the dishwasher.

To adjust the chain tension: Turn off power at the dishwasher control cabinet. Drain the
machine and remove the curtain assemblies. (Refer to Fig 6.5, Replacement Parts, Items 1-3).
Check the chain guides before beginning the chain adjustment. Replace the guides if wom.
(Refer to Fig.6.6). Check the chain tension and estimate the amount of adjustment required.
Check the alignment of the conveyor shaft; the shaft and chain gears should be even on both
sides. Loosen the jam nuts (Item 2). Turn the adjusting screws (Item 1) evenly on both sides.
Check the distance the chain can be lifted off the center portion of the tracks after each adjust-
ment. When the chain tension is correct, tighten the jam nuts. Return the dishwasher to normal
operation and check that the chains track evenly on both sides and engage the drive gears
smoothly. Stop the dishwasher and recheck the chain tension. Return the dishwasher to service.
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5.3 Component Repair and Replacement (Cont.)

5.3.17 Take-up Bearing Replacement

Refer to Fig. 6.6, Replacement Parts, for a detailed drawing of the take-up assembly.
It is recommended to replace both take-up bearings at the same time.

To replace the bearings: Tumn off all power to the dishwasher. Drain the tanks and remove
the curtains and doors. Loosen the jam nuts (Item 2) and remove all tension from the chains.
Locate the conveyor chain master links (1 per chain) and remove. Pull the chains off the load end
gears and toward the unload end of the machine. Remove the take-up assembly mounting bolts,
(Items 12-14). With the aid of an assistant, lift the entire assembly off the lower mounting studs.
Turn the assembly diagonally in the machine until one end of the shaft extends out the load end of
the dishwasher. Remove the assembly from the machine. Remove the set screw from one of the
chain drive gears and remove the gear. Remove the set screws from the take-up bearings. Pull
the drive shaft out of the bearings. Snap the take-up bearings out of the housings, (Items 5-6).
Replace the bearings and reassemble in reverse order. Adjust the chain tension as described
in Part 5.3.16. '

5.3.18 Drive Shaft Bearing and Seal Replacement

Refer to Fig. 6.6, Replacement Parts, for a detailed drawing of the take-up assembly and the
drawing below for a detailed view of the drive shaft seal assembly. It is recommended to replace
both drive shaft bearings at the same time.

To replace the bearings: Refer to Fig 6.6, Replacement Parts. Turn off all power to the dish-
washer. Drain the tanks and remove the curtains and doors. Remove the chain drive cover at the
unload end of the machine. Loosen the jam nuts (Fig. 6.6, Item 2) and remove all tension from
the chains. Locate the conveyor chain master links (1 per chain) and remove.

Pull the chains off the unload end gears and toward the load end of the machine.

Refer to the drawing at right and

Fig 6.5, Part 6, Replacement Parts.

Remove the master link from
the #50 drive chain on the S?\V?t >/
outside of the machine. a ‘/ @ P

e the set screws from .

glerrrlr(l):ii drivse gse;r Remove D%ve shat
; : earing

the drive gear. Loosen the
set screws from the interior
stainless steel drive gears.
Remove set screws from the drive shaft bearings.
Remove the seal from the bore of the front drive
shaft bearing. With the aid of an assistant, pull the
conveyor drive shaft out the front of the machine.
Remove the four (4) screws holding each of the
drive shaft bearings. Replace the bearings and
reassemble in reverse order. When the drive shaft
is set in the rear bearing, install a new seal. Complete
the reassembly. Adjust the chain tension as described
in Part 5.3.16. Return the dishwasher to service.
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5.3.19 Door Safety Switch Replacement

Refer to Fig. 6. 12, , Part 6, Replacement Parts, for a detailed drawing of the door switch
assembly. The door safety switch assembly consists of a magnet installed in each lift-out door
and a magnetic reed switch mounted in an enclosure beneath the door frame. The door safety
switch prevents the dishwasher from operating if a door is missing or lifted during operation.

To check a door safety switch: Turn power off at the dishwasher control cabinet. Inspect the
door to ensure the magnet is in place and secure, Remove the door switch cover and disconnect
the reed switch leads. Make sure all doors are fully closed. Connect the door safety switch
harness wires together. Turn power on and check if the machine runs normally. If machine
operates, turn off power and replace the door switch. Do not leave the door switch bypassed for
any reason other than testing.

To replace a door safety switch: Turn power off at the dishwasher control cabinet. Note the
orientation of the reed switch. Mark the wires and disconnect. Remove the two (2) retaining nuts
holding the switch. Install the new switch and reassemble in reverse order. Turn power on and
operate the dishwasher. Check the switch operation by carefully lifting the door approximately
1". The dishwasher should stop. Return the dishwasher to service.

5.3.20 Control Circuit Explanation
The following explanation provides background information for Parts 5.3.21 through 5.3.24.

The USN-72/S is a steam heated, 2-tank rack machine. The USN-72/S is to have the following
contro] features/functions:

1.) Wash down duty motors. 7
2.) 2 HP wash and rinse tank pumps.

3.) Machine to not function when booster temp. falls below 180°F.
or to switch to a chemical sanitizing system (supplied by others).

4.) Manual filling of the tanks.

5.) NEMA 4X control box that is remote mounted.
6.) Float tank protection with a 5 second debounce.
7.) 120V control voltage.

8.) Door safety switches.

9.) Rinse saver for potable water conservation.
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5.3 Component Repair and Replacement (Cont.)

5.3.20 Control Circuit Explanation (Cont.)

INITIAL STATE OF THE MACHINE
Doors open

Power off

Tanks empty

Booster full of water

End of cycle

THEORY OF OPERATION

The days first operation should find the machine in the above condition. The operator is to then
fill the machine through the manual ball valves to the specified level suitable for operation. At
this point the machines power switch, SW, can be turned to the “ON” position.

1.) THE “CB” CIRCUIT BREAKER

The purpose of this device is to limit the machines control current and is rated for 5A. The
normal state of this device is closed. When the control circuit has a current fault the breaker will
open, the button on the face of the breaker will push out, and shut down the machines operation.
It is reset by pushing the button on the face back in.

2.) THE “SW” POWER SWITCH

The purpose of this device is to turn the machine on and off. In the “ON” position, the switch
passes power from the circuit breaker, CB, to wire #3. With the switch “ON” the power on light,
“PL”, will illuminate. Wire #3 is the controlling voltage that allows other devices to operate with
no other conditions satisfied other than the power being on. These devices include:

A.) 1CR. The relay 1CR monitors the state of the door switches. If either the wash or rinse tank
door is open the relay will not energize. Contacts on this relay prohibit the pumps and conveyor
from running when the doors are open, they prohibit the final rinse valve from energizing with
the doors open, and prohibit the steam coils from energizing with the doors open.

B.) WESW The device WESW is the wash tank float switch. When the wash tank is empty the
magnet in the float causes a reed switch in the stem to close. This enérgizes the wash tank float
switch relay, 6CR.

C.) RESW The device RESW is the rinse tank float switch. When the rinse tank is empty the
magnet in the float causes a reed switch in the stem to close. This energizes the rinse tank float
switch relay, 7CR.
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D.) RT The device RT'is the rinse tank float switch timer. This timer is a motor and clutch type
device. When the rinse tank is empty relay 7CR energizes opening 7CR N.C. This removes the
voltage from the clutch of the timer and begins the 5 second low water timing operation. After the
power has been absent for 5 seconds the N.C. contacts of RT opens causing relay 3CR to de-
energize. The N.O. contacts of 2CR in the pump and conveyor hold-in circuit (see PUMP AND
CONVEYOR HOLD-IN CIRCUIT for details) open and cause the contactors to drop out. When-
ever power is reapplied to the clutch the N.C. contact of RT closes and relay 2CR reenergizes.
Providing the rest of the hold-in circuit is satisfied the pumps and conveyor ca then be restarted
with the START button.

E.) WT The device WT is the wash tank float switch timer. This timer is a motor and clutch type
device. When the wash tank is empty relay 6CR energizes opening 6CR N.C. This removes the
voltage from the clutch of the timer and begins the 5 second low water timing operation. After the
power has been absent for 5 seconds the N.C. contacts of WT opens causing relay 2CR to de-
energize. The N.O. contacts of 3CR in the pump and conveyor hold-in circuit (see PUMP AND
CONVEYOR HOLD-IN CIRCUIT for details) open and cause the contactors to drop out.
Whenever power is reapplied to the clutch the N.C. contact of WT closes and relay 3CR reener-
gizes. Providing the rest of the hold-in circuit is satisfied the pumps and conveyor ca then be
restarted with the START button.

F.) TLS The device TLS is a table limit switch. The state of this switch drives the relay SCR. The
contacts of this relay are used in the pump and conveyor hold-in circuit.

3.) PUMP AND CONVEYOR HOLD-IN CIRCUIT

The pump and conveyor hold-in circuit consists of switches, contacts, and buttons used to
energize the pump and conveyor contactors. This circuit is satisfied under the following condi-
tions:

A.) xMOL - The pump and drive overloads are wired in series through the N.O. contacts of each
individual overload. In the normal operating state, the switch lever is in the up position with a
white “1” visible against a black background. In this position thé N.O. contacts are closed and
remain closed until an over current condition occurs that causes the contacts to open back up.
Once the cause of the fault has been corrected these overloads can be reset by flipping the switch
to the up position

B.).5CR - The N.O. contacts of 5SCR will prevent the machine continuing to operate until the
rack causing the fault is removed. This prevents racks from jamming in the machine.

C.) MSW - The MSW limit switch is located under the conveyor motor drive base and its normal
state is closed. It prevents the machine from operating if the conveyor drive mechanism senses an
over torque condition. If a rack conveyor jam occurs, the gearbox will attempt to climb the drive
chain. Since the gearbox is attached to a plate that pivots vertically, the switch opens when the
gearbox climbs the dive chain. This switch is reset by mechanically fixing the conveyor jam.
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5.3 Component Repair and Replacement (Cont.)

'5.3.20 Control Circuit Explanation (Cont.)

D.) TSK - The TSK is the thermal kill switch that prevents the machine from operating when the
final rinse water in the booster is below 180°F. The N.O. contacts of this thermostat open on
temperature rise. When a fault occurs the indicator light TKL. illuminates and the hold-in circuit
drops out. At the beginning of the day the water in the booster is cold and the steam valve is off.
If the rinse tank is filled with water and the doors are closed the valve BC1 will energize and
allow steam to flow through the heat exchanger in the booster. After a short period of time the
water in the booster will heat enough to satisfy the thermostat. If the machine has sat idle for a
while the water in the piping may cool enough to cause the thermostats N.C. contacts to open.
This condition can be corrected by holding in the START button. This causes the relay 4CR to
de-energize and power to pass through the N.C. contacts of 4CR to the final rinse valve FRV.
When the thermostat is satisfied the indicator light TKL will extinguish and the START button
can be released. If all other conditions in the pump and conveyor hold-in circuit are satisfied the
machine will automatically restart. '

E.) 2CR and 3CR N.O. - The 2CR and 3CR N.O. contacts prevent the pumps from running if
there 1s not water in either of the two tanks. The circuit controlling these contacts have a 5 second
delay in them to allow for the ships rolling and pitching without false stopping.

FE.) START BUTTON - The start button has two functions in this machine. The first, and most
obvious, is to begin the machine operating. If all other devices in the hold-in circuit are satisfied
the N.O. contact of contactor 1M will seal in the START button once it is released. The second is
to allow water to flow by the thermal kill switch after the switch has shut down the pump and
conveyor hold-in circuit. The start button acts as priming device to get hot water flowing past the
TSK so the switch will close again.

. G.) STOP BUTTON - The STOP button will cause the N.O. contact of the contactor 1M to open
after the machine has begun operating. This in turn causes the hold-in circuit to drop out and the
machine to cease functioning.

H.) 1CR N.Q. - The N.O. contact of 1 CR opens whenever either access door is opened. The
pump and conveyor hold-in circuit will not function until the doors are closed. This contact also
prevents the final rinse valve, FRYV, from energizing and spraying hot water until the doors are
closed. This contact also will not allow any steam valve to energize when the doors are open.
This will lessen the chance that someone will get burned by a tank heater coil while cleaning the
machine. '
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‘open the holder. Remove the fuse and replace with a fuse of the same

5.3.21 Control Cabinet Fuse Replacement

Two fuse holders, located in the dishwasher remote control cabinet
protect the main control transformer. Each fuse block holds a 3 amp fuse.
The fuses are marked 1FU and 2FU on the schematic.

To replace a fuse: Turn off the power to the dishwasher at the'main
service disconnect switch. Flip the tab on the top of the fuse holder to

amp rating. The picture to the right shows the fuse holder open and
the fuse exposed. '

5.3.22 Motor Overload Adjustment and Replacement

Each motor has.an overload to protect it from line voltage electrical overloads.
The overload disconnects 120VAC power to the motor contactor coil.

Refer to the picture to the right.

Note the Switch Lever on the Overload. Switch Lever |
If the switch lever is off with the “0” showing :
then the overload has tripped.

To Reset the Motor Overload:
Flip the overload switch to the On position.
A “1” should be visible on the switch lever.

To Replace a Motor Overload:

Disconnect the wires to the overload.

Release the mounting catch on the front

side of the overload. Push forward and lift out.
Snap the new overload into place and reconnect
the wires.

To adjust the overload setting:

The screwdriver is positioned

to adjust the motor overload AMP setting.
Read the full load amps (FLA) motor amps on the motor nameplate.
Adjust the overload dial to match the nameplate FLA of the motor.



5.3 Component Repair and Replacement (Cont.)

5.3.23 Timer Settings

art 5:

There are adjustable cycle timers located in the dishwasher control cabinet. They are

designated WT and RT on the electrical schematic. The timers are 8 pin plug in modules

with two (3) user defined settings.

To set a timer: Hold the replacement timer with the timer dial facing up. Locate the
setting in the upper right comer of the timer. Turn the adjust screw to 60 S for (60
seconds). Flip the timer over to view the back and make sure the setting in the lower
left corner is set to 60 for 60 Hertz. Finally, turn the timer over to view the timer dial

again and set the timer dial to 5 for five seconds.

5.3.24 Control Cabinet Pilot Light Bulb Replacement

There are two pilot lights on the front of the dishwasher control
cabinet. One indicates Power On; the other indicates either Low
Booster Temperature, or Reset Required. If the dishwasher is
equipped with a final rinse chemical sanitizing system then the
pilot light indicates Reset Required.

To replace an indicator bulb: Turn off the power at main service
disconnect switch. Open the control cabinet cover and locate the
desired pilot light assembly. Push the pilot light locking tab 1/4
turn in a clockwise direction as viewed from the front to release the
light assembly from its mounting socket. Remove the bulb by
turning it gently 1/2 turn in either direction. Install a replacement
bulb and reassemble in reverse order. Return the dishwasher to
normal operation.

_BASIC SERVICE
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Part 6: REPLACEMENT PARTS

PART 6: REPLACEMENT PARTS

In This Part—
« Introduction

» Parts illustrations and replacement parts lists

6.1 Iniroduction

Part 6, Replacement Parts covers parts illustrations and parts lists for the major components of
your dishwasher. Parts lists are not provided for permanently assembled, (e.g. welded assem-
blies), items nor for items unsuited for field replacement.

Parts lists contain the current Champion part number or the abbreviation "Coml" which indicates
the part may be available locally or fabricated from raw materials onboard ship.
The "Coml" part number is primarily used for common pipe and pipe fittings.

6.2 Parts Procurement

All parts are available from:
Ken-Tronics, Inc.

6207 Portsmouth Blvd.
Portsmouth, VA 23701

You also can contact Ken-Tronics by telephone or fax, Monday through Friday, except for
holidays, from 8 a.m. till 5 p.m EST:
Phone: (757) 465-7800
1-800-433-4586
Fax:  (757) 465-4061
Email: Kentron97@aol.com
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Figure 6.1
Vents, Curtains, Doors, Panels,
Scrap screens, and Water level ganges
(R-L machine shown)
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VENTS, CURTAINS, DOORS, PANELS,
SCRAP SCREENS, AND WATER LEVEL GAUGES

(R-L MACHINE SHOWN)
Fig. 6.1 Part
Item No. No. Part Description Qty.
1 108250  ROd, CUITAIIL 1o veveriiieirrreeiesieeserreeeeeeerressstereesstreeereseesessbeessessnenssennsens 3
2 108042  Curtain, Jong o ece e et v eer e araeeas 2
3 108043  Curtain, SHOTE ..ieiiiiieieieiiriie et eeerrrtesesne s e s erbesssasreeesesbesesssnenesorsranesn 1
4 323021 Vent Assy. LH .ot 1
5 100735 Screw, 1/4-20 X 5/8" oo et sr et st et 12
6 106482  WaSher, J0CK 174" ottt ettt e e 12
7 106026  Washer, flat 1/4" ..ottt e rte e et s 12
8 317331 Feet, flanged ...ttt s e st 8
9 200087  Gauge, water IeVel SIZRt .....covu.vevereeeeseeeeees e, 2
10 107970  Screw, 8-32 x 1" .vieiiiiiciiennn, ereeeetreeenrreeaanres st rhreeiaraeearbarateenanrean 8
11 107966  NUL, IOCK 8-32 cureiiieeieeeee ettt ettt e et e et sre e e aresenneeeeas 8
12 322712 AsSy., Hft-0Ut dOOT . cueevirieiee e 2
13 108966  Handle, dOOT ...cocoviiviereeie ettt ceere bttt e e e sertrereen e e e s nrans 4
14 100779  Screw, 1/4-20 X 5/8" oot e st re e e esr e eae st 8
15 106482  Washer, 1I0CK 174" ...oooorioee ettt et e 8
16 322839 U-ClP ettt e e 1
17 100734 SCIEW, 1/4-20 X 172" oottt 3
18. 106482  WaSher, JOCK 174" oottt et e s 3.
19 10003 NUL, 17420 oot ee e e e snn e st se e sree s sne e srreee e 3
20 322763  SCIEEI, SCIAP cvuervervreemrerirenieesrereeiesrtentebeneeebesbeserabesstesmenbesteeneesaenbesnees 4
21 322705  Bracket, SCIEEIN SUPPOLL ..cccvvriinnreieiiriresi et sbeereeseesieeeesnesaesorsnnes 2
22 106727 - Screw, flat HD, 10-32 X 5/8" ....oourieeveirersereeeieeiesenes s sesesaesessnans 8
23 104985  NUL, BEX 10-32 coiiiiciiiiiieeeeiee ettt e ettt r e ereeneeas 3
24 322770  Vent Assy. RH (Ot SHOWN) «eovvriiiiniiiiiniieienecrie et cnesane s eaas 1
25 110235 Leg ASSY. covvenieennrrnniinnens ettt bt et er ettt r e e are e e ten 8
26 322901  Cover, drive chain (R-L machine) .....coeeeveceeceeiieeneeieeeeieecieeenene 1
27 322972  Cover, drive chain (L-R MaAChINe) .c....cceeeveeeeeiiieeecieeeieee e 1
28 323241  Bracket, OFFSEE ...uovicvriuerieiciirieeecectte e et e e s et cne s s et e sennaes 1
29 107967  Nut, 10CK 1/4-20 ..oiveiuireeisiseiisiereessssesesnsssssnsesssssse s eeeseesessesseenssnean, 2
30 325344  Panel, €0 ..oooeeiiriirree et e e e eae e s enteeniaeaa 2
31 111026 Magnet, door Safety ........cccveviieiiiecii 2
32 108954  Nut, grip 6-32 ccovvciiiiiiiii s 4
33 104883  Screw, 6-32 round head .......ccovviiecveciiiinie e 4
34 323432  Panel, wash tank (L-R machine) ......c.cceccovcmninicnrinicienencene e 1
35 323433  Panel rinse tank (R-L Machine) ......ccocoeiimieninniicreiinn e 1
36 323431  Panel, rinse tank (L-R machine) .......cccecvevvreinriiiiniiie e 1
37 323434  Panel, wash tank (R-L machine) ..o, 1
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TANK FILL ASSEMBLY AND
TEMPERATURE GAUGES
(R-L MACHINE SHOWN)
Fig. 6.2 Part
Item No.  No. Part Description Qty.
1 107440  Thermometer gauge flanged 8' capillary ........ccceovvevreeirieieienennn, s 2
2 Coml Locknut, 1/2" NPT BIass ....ccccoccerierrnirieeiece e s sreneeeresnens 2
3 112088  Overlay, 1inse 1607 ..ottt e sre e v e 1
4 112086  Overlay, wash 150°% o 1
5 323240  Bracket, gauge, top mounted (SINZIE) ........oeevvrvieneieeerreeiee s 1
6 112778  Label “TinSe teImP” «ooeereieeieicererteie et st sv e ene v e 1
7 112777  Label “wash temp” .iocoocvviiiriiiiieeneiese ettt 1
8 201029  Locknut, 1/2" NPT brass, nickel plated .......ccccoovviiviiiincicieernn 2
9 Coml Nipple, 172" NPT Male x 6-3/4" RTOE brass ......c.ccccecevevviercrecnennnnns 2
10 Coml Street elbow, 172" NPT M X F brass.......cccoccvveeviinineeecesneennneeinneenes 4
11 111779  Ball valve, 1/2" brass M x F............ U, et s 2
12 Coml Nipple, close, 1/2" NPT M brass....c.cccccvvmivveirenrenienierienenens etrrene 2
13 325495  Bracket, gauge, top mounted (double) .......cccoceiviiiiiiiceeee 1
14 112803  Label, "fInal TINSE" ....ccovviriviiriiiiiiiiicccir e 1
15 100500  Vacuum breaker, 1/2" brass (Prior to S/N J1533) .oooiivivviviiiineinen. 2
15 113220  Vacuum breaker, 1/2" brass (After S/N J1534) cccvvvviiiiiiieciiiiiinci 2
16 108349  Repair kit vacuum breaker, 1/2" (Prior to S/N J1533) ...ccevvvvennnene, .2
16 113221  Repair kit vacuum breaker, 1/2" (After S/IN J1534) ....covvverenrnnnene, 2
17 201041  Washer, 7/8" ID X 1 3/16" ..oiviieeeeereeceee et 3
18 100547  Locknut, 1/2" NPT, SST ...t eeiee e s eaa e ene 3

19 112090  Overlay, final rinse 180 T ..ot 1
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FINAL RINSE PIPING ASSEMBLY

(R-L MACHINE SHOWN)
Fig. 6.3 Part
Item No.  No. . Part Description Qty.
1 102522  Tee 3/4" Female SST ...t eetretereetee e evreresressraesnesvee s 1
2 Coml Nipple, close 3/4" NPT Male brass .......ccccovveevecenniienrecnreressesenennn, 6
3 Coml Union, 3/4" Female DIASS ...cccvvveieeiiriariiieiciieecenrrieerereee s rre e e e 1
4 . Coml Cross, 3/4" Female DIASS .ovvvvvievirerreiiinie e iree e teeeeeteeseeevan s sennas 1
5 Coml Tee, reducing 3/4" x 1/2" x 3/4" Female brass ......ccocevvvereeveenvenecernens 1
6 Coml Tee, reducing 3/4" x 3/4" x 1/2" Female brass .......ccccoeevevevvercenneene 1
7 104429  Vacuum brkr, 3/4" NPT (Prior to S/N J1533) ...c.cccviimevcnncninniins 1
7 113222  Vacuum brkr, 3/4" NPT (After S/INJ1534) oo 1
8 Coml Union copper, 3/4" NPT Female X 3/4" C..ooovevvvercnenineceeeciicnes 1
9 Coml Bushing reducing, 1/2" x 1/4" M X Fbrass .....ccccoevveerevieevencer e, 1
10 100123 Petcock, 1/4" M X B ..ottt sve e e 1
11 © 100135  Pressure gauge, 1/4" NPT Male O-60 .......cccceeiveicriiiicce e 1
12 Coml Plug, 3/4" NPT Male Brass .....ccccoccieniieninnniienrinieesereeveeveessvesssvessnes 1
13 Coml Bushing reducing, 3/4" x 1/2" M X FDIaSS ..ccoceeeveevieirieeeeenreeneeinens 1
14 Coml Bushing reducing, 3/4" x 1/4" NPT M X FDrass .......cccevereevrererernnan. 1
15 110855  Plug 1/4" NPT Male Plastic ....cccceveeerirnriieerrre e crecesin e 1
16 111437  Valve, 3/4" Hot water 120VAC COil ...oceoviiriiiiieicvecccrere e, 1
17 109903 Kit , REPEIL coveriiiiiiirieeiceciine ettt et ae st e s see s e embenaens 1
18 108516  Solenoid, 3/4" valve 120VAC ..ot 1
19 108351  Repair kit vacuum brkr, 3/4" (Prior to S/N 11533) ............................ 1
19 113223  Repair kit vacuum brkr, 3/4" (After S/IN J1534) ..occvvvviivinieirrennne, 1
20 102438  Elbow Street 1/2" X 90°F X M oot 2
21 100209 . Nipple, close 1/2 NPT Male brass ....cccceevveeriireeiriccnnnninennnn SEURRRN 2
22 102549  Union, 1/2" NPT Female Brass ...ooeereeeeeereeeeseeeeseeseesesesseseessrnens 1
23 111287  Nipple 1/2 NPT x 5-1/2" Male brass ....cccccccevvveieverereieeecie e 1
24 104749 - Valve, ball I/2" M X F (oo feverreere e taranees 1
25 102412  Coupling, 1/2" NPT Female brass ....ccccoccvevevrirenreevieeiinieneeeresseneeeens 1
26 107448  Adapter, 1/2" X 1/2" M X F COPPET .covveveeiieieeene et e 1
27 107315  Tubing, copper 3/8" Type L Male ....cccoooiiiiiiiiriieeveeeeee A/R
28 112825  Flow Control, IGPM 1/2 NPT Female ........c.ccocceururmererininncrenn. 1
29 102388 Bushing, reducer 172" X I/4"M X F .ocoovoenieieee e 1
30 108254  Adapter, 3/8" X 1/4" NPT F X MCODPPET vevvevrvriiieeenecrreretreneeveeeninns 4
31 101265  Union 1/4" NPT Female Brass.......ccoeeevemeerrieeieniesrieveresne e e 1
32 102422  Elbow, 1/4 NPT x 90° Female brass .......cicccocvrvrerncrvnrnneee v 1
33 112109  Nipple, RTOE 1/4" x 2-1/2" Male brass ........... SO 1
34 100573 Locknut 1/4 NPT BIass ........cceeererrerrrererieineeieeneesesresessesesseessseenes 1
35 201669  Locknut 1/4 NPT NicKel PIALE ..eoveueveeerrerinerieniirieieiniieieieresesese e 1
36 Coml Locknut, 3/4" NPT BIrass ...cveeceeeeerreeeenieneenininieeeveseveesveeneensesreeennns 1
37 112803  Label, final TINSE ...ocevivireivieieeeer sttt v 1
38 325495  Bracket, gauge top mounted (double) .....ococeviiiriieriii 1
39 108620  Gasket final INSE .c.civveiiiirieccecerieeeeee ettt e 1
40 323233 Final rinse manifold (1-R machine) c..ocoovviieeeiereecniiiee e 1
— 323234  Final rinse manifold (R-L machine) ......ccovveeeeiviiiivievicieeieieceeeeenen, 1
41 205421  Final rinse pipe, upper and IoOWer .......coceeeeeieriniiiieiieeecc e 2
42 106530  Final 1inse NOZzle, UPPET ciovviviveiiriieeteet et 3
43 112022  Final 1inse n0Zzle, JOWET .....cooveeviirieicecieee e 3
44 106734 End cap, PLASC .oevieivieiriiiiieceieeteesiete ettt 2

45 107440 Thermometer ...................................................................................... 1
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Figure 6.4 -
Track Assembly
(R-L machine shown)
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TRACK ASSEMBLY
(R-L MACHINE SHOWN)
Fig. 6.4 Part
Item No. No. Part Description Qty.
1 322865  TIACK cevvrvuereemisssnec st sss st s sttt ss s s e 2
(RHR for R-L machine)

(LHF for R-L machine)
(RHF for L-R machine)

(LHR for L-R machine)
2 322866  TIACK ovvivceivinrenieeeiireeserrerseerineecteseresressassraesssessesorssersssssensessssesens snssns 2

(LHR for R-L machine)

(RHF for R-L machine)

(RHR for L-R machine)

(LHF for L-R machine)
3 322889  Bracket, T Ar tTACK ...vcvvvvrieeeiirireeeeeitiecsves s srteeseseesessrntasssaeessnnnaeens 6
4 111296  Screw, undercut, 10-32 X 3/8" oo 24
5 104985  NUt, BEX 10-32 ciciiiieieeciee ettt rn e e v s et 24
6 106482  Washer, I0CK 174" ooviriiie ettt e seera st st vre e et e 24
7 T100003  Nut, heX 1/4-20 . et e sre sttt sees 24
8 112318 Screw, 1/4-20 X 172" wovvrer ettt s evreeerens 12
9 322890  Bracket, front traCK.....coco it 6
10 100141 Nut, grip 1/4-20 (it 8
11 100073 Screw, 1/4-20 X 1/2" oot e 8
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Figure 6.5 -
Conveyor shafts, chains, bearings, and guides
(For machines built prior to S/N J1050)
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CONVEYOR SHAFTS, CHAINS, BEARINGS, AND GUIDES
(For machines built prior to S/N J1050)

Fig. 6.5 Part

Item No. No. Part Description Qty.
1 106354  Guide, delIIN .ovvieviiiie ittt st s et et e s et e e e e esrnbeesnreeens 2
2 107245 Pin, roll 1/8" SST ovoeeciiiiieeiitctrecesete et st 4
3 322988  Bracket, chain guide [EAT.....coveivrvveinirieniernenreete st sreens 1
4 322987  Bracket, chain guide front ........coevriveieiniecnic e 1
5 112775 Shaft, taKEe-UP ..oveiereeiiiiiic e e 1
6 112774 SHALE, QIIVE coereiiiiiieeee ettt essnree s rbe et e reaeneeesreneeesesaraeeesas 1
7 112610  Chain, 1ear W/IUZS ...occeeiiiiriniieicine ettt sese e seenaas 1
8 112611 Chain, fTOME .uvivivivieee ittt e eer e eete e s s e snrreeenar e enes 1
9 112597  Sprocket, conveyor 1" DOre W/Set SCIEW .....ccccereveeenenreriernceieenennes 4
10 111201  Screw, 3/8-16 x 1 1/4" ...ovovunnnnnn ettt ettt 8
11 100143 SCIew, 3/8-16 et ittt et 8
12 104618  Washer, flat 3/8" ..o 8
13 106407  Washer, lock 3/8" ...cooevieiniiiiiiinnene ettt s s a et et nrenes 8
*14 TI3182  BEATINE toveevveerreevriirerisrereeeesite et e bre s st e staerraarseesbesessessesasessrnasnens 2
15 112599 HOUSING, DEATITIEZ .vvvveevereereeeeieeiorienreenesiesseessaestessssessssssssesersnsessesasses 2
16 LI2708  S€aL, coevcuierieerienireriirecee sttt ettt et st et sbesr e sae s sres s re e ene 1
— 113192  Master Link (Ot SHOWIL) cvvvvieereeieieccee ettt 2
— 113193 Offset Link (Ot SHOWIL) tevvevriiiiiiiriieiteeireerresesseesseeerceveeseessreeereeeens 2

*  After 3/1/00, Bearing Housing , P/N 112599 must be replaced at the same time that
Bearing P/N 113182 is replaced. Parts may be ordered individually after all bearings
have been replaced.
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Figure 6.52a -
Conveyor shafts, chains, bearings, and guides
(For machines beginning with S/N J1050 and above)
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CONVEYOR SHAFTS, CHAINS, BEARINGS, AND GUIDES
(For machines beginning with S/N J1050 and above)

Fig. 6.5a  Part

Item No. No. Part Description Qty.
1 106354  Guide, eI ..o veerereireenreireesesieeiessesereeeesrasssesstneearessassrsnsssssssseens 2
2 107245  Pin, 101 178" SST ottt cctisre s s sree st v eae e srrestnsesaesava e 4
3 322988 = Bracket, chain SUIAE TEAL .....ccccrcimrviriireereesrverressresssasssereeeresetessaessees 1
4 322987  Bracket, chain guide fTONt ......cccovviriiniiinenieninieee e ecnssne e 1
) 113180  Shaft, taKe-UP «.oevivreriiiiirciiniiirceccc e s 1
6 112774 SRAt, ALIVE ooveveeeeeeeeceeece et s e et e ss st s st snaneseons 1
7 112610  Chain, TAr W/IUES «ivevvivveireeenierreeeieriesstierresraresessressasesrnerssaesssssseeons 1
8 112611 Chain, fIONL .ovicviiereeeriere oo snie et aesesnessreeraaesseeevenessseserneseeenss 1
9 112597  Sprocket, conveyor 1" bore W/SEt SCIEW ....c.coveveveeeeiererrivceeireeeenenen. 4

10 111201 Screw, 3/8-16 X T'1/4" ..ottt 8
11 100143  Screw, 3/8-16........ ettt bttt 8
12 104618  Washer, flat 3/8" ..cviiiiicecreeerere et rreerresseetaeestre s srvasrn e seneranaenns 8
13 106407  Washer, 10k 378" ..eoreeeereee ettt e e 8
14 113182 BEATINE ovivrrreerrermrerreeiermrereresreesteseessesssesseesseasnassseasssesssnsssansssnensesns 4
15 112599  Housing, DEAINE .....vecvevvireerierieeterreeiceeenteeseesraesrnessetesraessvessenonne 4
16 112708 SEaL..uuiiiieveciereerciee ettt e te st esae st sre e be e e sebe s e eeteesnesreareeereene 1
17 113181 Sleeve, 1" SST .ottt e srre e sresaes e en e s sbesebeensrssseeeres 4
— 113192 Master Link (DOt SROWN) w.covvurrmrieriricinieeciereseesiseeseeseceeneseanes 2
— 113193  Offset Link (ROt SHOWIL) .ovivviiiiieiicere et 2
18 322865  TLACK eitecerieeeerire e st e e s s e sveseetas st ess st eesrae st basse e tesanaaresnaanens 2

(RHR for R-L machine)

(LHF for R-L machine)

(RHF for L-R machine)

(LHR for L-R machine)
19 322866  TTACK ei it eiieiieee et cre ettt eees e st s e n s e s b eebeern s e s s tsarneaesaes 2

(LHR for R-L machine)

(RHF for R-L machine)

(RHR for L-R machine)

(LHF for L-R machine)
20 322889 . Bracket, rear traCk .....cvuviveereriieriinriseeseeeteeeinenireesiae e b e e 6
21 111296 Screw, undercut, 10-32 X 3/8" (i 44
22 104985  NUt, heX 10-32 oot 44
23 106482  Washer, 10Ck 174" ..ottt 24
24 100003 Nut, BeX 1/4-20 . e s 24
25 112318 Screw, 1/4-20 X 172" et 12
26 322890  Bracket, front track........cocooeeiiieeiviiriiie ettt 6
27 100141 Nut, grip 1/4-20 ............ ettt et eeb e et e et et et bt era e e st e beereenae e e naaentes 8
28 100073 Screw, 1/4-20 X 172" oot 3
29 113212 SHIP, GUIAE .veieeiiieeeeieir et ettt ent e et een e 4
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CONVEYOR CHAIN TAKE-UP ASSEMBLY
(For machines built prior to S/N J1050)

Fig. 6.6 Part

Item No.  No. Part Description Qty.
1 309397  Rod, 5/8-11 X 6" et e eeereerebes 2
2 107691  Nut, 5/8-11 heX Bl .eoveeeeiiriieeiiirenc et crreeere v e 6
3 111082  Pin, 10ll, 3/16" X T/8" vttt e eeeiennen 4
4 323052  Adaptor, take-up DEATINE ...c.cocevevveiciriienieeriirieeiete s sresss e nenenes 2
5 112707  Housing, DEAMIIEZ ...oocvivirrireeriiinrerieneneeiesestesssvnesee e snnesseeneseeennenes 2
5 112599  Housing, bearing (efffective 2/23/2000) .....ccoevveivreeverieeieieiene s 2
**6 112598 BEAIINGZ .ovvveiereieieiieceereieiereeseeeetsteteesaes st sse s sse s ses s sasss s s s ssnnens 2
- 113181  Sleeve, sst 1" bore (must be used when replacing 113182) ............... 2
- 113182  Bearing, polyproylene #N-16M (effective 2/23/2000) .....cccccverernene. 2
7 309386  Track, take-up DEaring ... oveveivtivieiieiirnc e s e 2
8 323231  Housing, taKE-UD ..ccovviriiiciiiesieitieeetnic ettt etesreetesressee e ee e sbens 1
9 100739 Screw, 5/16-18 X 3/4" ..ottt e 4
10 106013 WASHET, 10CK 5716 eviivieieicieriireeeeeie ettt e es et eeneeasse e 4
11 109009  Nut, 1ock 5/16-18 ...coeriicriiierirreneeserenes et aesre e s 4
12 . 107967  Nut, lock 1/4-20 .....cccocvvverenne. et et ettt ettt e etaae st e s e e e et et e sreennenes 8
13 112318 = Screw, 1/4-20 heX hd ....cccoovviiiiimeniniceereee e 4

14 100003  Nut, BeX 1/4-20 ..ottt 4

Hok Effective 2/23/00 part number 112598 has been replaced by 113181 (sleeve) and
113182 (bearing). These will fit in housing part number 112707. If part number
112707 needs to be replaced then we suggest you use the following:

— 900838 Kit* bearing replacement (includes items 5 (112599), item 6 (113181
and 113182).
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Fig. 6.6a
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CONVEYOR CHAIN TAKE-UP ASSEMBLY
(For machines beginning with S/N J1050 and above)

Part
Item No.  No. Part Description Qty.
1 325374  Chain teNSIONET «veetecrteerrei et eeee e eert e st e aeesaaeseneesneereesnbesrseebeonnas 2
2 324328  Support, rear chain teNSIONET ... ....coiviiirininiinienienere e 2
3 325376  Support, front chain tenSiONEeT .........coveiiiiciiiircn e, 2
4 100754  Screw (10-32 x 1/27), slot flat .....cccecceriineveeiecvcencere e, 8
5 100735 Screw (1/4-20 x 3/47), REX CAP ..ovvvvereernririiererene s seserereeceere s, 8
6 106026  Washer, flat .....occvevrvevnveineeecerecee e ereeeerteeserreeeanraseareenenrearaeeareaens )
7 106482  WaSher, 10CK oottt cctenre et e s seetre e saree s erbe e s sanns 8
8 205971  Sprocket, chain tENSIONET .....cccouiviiiinriiiiii e 2
9 113014  Bolt (3/8-16 x 1.5”), shoulder with hex socket .........cceverrivaniinnnen. 6
10 325373 ShiM, IENMSIONET cereieeeiteieeieeeseiintieteeerressrensreesneesteensreersessaesssessessreonnn 2
11 205969  T-nut (5/16-18) cecvvecenrnnn. et er ettt et st et e e s st e e e a e r e ereanan 2
12 205970  Roller, chain teNSIONET v.evrreeeiirereieeirrereecerereeesinrereeesrnnresenirresesssesssruens 4
13 325567  Bracket, chain tensioner (Single Piece construction)......c.cccoocevveuenne.. 1
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Figure 6.7 -
Conveyor drive assembly
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CONVEYOR DRIVE ASSEMBLY
Fig. 6.7 Part
Item No. No. Part Description Qty.
1 322737  Bracket, driVe DASE ...cocvivvviieie it e 1
2 100073 Screw, 1/4-20 X 172" oot b e e 4
3 100141  Nut, grip, 1/4-20 oottt 4
4 106026  Washer, flat 1/4" ..ot srecreeres st sb e s ernae s 4
5 100153  Bolt, 3/8-16 X 1" heX B oooveieiiieeec e 2
6 100143 Nut, P 3/8-16 .ottt 2
7 322736 BaASE, ATIVE .eevcieeecierieciereieciiieeeetrateeesreesssateessieesessriessassansessseseeseeses 1
8 111095  Eyebolt, 1/4-20 X 1" (it et e 1
9 100141  Nut, 1/4-20 BeX DA ....ooooicec et 6
10 106482  Washer, J0CK L/4" et st e e 5
11 112709  Spring, EXtENSION . vvereuiriirrereririiteereeneserertebesse e esnenne b sreseeessssensen 1
12 100352  Switch, micro .....ceveveenes vttt b et ettt e ettt arsaeies 1
13 0508751 Screw, 10-32 X 1 172" et 2
14 107966 NUt, 10CK 10732 ittt et s e aa e s s sanaemmas 2
15 100738 Bolt, 1/4-20 X 1" covvvveeiverrererreeene. e 2
16 112701  Bracket, switch .....coocevvernne. ettt 1
17 100740  SCrew, 5/16-18 X 1" oot eceeete e et e fr e e 10
18 102376 Washer, flat 5/16" ....oooieiceeeecee e 10
19 106013  Washer, 10CK 5/16™ .ottt e e et are e 6
20 100154 Nut, 5/16-18 BeX Dd.ooooviieieeceeee e v 6
21 112713 Sheave, reducer 250RPH ......cccoovvevreeveeeceneeeeecesseeese s ensennes e 1
112603  Sheave, reducer 185RPH ......cooioriiiiii e 1
112604  Sheave, reducer 135 RPH ....oiiooiiiie e 1
112784  Sheave, reducer 85760 RPH ...ooirrmm e 1
22 103162  Sheave, motor 250/185/135/85 RPH......cccooovioiiiiiiiiieicn, 1
110164  Sheave, Motor 60 RPH ....c.oiiiiveeieeiecee et ees e 1
23 100791 Vobelt, 41280 oot ettt sve e et eae s 1
100795  V-belt, 41.320 ......cvveee.e. et e e et ————ee it et eeere e neeereeneenaes 1
24 112590  Motor, drive 1/4 hp 440V/60/3Ph ...ocvvceiiiiiiiiiiciccnccec 1
25 113398  Reducer, gear (L-R machine) ........ccovimiiiiiiiiniiiinincneceee 1
113399  Reducer, gear (R-L maching) .....ccccocooviiviiiniiiiiccecciene, 1
26 112609  Sprocket, drive .............. er et et e e 1
27 108147  Key, 1/4" x 1/4" x T 14" Lo 1
28 322898  Guard, belt (R-L machine) .....cooveveerienieneeineinee e cie e e 1
29 - Guard, belt (L-R machine) ....cooveeiiriiii e cveeae e 1
30 101149 Link, Master #5350 ..iiie oo ere et srrerae st sere e eressve s e eeeesre e 1
31 T12785  Chain, #50 oottt et s ete e et e s stee e ere e e e eareeens A/R
32 113397  Sprocket, reducer 250/185/135 RPH ... 1
110164  Sprocket, reducer 85 RPH ......ccooiiiiiiiiiiicc 1
112783 Sprocket, reducer 60 RPH .......cccoooviiiiiic 1
33 104915 Key, 3/16" x 3/16" X L 14" oo 1
34 325344  Panel, louvred nd ..o 1
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Figure 6.8 -
Rinse saver assembly
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RINSE SAVER ASSEMBLY
Fig. 6.8 Part _
Item No. No. _ Part Description Qty.
1 106382 SCIEW, 6-32 X 3/8" oottt e vt e e 2
2 108954 INUL, 6-32 1iviecirereeie e ee et e sresresressaesesre e besbeeressessereessssessreeseans 8
3 111026 IMIBEDIEL .....cevverererereeeeestssese e sessebesesssea b s ebassasseebeve b esesesasenssnssene 1
4 107967 NUL, JOCK 174-20 oiniiieiiiccieeeiereeie e ssreteeeeeerecvesrasra et seresneereerees 5
5 322920-2 Side, rinse paddle bracket .......c.cocivnrevineneni e 1
6 322920-1 Side, rinse paddle bracket ..........ccvevriviecienennininene e 1
7 106472 Screw, 1/4-20 X 1 14" e st sra s 1
8 322019 Paddle, rinse assembLY ......covvvirreiiiiieecer e e 1
9 322891 BOX, SWILCH oottt ecrre s bt s s s ba e s s v an e s raneeas 1
10 322892 - COVer, SWILCH BOX iouiiiiiieivieceeeirecceeriscrteeerenneesaesneeseestesineeresresereennes 1
11 100007 Screw, 10-32 X 3/8" .ottt 1
12 112659  SWitch, MAGREHC TEEA .....veerereereeseeeeevessses e reeeesessseesesereeseeereeroe. 1
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Figure 6.9-
Steam coil assembly
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STEAM COIL ASSEMBLY

Fig. 6.9 Part

Item No. No. Part Description Qty.
1 323235  Coil steam (1 per tank) .....cooceeeveiveninnrennns trrereeentaeerererrrreentraaer et 1
2 B2850-1  Bracketl, COL .iiuiiniiiiiiiniiiiieieeiiies s iierreennnerreesssnesesesssnsessesserssssssnanes 1
3 B2850-2  Bracket, COIl ....cvviieriieiieiiiieee sttt ere e ce e b rennne s sneeserae s 1
4 108345  Gasket (2 PET COML) erirmreririiernieient et e e 2
5 100740  Bolt, 5/16-18 x 1" ceerieerrnns et b bbbt a e e e 24
6 102376  Washer, 1At 5710 ..ot etr e s e s e e e sernaerareneeans 48
7 106013 Washer, 10CK 5/16" oottt 24
8 100154  Nut, 5/16-18 heX Bd..ccviviriiieriiiiiececeete e 24
9 109683  Plate, bloCK-0ff ..ot 2

10 T12257  O-TINE ettt reten ettt ere st e sttt s e e s aste s e sreesae e aeane s neeseesnns 2
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Electric Tank Heat
(For machines beginning with S/N J1050 and above)
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ELECTRIC TANK HEAT
(For machines beginning with S/N J1050 and above)

Fig. 6.9a  Part '
Item No. No. Part Description Qty.

1 377165  Cover, heater box, metal ...t 2
2 106460  Screw (6-32 X 1/47) o es e e 8
3 317166  Heater Box, MEAL oiviiiiier it ese et et srssevpesenaens 2
4 107033 WaAShEL, flal ....ccvirieeeierciee e reeece e se s e ves e reebe s s b e eneas 16
5 107967  Nut (1/4-20), grip with nylon InSert ......c.coeevrevenrirerienenenrenieneeereenenns 16
6 107846  Heater Element-10KW (480V) (.ot eeree s 5
7 108345  Gaskel, BEALET ....ccoeieierenrieircee e evee st rre e ser s s s e sbe e sare e see e rane s 5
8 109638  Flange, bIOCKOLE «..c.eoiviiiiviiiinienerieer ettt 1
9 112257 - O-TING woovvvvverereeerreneee Eteereer et e e e st et et e s breane e st e abeate e eaaeenaesnebea 1
10 100740  Bolt (5/16-18 X 17), HEX CAP c-vevvvvetiiicrere ettt 24
11 102376 Washer, flat (5/167) oo ee s e erre et e sreeebee s eaeens 48
12 106013  Washer, lock (5/16™) medium SPlit.......cccoeevriviiveivienininiieceeere e 24
13 100154 Nut (5/16-18), heX finish oo e 24
14 109069  Thermostat, with capillary ......cccccevviiincninnir e, 1
15 201041  Washer, flat (7/8" ID X 1/8") ceviiiiieceee e e 1
16 109034  Gasket (1/2 NPT) PIUE c.ovvvereirieiirenieere et st eve s 1
17 100547  Locknut (1 /2 NPT) ceovvoiieeeireneeeeed terte sttt e ereeranans 1
18 111092 SWitch, FLOAL ..eivieireieeeeeireeee e r e s reee st b rneennen 1
19 TITIST  CrClIP cverierinreniice ettt e s e 2
20 110750  Gasket, float SWILCH «..vevveriiireiii et aes e 1
21 107589  Washer, 10cK (1/2") ceioreiiierereiree et correeaeseee e aeteenes 1
22 104584  Nut, plain (1/2-13) oottt 1
23 323428  Wireway box, HEht SIAe .....ccoeeveeriverieireeeeictetee et 1
24 323427 Wireway box, 1eft side .....ooveeiiiiii e 1
25 323429  WILEWAY COVET .eerirereerisreieerertereesaenersaeseeseessnnsasaessesessassessesesesssessenes 2
26 323430  Thermostat, shelf bracket ................ s 2
27 110561  Thermostat, high limit With IeSet ........ccccoceevinvirciiniiiricne e 2
28 109069  Thermostat, with capIllary ......cccceeeerirrirrnirienece e e 2
29 106382  Screw (6-32 x 3/8”), SIOt tIUSS 1.eercerrireriereee e erieereeserae e staere b e eveeenens 4
30 108954  Nut (6-32), with nyIon iNSEIT...ceosiereriiiieir e 4
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Figure 6.10 -
Tank steam piping with booster
(R-L machine shown)
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TANK STEAM PIPING WITH BOOSTER
(R-L MACHINE SHOWN)

Fig. 6.10  Part

Item No. No. Part Description Qty.
1 Coml Nipple, 3/4 NPT x 16, Male black iron .........cceceecvrereninieercinncnienns 1
2 Coml Elbow, 3/4" NPT, BI femnale .......cccvveeiiieiiieerececeee s ses e 3
3 Coml Nipple, 3/4" NPT x 7 1/2", BIMale ......ocooovvreercrennn e ————— 1
4 Coml Street elbow, 3/4" NPT, BIF X M oot cesiseee e 3
5 Coml Tee, 3/4" NPT, BIFEMAlE ...oooooocveiiiiieee it 1
6 Coml Nipple, 3/4" NPT x 5", BIMalE ...cccotveieiicnneeererccrrreereeesieeeeeaane 1
7 Coml Union elbow, 3/4" NPT , female, Bl ....coooviiviiieicieeeee e 1
8 - Coml Nipple, 3/4" NPT x 10 1/2"Male Bl....ccccocovnivnniniciiicrieennnn, 1
9 Coml Nipple, 3/4" NPT x 5", Male Bl ......ccoovceecniniiierineenerceereeenne 1

10 Coml Nipple, close, 3/4" NPT, Male BI .........cccccoviininiiininiiicies 5
11 109887  Valve solenoid steam 3/4" NPT ..oovveviiiiiiie et 2
12 109903  Repair kit steam valve, 3/4" ..o

13 Coml Union elbow, 3/4" NPT, male, Bl ..oocooivviriiiieieie i 2
14 Coml Bushing, reducing, 3/4" x 1/2"Male Bl .......cccoceovimmiinincnneieeee 1
15 109683  Flange block Off ......ccoevieririiinrceirennr et s 2
16 112257 O-TINE wivrrereerrenieniniee it irie e ereest et cses e srer s e e e e csesaeeneane 2
17 Coml Street elbow, 1/2" NPT, M X FBI ..o 2
18 Coml Nipple, close; 1/2" NPT, Male Bl ..ot 1
19 Coml Elbow, 45°, 172", FemaleBI .....ccccoviiiiiiiiieeeeevrine e 1
20 Coml Nipple, 172" x 2", Male B ...ccccooiiriiiivicicincn e, 1
21 Coml Union, 1/2" NPT, Female B ......ccoooruereieeieieeeeeee oo 2
22 Coml Nipple, close, 1/2", Male Bl.....c...cccvviminenniinncnenncci e 2
23 111380  Steam trap, thermodynamic 1/2" SST .....ccoriniverniiine e 2
24 Coml Nipple, 3/4" x 2", Male BI ..cocoiiiiiiciiieieeccncteee e 1
25 Coml Elbow reducing, 3/4" x 1/2", 90°,Female BI ......ccccooviviiviennnnnene. 1
26 Coml Nipple, 1/2" NPT x 4" long, Male BL......cc..coocoorvvnirrrerrreiersneenn. 1
27 Coml Nipple, 1/2" NPT x 19" long, Male Bl......c.cccoovviveiiiieneeeece 1
28 Coml Nipple, 172" NPT x 10 1/4" long, Male Bl .....c.cccccovvinivvirvcnencncnn. 1
29 Coml Union elbow, female, 172" NPT, Bl o.ovoviiieeeeeeee e 2
30 Coml - Nipple, 172" NPT x 3 3/4", Male Bl .....cccconvineinineneccnane 1
31 Coml Nipple, 172" NPT x 5 172", Male BI......ccovreinerniieeceneeecen 1
32 Coml Tee reducing, 3/4" x 1/2" x 172", Female Bl ..o, 1
33 Coml Nipple, 3/4" NPT x 12" long, Male BI ..o rereeereerens 1
34 Coml Union, 3/4" NPT, Fernale Bl ......ooviviiiiiiie e -1
35 108516  Coil, solenoid valve, 3/4" 120V ...ccooiiiiiiiiiiienee 1
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Figure 6.11 -
Tank steam piping with booster

(L-R machine shown)
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TANK STEAM PIPING WITH BOOSTER
(L-R MACHINE SHOWN)

Fig. 6.11  Part

Item No.  No. Part Description - Qty.
1 Coml Nipple, 3/4" NPT x 8-1/2" long, Male 153 S 1
2 Coml Elbow, 3/4" NPT, Female Bl..........ccccoceirnnnnnnnnn. JRSTRRUTRO 4
3 Coml Nipple, 3/4"NPT x 8-1/2" long, Male BT .......cccccoccvvvviniinniininnns 1
4 Coml - Streetell, 3/4" NPT, M X FBL...ccocccovviviriinniinrrie e 2
5 Coml Tee, 3/4" NPT, Female BI ..c.coovoivieiiieinei e 1
6 Coml  Nipple, 3/4" NPT x 5" long, Male BI.......occoooiniiiinicnine e 1
7 Coml Union ell, female, 3/4" NPT, M x EBI .................. e bt 1
8 Coml Nipple, 3/4" NPT x 9-1/4" long, Male BI .........c.ccooniiiiininniinnn 1
9 Coml Nipple, 3/4" NPT x 5" long, Male BI......c.cccovvivncnvcniencnicnnnen, 1

10 Coml Nipple close, 3/4" NPT, Male BI ......cooiiviiiiniiiiineciccicinns 5
11 109887  Valve solenoid steam, 3/4" NPT ...oooviiiiniice e, 2
12 109903  Repair kit steam valve, 3/4" ..o

13 Coml Union ell, male, 3/4" NPT, Bl ....o.vveeeeeereeersseeeeereen. e 2
14 Coml Bushing reducing, 3/4" x 1/2" NPT, M X FBI ... 1
15 109683  Flange, DLOCKOLT ...cc.ovovvieiiiiiiiiinrcnit e e 2
16 112257  O-ring, flange blockoff .......cccovieivisivnenrcie e 2
17 Coml Street ell, 1/2" NPT, Female Bl.........ooovvirniriiiiieiiiereere e 2
18 Coml  Nipple close, 1/2" NPT, Male BI ......cccc............ e 1
19 Coml Elbow, 45°, 1/2" Female NPT, BI ....cocccoiiiiiic e 1
20 Coml Nipple close, 1/2" NPT, Male BI .....ccccooovivinniiiiiccnenen, 1
21 Coml Union, 1/2" NPT, Female Bl .....c.ooooviiiiiiiiecieeee e 2
22 Coml Nipple, 172" NPT x 4" 1g., Male BI....ccccccovinemiiiiiiticcncecnne 1
23 111380  Steam trep, thermodynamic, 1/2" NPT, SST....ccccovceriirirnniiienenes 2
24 ~ Coml Nipple close, 3/4" NPT, Male Bl ....ccooviiiriiin e 1
25 Coml Elbow reducing, 3/4" x 1/2" NPT, Female BI .................................... 1
26 Coml Nipple close, 1/2", Male Bl......c.cccoeniieinninineesienrere e 1
27 Coml Nipple, 1/2" NPT x 13-3/4" 1g., Male BI .....cc.cocovveviiinniecinnne 1
28 Coml Nipple, 1/2" NPT x 9" Ig., Male Bl...oovcoiiiislenieiiccnceeree e 1
29 Coml Union ell, female, 172", Bl ..cocioieeceere e e 2
30 Coml Nipple, 1/2" NPT x 4-3/4" 1g., Male BI .....c.ccccooviviiniininc 1
31 Coml . Nipple, 1/2" NPT x 5-3/4" 1g., Male Bl ...cccoooivvcniiiiniiiiene. 1
32 Coml Tee reducing, 3/4" x 1/2" x 1/2" NPT, Female Bl.....coooovvvrnriciennenne 1
33 Coml Nipple, 3/4" NPT x 12" 1g., Male BI........ et tararae e et eae e st ens 1
34 Coml Nlpple 3/4" NPT x 7-1/2" 1g., Male Bl .....ooooiiieieicceciiece 1
35 Coml Union, 3/4", Female B ..ot 1
36 Coml Nipple, 3/4" x 23" 1g., Male Bl ......ccoovieviinii e 1
37 108516  Coil, solenoid valve, 3/4" 120V oo 1
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Figure 6.12 -
Junction boxes, Float switches, Door switches, and Thermostats
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L0520 S v

JUNCTION BOXES, FLOAT SWITCHES,
DOOR SWITCHES AND THERMOSTATS

Fig. 6.12  Part
Item No.  No. Part Description Qty.
1 100321  Box, electrical, 806 Hoffman ...........coooeiveereneenrncenenene e 1
2 100309  Box, electrical, 404 Hoffman ......o.ooovvioivirnnieiecinie e 1
3 322891  BoX, SWitch..ocuurviererenae ettt et sttt st st enaeenenaetes 6
4 322892  Cover, SWItCH DOX viiiriiiiiiiciiceccee et et s st s et esn e e sbnes 6
S 100007  Screw, 10-32 X 378" . et rre et e s 6
6 108954  NUL, 6-32 oreviereerrieeeee et ss et eree s se s rrere e erenes 32
7 112659  Switch, Magnetic 18ed .......cocvecrecvenreiuinriieseeseeereeesreeeeeeee e e 2
8 109069  Thermostat, 110-200°F ......cccioiiiiiieiiieee e 2
9 111092 SWICH, FLOAL 1iiiieiiieie e s sias e esseesesee s sassnessaasnssneseesanses 2
10 111151 C-clip, float SWICh c.cocvuirirreiricee et 4
11 100094 - Washer, flat. 1/2" oo erre s sre e srse e srns e e e smeenes 2
12 104889  Putty, sealing compound 440 ...........c..cc.ceereererireresereressnresscesenerresiens 2
13 107589  Washer, 10CK, 1/2" .ot ere e sanenee st se e seees 2
14 104584  Nut, plain, 1/2"-13 Hex hd ...cccovvreiiriviecececircicneenne 2
15 201041  Washer, 7/8" ID X 1/8" ThK ...oovivvrviiiiei et ene e sreesaeeitesenaeneas 2
16 100547  Locknut, 172" SST ..o erre e st aese e sme e aes 2
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Figure 6.13 -
Pump assembly
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PUMP ASSEMBLY
Fig. 6.13  Part
Item No.  No. Part Description Qty.
1 100740  Bolt, 5/16-18 x 1" HeX hd ..ccovvivriiiieeircceeee e 12.
2 104619  WaSher, flat....ccoiiiiiiiiiierecee et 16
3 102376 Washer, flat, 5/16" ...coccvieirercrceee et s 12
4 106013 Washer, 10Ck, 5/16" ..o 12
5 100154  Nut, 5/16-18 HEX hd ..occvivveiiiiieciiineniereeeseceeneesre e eveeaes 12
6 112591 Motor, pump 2ZHP MV/60/3 ...cvoviiiierieicteeeceeecereree e 1
7 110734+ Stud, MOLOT eiciiiieniie e Dot ese e ste e e b e s e e srnesbaeseasnes 4
8 100754  Screw, 10-32 x 1/2" flat hd .....ccoovvviviriiieicneenese e 3
9 109654  SHNEZEL, WALET .oivveivreeriveiniesiresnreriresisteesesseeesseesaserreessseressssesssessassesnssnns 1
10 110270  ‘Washer, star COUNEISUNK ......ccvvevereveuriererieiresereeeseeese et ene s eenseeas 3
11 204460  Plate, backing ...ccccvviiirrriieniirecr ettt 1
12 106407  WaSHEL, JOCK vuvviiiiiveee ettt cerns st e sta s s eeenee s R 4
13 107690 Nut, jam, 3/8-16 ..vcvvviiiiiieiirtcreene et e 4
14 111681  Flange, PUIDP .ovcoveverviireeerenteterirereteereesseesestesessessessensesensensessessensan 1
15 111111 Seal, PUINID oottt sttt et ettt e e sr e 1
16 111941  Gasket (.0085™) (1 NOLCH) c.vevireeirrreieieetcc e 2
17 111942 Gasket (.015") (2 NOLCHES) .ovevvirieireiiriere et e 1
18 - 111943  Gasket (.032") (3 NOLCHES) .vveivvieiiirie it 2
19 111756 Impeller, 2HP SST.....ccooiviiiiicentcineeireneseertr e sreesteesn e ee s 1
20 111696 VOIULE, PUINP .eoverereeneenininenierericreenetnteiteesseererereseeseseetes e e e erasenesans 1
21 112801  Hose, pump diSCharge ......ceeceevmrecneeiiieeeeceesrereeee e e 1
22 111964  Clamp, ROSE ...cvovreereerretecreeee st ettt es e see e eerab e e see s sseens 2
23 102500  Plug, 1/4" NPT, Male BTass .....cocceevvrvviiinneiieeeeriesieennenenens s ereesenenens 2
24 106482  Washer, 10Ck, 1/4" ....cooiiiiiiniiieeeere ettt B
25 100736  Bolt, 1/4-20 x 3/4" Hex Bd «c.covevevrrenineee e R 10
26 102504  Plug, 1/2" NPT, BIass...c.coocerieerrenierieneroiesreeetestres e e sresinessseesvnesnens 1
27 T11725  O-TIDE toreerererireriieseesresestenteeeseesesesseseera e seseesesnesestasseseesessesasessessssans 1
28 111841  Flange, SUCHION ....cccovrieririnteiiinnteeie et e e 1
29 110248  WASHEL, flat.orviieiriei e e et venr e e 1
30 110247  Nut, jam, 7/16-20 HeX Rd .cc.ooveririeviiiiiinieccece e 1
31 100734 Bolt, 1/4-20 x 1/2"HexX hd .cooviririiis 1
32 112800  HoOSE, PUMIP SUCHION «euvvenrierieeerecrernieerertrnereaneseereesaeseereesessesnsenseseseenes 1
33 104203  Clamp, hose ....c.ccocvimiimiiiiiiiiii, e 2
34 307995  Flange, SUCHION ...vieceerireererieritenteeee e stassaaseresieeseesrresnnestansasanssassaens 1
35 109568  Gasket, pump SUCHOMN .coovvviirerreerinreriestiiere st st see st seeiense s e eranaas 1
36 319743  Plate, PUMP SUCHION ccueeeevrreeeerieeeeeeeneee et ereees e e e e enbbesaneseeas 1
37 319742  HoOd, PUIMD SUCHION «eververrerrrirererereeiereeirerasteseeresreeeesreseessessrennsesseses 1
— 452331 Pump/Motor assy. complete LH ................. et 1
(Wash for R-L machine)

/D‘;Y\(‘ﬂ 'F/\T‘ 1 _D

3 Y
(Runse for L-R machine)

— 452332  Pump/Motor assy. complete RH ... 1
(Wash for R-L machine)
(Rinse for L-R machine)
— 410269  Pump assy. complete (Includes items 7-20, 23-31) ....ccooiivnincinnnne 1
— 900737  Gasket kit (Includes 1te1ms 16-18) cviivriiiiiiiiee et -
— 900184  Seal/Impeller kit (Includes 15-19) ..oovvvvreiirieiieceeeeee e, -
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Figure 6.14 -
Wash spray system
(R-L machine shown)
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WASH SPRAY SYSTEM
(R-L MACHINE SHOWN)
Fig. 6.14  Part
Item No. No. Part Description Qty.
1 106482  Washer, 10CK, 1/4" ..o.vivieiiioeis ittt eeeenenee e e 16
2 100736 Bolt, 1/4-20 x 3/4" HeX Bd ...vevereiciiici e 16
3 313212 Bracket, StandpiPe ....coccceecrrverenreeenrinierennenrnseienreeeseesenieseeseesesnesennes 2
4 100073 Screw, 1/4-20 X 1/2" ..ooiieereiinirecnirese e e rnes 4
5 100141  Nut, griP, 1/4-20 weciiiiriiieririreciirrie sttt sre e st e 4
6 111456  Gasket, manifold ........ccccevvvrernncnn; errereeresnaeareeare e tesre e beetebeeneesnens 10
7 316772  Plate, TESITICIOT cuviiveeveeeerrrieeieevesiesrereeresssnseeesesessseransrnrsseressessssseseranens 2
8 316773 SHAE, IESIICIOT cvririressrereerreereireeesieirereesesroseereessessssninssenneseeeeserssesesnnnees 2
9 100739  Bolt, 5/16-18 X 3/4" HeX Bd .c.eevvierviririieeceercr et 16
10 102376 Washer, flat, 5/16" .....cooveiieieinirnriereieeent et 16
11 106013  Washer, 10Ck, 5/16" ...cocoiiiiiiirenneninetercere e e ere s evae e enenes 16
12 100154  Nut, plain, 5/16-18 HEX hd .....u.ovvvreveerieeeeesesecesesese s sessseneeneoon. 16
13 112802  HOSE, CONMECHIME wvuveerueerneriiniereer ettt st ree e ae e s 2
14 111964  Clamp, NOSE .....ccvovvierereeererrerieeeseeertesesessassessesesasesessesseseessessensessesuens 4
15 323238  LH S1de tUDE ettt 1
16 323239 RH SIAE UDE c..ccveiriereriereneriie ettt nee s 1
17 317240  Manifold, 4-hole c.ccveeeeereieireie e s 2
18 410697  Manifold, 5-hole W/TEStIICIOT .vvvvvvveereeniee et erea s 2
19 322983 StanAPIPE .....crieeririerreieinirere sttt 2
20 111505  O-ring, SPraypipe.......cccceuee.. e rr ettt eb sttt eteen b sae s s ereee et 18
21 111454 Plate, IocKINg .oocviieieree ittt s e 18
22 111478  Bolt, locking plate, 10-32 X 1/2" weorioriorieeieriereerenree e 56
23 321471  Spraypipe, debhoSsed .....cccviirriiriiiiieenireee e 18
24 104414 O-1ing, N PIUZ w.ovcvvvveeeriierreceereee et sen s 18
25 112240  Plug, debosSed SPIayPiPe ..c.coveeveeineerenmeeererenneereeeneeseeieeneseeeennennas 18

85



Part 6: REPLACEMENT PARTS

lllllllllllllll

@'/
TOP VIEW

}
'
1
1
l
t
1
1
'
t
|
|
| N
|
)
1
|
)
+
[
! I
! o o L) o
1
Lo
" o o o [
) . "
t
| l
\ . ~ 1
: i
| “
1
| "
t
_ "
1
1
|
| “
l
| 1
| )
\
- i
! 1
1 |
i '
! ]
! )
t
|
" _ =
1 ! L
~ P—
" E >
S 2
O v
18]
} —

Figure 6.15 -
Drain and overflow assembly
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DRAIN AND OVERFLOW ASSEMBLY

Fig. 6.15  Part

Item No. No. Part Description Qty.
1 112287  Tee 1-1/2" copper,Female solder connect ...........cccvevcevieecvvniceiecnennens 2
2 111353  Elbow, 1-1/2" copper, Female solder connect ........coccevevvvcercrcrnineenn 1
3 109110  Elbow 1-1/2" copper x 1-1/2" Female FTG .......cccccooeiririnivceecnninnnn, 1
4 102505  Plug 3/4" Female brass ..o 1
5 109062  Adapter, 3/4" FTG, x 3/4" FPT Male COPPer ....cccoevveververvneeerenenanns 1
6 109072  Valve, ball 1-1/2" sO1deT ....covvviieireiiieircee e 1
7 113297  Adapter, 1-1/2" X FPT x 1-1/2" FTG Fx M COPPET «..covvvviveviircrienennn. 3
8 109111  Teereducer 1-1/2" x 3/4" x 1-1/2" M x Fcopper ......cccoveeveevcvnnnccnen 1
9 206139~ Flange, drain USN72 mod.....c.coccooniverennnnnenrenennnnennes e eeeeaea 2

10 202819  Tube 1-1/2" X 2-3/4" copper Male ......cccovvrvimriececerinrerenenrcerrennens 1
i1 206137  Tube 1-1/2" x 13-5/8" copper Male .......ccocverivneencincee e 1
12 © 206136 Tube 1-1/2" x 8-3/8" copper Male .....cccovvireviceriicireece e 1
13 206138  Tube 1-1/2" x 7-1/2" copper Male .........cccoeeruveneene. et 1
14 205598  Tube 1-1/2" x 4-7/16" copper Male .......ccoceeveevvcncrcrercccnnene. e 1
15 . 109479  Union 1-1/2 copper, solder connect Female........cccocevecinieiiiveneincann, 1
16 100739 Bolt, 5/16-18 x 3/4" Hex Nd ....coovevveviiiiciinirecicceeese et 16
17 106013 Washer, JoCk, 5/16" .cuvviiriiiiieinctrecete et 16
18 102376  Washer, flat, 5/16" ...c.oovvvoiiiiicrrr et 16
19 108345 GASKEL .ottt et e e e 4
20 202191 Flange, drain........ e ehe et e ettt e st et e s e e sr e e nte st sebaeshe e subaearaeas 4
21 304816  SCreem, Arail c..cocevveiiirieieeceieieieireeerierereeeressesresee e e s esseseeneeseasessasse s 2
22 107967  Nt, griP, 1/4-20 .ooooieoevseeeeeeeeeseeeeeeeeeee s e 2
23 323237 ASSEIbLY, OVEITIOW w.ceevvoveeerieennereeesensseeeses s sssennes 2
24 107136 Bolt, 10-32 X 3/8" HeX hd «..ooveceivieiicniceere e 4
25 104985 NUt, 10-32 cooorovveeevrreeermenesessseenresssesssenene s ssssssesee ST 4
26 B2857 COVET BSSY. eeerervminrirenrneirreerneessesinesrsssessanessensrssssessrassesssessaressneeenesenne 2
—_ 325218  AsSemblY, draill ccicvecciiiiieee e s e 2
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Part 6: REPLACEMENT PARTS

W
NO. 260 STEAM BOOSTER AND STEAM PIPING ASSEMBLY
(R-L INSTALLATION SHOWN)

Fig. 6.16  Part

Item No.  No. Part Description Qty.

1 112309 Steam booste,r #260 CUSLOM .e.cevieirrirreneeeeeeie et srsesese ettt s ssasesreseses 1
101249 Line strainer, 1-1/2" BI Female (105749 plug, 3/4" BI not shown) ............. 1

3 110005 Valve, solenoid, steam 1" NPT ASCO w..ccoiiriinnieniiceeee e e 1
4 110007 Repair kit steam valve, 1" NPT ASCO ..coeoeiminiecirnecircnenneee s nnes 1
5 110120 Coil, 501en0id valve, 1" 120V ..ot s ses s s 1
6 Coml Union, sweat, 3/4" NPT x 3/4" CEF XM .oovirivicrnvereeees e 1
7 109887 Valve, hot water, 3/4" NPT ...ttt ssaeste e 1
8 109903 Repair kit, hot water valve, 3/4" NPT ..o 1
9 108516 Cotl, solenoid valve, 3/4", 120V .....ccovcrvuieiirireenieiereresereneesitesresseeeanens 1
10 100128 Thermostat, fEMAale ........cccovevirniiiririi e e er et csre s e sreevees 2
11 Coml Nipple, close, 3/4" NPT, Brass Male .......c..cccocvvenvmnrrrrerenresenaeeseersoneesserennes 9
12 Coml Union, 3/4" NPT, Brass FEMAIE ......cccovvviirviiierririereeeenresesnennvrsssrensessesnn s 2
13 104649 Relief valve, 3/4" NPT, 125DS1 cucicvevermiirinrierceecciinevieisetseisss st nesesseseeres 1
14 Coml Tee, 3/4" NPT, Female Brass ........cccccveeenriivinieeenrenisresseensnsreseeeseessessessnnens 1
15 Coml Tee, reducing, 1-1/4" x 3/4" x 3/4", Female Brass ......corvenivrerucvcnernressennnes 1
16 Coml Nipple, close, 1-1/4" NPT, Male Brass .....cococveevernnnmiienennnieienenensnnes 1
17 Coml Bushing, reducing, 3/4" x 172" NPT, Female Brass ......ccccovvvnniecnvciennennns 2
18 Coml Nipple, close, 1-1/2", Male Bl .......cccvmirerreiiiicciiniceesi s 1
19 Coml Tee, reducing, 1-1/4" x 3/4" x 1-1/4" NPT, Female Brass .......ccccocevverveenernne. 1
20 Coml Bushing, reducing, 2" x 1-1/4" NPT, Male Brass .......c.occeveveermvererenvnveevennnnns 1
21 Coml Nipple, 1" NPT x 2-1/2", BIMale ....coceoervrreiircoeeerenienicneencnsieen e vcnennnns 1
22 . Coml Bushing, reducing, 2" x 3/4" NPT,Female Brass .......ccoccoveevnerccnenicnenennns 1
23 Coml Street ell, 3/4" NPT, F X M BIASS ..uuivivviiiieiieeinreeecreceire s cveesesireecsennesssreneesons 2
24 Coml Elbow, 3/4" NPT, Female Brass ....cccoeceiviiiiireeiiriseiiriesiirereenssnernecsesesnenseesses 1
25 Coml Tee, reducing, 3/4" x 3/4" x 1/2" Female Brass ......cooveevvveeeecivinninnrennnns 1
26 Coml Plug, 1/2" NPT, Male BIass ....ccccceeveevrieerinerreereseineeesaenes e e 1
27 100309 JUDCHON DOX covivtiereiieercrie vt erst et sstaesetr et eeere e s s e brateesenesabeassnessaseesnnssans 1
28 107550 Pressure regulating valve, 3/4" ...t ereeerenees e 1
29 110768 Line strainer, 3/4" NPT, Female Brass ......cccoccorreeeiriemrreiieeeieeeeneeressnnees 1
30 104328 Ball valve, 3/4" Female NPT ..ot 1
31 100983 Bushing, reducing, 2" x 1-1/2" M X FBI ...ooccniiice e ceeenn e 1
32 107500 Street elbow, 1-1/2" x 90°, Female Bl.......ovovieieiiie e 1
33 100979 Bushing, reducing, 1-1/2" X I" M X FBI ...cooiviiicn et 1
34 105847 Nipple, close, 1" NPT, Male Bl......cccoomvvioiininineiiennecesieieereneceeeeenens 3
35 105733 Elbow, 1" NPT, Female Bl ......c.ooiviverieeecrrieeenreeerevistesnesvesee e svesvneenneens 1
36 105851 Union, 1" NPT, Male BI (not shown) ........ et reretstiereereererarssesraarareseeernrnntan 1
37 112358 Tee, reducing, 1" x 1" x 1/4", Female BI .......... rrerrere e e o—— 1
38 100123 Petcock, gauge, 1/4" M X F oo 1
39 110196 Tee, reducing, 1" x 1" x 1-1/2" NPT, Female BI ......c.ocveveviivrorici e, 1
40 Coml Bushing reducing, 1" x 3/4" NPT, MxEFBI .o 1
41 Coml Nipple, 3/4" NPT x 8-3/4" 1g., Male B ..o e 1
42 Coml Nipple, 3/4" NPT x 7-1/2" 1g., Male Bl ..ccccoiiiiiieeeeee e 1
43 Coml Tee, reducing, 1" x 3/4" x 3/4" NPT, Female Bl ...........coovrviniciirecnne 1
44 Coml Nipple, 1/2" NPT x 3-1/2" 1g.,, Male Bl ..o 1
45 111380 Steam trap, thermodynamic, 1/2" NPT, SST .covvcvviiirnieseecreeneenens 1
46 Coml Nipple, close, 1/2", Male Bl ....ococoveeeiirneeeerininiees s et scnes 1
47 Coml Union, 172" NPT, Female B ...ocooviiveiieie et eoreeeevee e oee 1
43 Coml Nipple, close, 172", Male Bl ..ot e 1
49 Coml Elbow, reducing, 3/4" x 1/2" NPT, FemaleBI .......ccooo e, 1
50 105811 Nipple, 3/4" x 3" long, MaleBI ......cocorimiiiieieie e 1
51 11234] Bushing, reducing, 2" x 3/4" NPT, M X F B oo nnenne 1
52 322813 Base weldment, 260 BSIF, NAVY ..cveoievieiniiceeeieeecees e eve e v ene s 1
53 Coml Nipple, 3/4" x 4-1/2"1g., Male Bl ....cccoiiiricicniirnen e 1
54 Coml Union, 3/4", Female Bl...coovii oot seve et eve e 2
55 Coml Elbow, 3/4" x 90, Female BT .ooiioieeriiieecee e evreer s 1
56 325878 BASE, SLANG cviiiiiieeciecee ettt s ae et rb e e e s e aaes 1
57 325881 Panel, fTONT ..oiviiiiciicicie ettt ettt et et et eesre vt er e e srae s 1
58 325880 PaANEL, tOP cooviiiiiecett sttt bbb 1
59 100007 SCrew (10-32 X 3/8") cooririeirteeeeeice ettt ettt e 6

R R SR e e R
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Steam Remote Control Cabinet
(For machines built prior to J1050)
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STEAM REMOTE CONTROL

Part 6: REPLACEMENT PARTS
O O P P

CABINET

(For machines built prior to S/N J1050)

Fig. 6.17  Part Part Description
Item No. No. Qty.
1 322969  Cabinet, SST ..ioiieiiiniieieieeee ettt s ra e b s seaaes 1
2 322814  Lid, CADIMEL ..coveirirereeririeniinrecieesiesreesieastesreesssesresesae s sebesaes e besbeenens 1
3 107860  Clip, hold dOWII @S8Y. +vvivriireeieererneinienienirriieee e seeriesreesreseseeesaesseesrens 4
4 111802 . Nameplate, Off-On ..oveeeuvreiiiereriirceretee st eees 1
5 111691  Switch, selector, 2 POSILION ....cccevivirienerireinresrereseesereesreseseseeseessenes 1
6 111617  Block, contact, NO...c..cceirviiviriiiiceeniiee et sese et e s eee s 2
7 112694  Nameplate, POWEI OB .oocoviiinieninieniiininreees et sieseeessseseessesens 1
- 8 112041  Lens, green pilot lite 64 .....c.ccceviirmrmiiniienecreeereeieeeeniseeeresaseenans 1
9 111685  Block, lighted CONACt....cuvcvivieiriieeiecetirrteeereeee et 2
10 111686  Bulb, 120V .iiiicriiieeerercreieteerene s ferer e rere st sra e 2
11 107618  Nameplate, STAIT .....cooceivriiiiirerenrenenresrerie e seeee st ereesre e saeessee s 1
12 111614  PushbDUtton, SIEEN ....ccceecurerireriererereterteseeseetesae s tessesse e annnesnassse s 1
13 111616  Block, contact NC ...c..coccriievvinrnicive ettt reseesvesaenees 2
14 107617  Nameplate, StOP ovcceveerrereierirreertrrerereereeesreeeesseeesesaesesaesaneseeseas 1
15 111615  Pushbutton, red .......oceecveeesineeiiiiereriecenrree st oo s svee s sveesnvessvsesenas 1
16 112693  Nameplate, boOStEr IOW tEIMP ....covvreveirireeereierireeeeenereeriee e essae e 1
17 110980  Lens, red pilot Lite 64 ..ooveovevieiieeieeirciereieeeeree st 1
18 111627  Overload, mtr. (2.4-4.0A) Wash / [i0SE ......c.cocveeviie e it 2
19 111624  Overload, mtr. (0.6-1.0A) driVe ..c.coevevvmrecrrecrerice e 1
20 111671  Bus bar, 3-units (W/0 MRAN 90) ...ccccooiiiieiceecreeecee e 1
— 110812  Bus bar, 4-units (with MRAN 90) ......ociiiiiiir e 1
21 108122  Contractor, ML 12A ..ot 4
22 111153  Block, fuse 600v......... ettt ettt et at e ettt e b e re e et e e aaaeanbenns 2
23 111821  Fuse, 3A (ATDR-3) et e e e 2
24 106995  Circuit breaker, SA ..ot 1
25 304326  Bracket, CIFCULt DIEAKET «oovvvvieiiiei ettt et e e e s 1
26 107091  Transformer, SO00VA «.coooovivieiiieec e e 1
27 111833  Block, terminal 185A, 3 pole 600V ..cccoovieiiiieieecee e 1
28 103310  Lug, ground Wi .......ccocevererminreirierirtireneeeeeeresecetcere e stessne e 1
29 111036 SOCKEL, TEIAY .eveeeuritiieee ettt ettt et e e e ree e s anee e 8
30 111068  Relay, 2PDT 10A 120VAC ...oovieiiiieicieneiienenevicecnere et s 8
31 112352 SOCKEL, LIIMIET ..ovvviiviereeeeteeeeeeeseeirereeeesenrereeesesesnnnatseeressesessinssmsnnseseessesn 2
32 112351  Timer, Omron H2C-8R ...cccovviiiiiienreee ettt 2
33 107171  Block, terminal (chemical diSpensing) ..........cc.cevvvererecnrrnienrrveennes - 1
34 112296  Label, chemical dispensing signal......cccovvvvnrevciinicccccninencercenins 1
35 108607  Block, terminal 18 pt.....cceoiririvreieeveeinrerecrcreese et 1
36 111625  Overload, mtr., (1.0-1.6A) MRAN 90° ..c.cviiiiiiiiciiienenreee, 1
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ELECTRIC REMOTE CONTROL CABINET
(For machines beginning with S/N J1050 and above)

Fig. 6.17a Part Part Description
Item No.  No. Qty.
1 322969  CabINet, SST wuuervvvrrreennieisessseseeresssssmsesmssssssssssmesesssssssesse st ssssans 1
2 322814  Lid, cabinet......ccveuenn.n. veeeeeseeteeareeereebe b st e et ebe e aenaenr e b e e b e e e aeenteee 1
3 107860  Clip, hold dOWN @SSY. ..ccccereeremienirenienieietes i 4
4 111802 " Nameplate, Off-On ......ccooveeeivininnniiiiec e, 1
5 111691  Switch, selector, 2 POSItION ...cceveeeeerieimiieneneneneine s 1
6 111617  Block, contact, NO .......ic..ccvevervrcienniinieniirisenesssesreieese oo 3
7 112694  Nameplate, POWEr ON ........cccconiniiniiienins s 1
8 112041  Lens, green pilot lite .......ccccevvviiiiinenniiiimeiis e, 1
9 111685  Block, lighted contact .........cecceriviiiiiiniiininiiies s 2
10 111686 Bulb, 120V ittt 2
11 107618  Nameplate, Start ....ccceivrrveriiiiii s 1
12 111614  PuShbUtton, SIEEM ..co.ccvviiverrerieniereieneseearesrinee s esnese s s 2
13 111616 Block, contact NC ...cocooeieiiirreeeirienreneeriertceessensirere et 3
14 107617  Nameplate, STOP ..ccvrrerreerrreiiiiiiiiiicee ettt 1
15 111615 = Pushbutton, red.......cccooviiiviniinniniii s 1
16 112693  Nameplate, boOSter oW teImP ...eeeeireiircivii i 1
17 110980  Lens, red pilot BEE .vovevevciiicriiiiiiini e 1
18 111627  Overload, mtr. (2.4-4.0A) Wash/TIDSE .....cvvveerieniirreeeniieeeeeceee e 2
19 111624  Overload, mtr. (0.6-1.0A) dIiVe ...covoiiveviiiiicncne e 1
20 111671  Bus bar, 3-unit (w/0 MRAN 90) ...ccoiriineiiinnirenierncniee e 1
— 110812  Bus bar, 4-unit (With MRAN 90) ....ooviiiiiiiieiieneeie e, 1
21 108122  Contactor, ML L12A oottt rresres e sr st ecsen e 3
22 111153  Block, fuse 600v............ e 2
23 111821  Fuse, 3A (ATDR-3) ........ eteeeete ettt ete e et e tesheebans o rs et ere et ene e 2
24 106995 Breaker, CITCUIL SA .ovvreeeriereresseeeieeriee e eesesssre et resssesesensssnsssenns 1
25 304326  Bracket, Circtif breaker ..ocooooerinicniieiiercreee e e 1
26 107091 = Transformer, S500VA ...ooveeriiireeiedene e et 1
27 111833  Block, terminal 185A, 3 pole 6OOV ................................................... 1
28 103310  Lug, ground WiE ....ccuviiiniieriiniinieiicieetsrsie it 1
29 111036 SOCKEL, TEIAY veuvvvreeiiriiiiecieteeee e e 3
30 111068  Relay, 2PDT 10A 120VAC ...t 8
31 112352 SOCKEL, THNIET .veivveeereereeenrereteeieesteesineessesssnesseresereseeestraessesenseesnsecneess 2
32 112351  Timer, omron H2C-8R ..o st e s ses e seesens 2
33 107171  Block, terminal (chemical diSpEnsing) ........cceveeevevrreerenierinirinniieienns 1
34 112296  Label, chemical dispensing signal......c.ccccevvevereiiinininiiniinicinne 1
35 108607  Block, terminal 18Pt wo.oiviiiiriiiiieieriei e 1
36 111827  Contactor, block 3 pole 60A ..o 2
37 111625  Overload, mtr. (1.0-1.6A) MRAN 90° ......ocoviiiieeeieiieeree e 1
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STEAM OR ELECTRIC REMOTE CONTROL CABINET
(For machines beginning with S/N J1080 and above)

Fig. 6.17b Part Part Description
Item No. No. Qty.

1 322969  Cabinet, SST .ioiiiii it e 1

2 322814  Lid, CADINEL c.eeuitinireieeecrecrerteree et s sa e seeb b b enaene e 1

3 107860  Clip, hold dOWN @SSY. ..c.oveviviviiiiecciiniecte e 4

4 111802  Nameplate, Off-On ..c.ocovvircirirreninerrerenre e JERRTTURRO 1

5 111691  Switch, selector, 2 POSItION ...cvvvviverierrereeiieeereese e sreerereeraesreeneerenes 1

6 111617  Block, contact, NO ....coiieriiieieieecreceteseece e creee e bes e e 3

7 112694  Nameplate, POWET On ..cccoovivvirniiieicreiirnrtener e 1

8 112041  Lens, green POt HE .ovvvceiiceiieicieseieee e e essesesesse e sseasseeaas 1

9 111685  Block, lighted COMACT .....ccvveeeeririieeierieiirtreesaeser e ereresess e erescnns 2
10 111686 Bulb, 120V ..oi et teee e rer st see et s e e e s e aes 2
11 107618  Nameplate, SaIt ......occooiiiiiiiniiiiiieeee e e 1
12 111614 Pushbutton, Sreen .......ooveereririinriretienieieiessissi s 2
13 111616 Block, contact NC .ottt e e aree e e e s s aesrrraresseens 3
14 107617 Nameplate, STOP overrerriiviiieiere ettt seeneesessresseesreaees 1
15 111615  Pushbuttorn, FE ..o ivuieiiiieerree it eecere e eeevereerereeaeinseeestbrsaeasaneees 1
16 113195  Nameplate, Low temp alarm/pPrime........cc.coccveerreerneermrenneneeceerennes 1
17 110980  Lens, red POt HEE ...ooeoeiiiiiniiiiiieiiinicicceecc e 1
18 111627  Overload, mtr. (2.4-4.0A) wash/rinse ......cc..cccveeveveenns et et 2
19 111624  Overload, mtr. (0.6-1.0A) drive ..........ie....... et et 1
20 111671  Bus bar, 3-unit (W/o MRAN 90) ..ot 1
— 110812  Bus bar, 4-unit (With MRAN 90} ...ccoiieirieircceeee e 1
21 108122  Contactor, MLr 12A oottt s e s 3
22 111153 Block, fuse G00V .coeeii it e st e eeen 2
23 111821  Fuse, 3A (ATDR-3) oot sttt resre s 2
24 106995  Breaker, CIrCUIt SA ..ottt e e 1
25 304326  Bracket, circuit breaker ........ccoocviriiiiiiine e, 1
26 107091  Transformer, 500va .....oocveevvrivenvennnen. Eeter ettt et eaae s seenae 1
27 111833 Block, terminal 1854, 3 pole 600V .....ccooeviviniiriceeece e 1
28 103310 Lug, Zround WIIE .....cc.coueireereminiiirieriirereetneeseeesesraeesneeeeesesse e .1
29 111036 SOCKEL, TEIAY wvvivreieie ittt ettt et e 8
30 111068  Relay, 2PDT 10A 120VAC ..ottt 8
31 112352 SOCKEL, HIMET cceivivrieerrioveeiesiieseeestenteee et s b see et et ere e nae e e e eennenie 2
32 112351 Timer, omron H2C-8R .....ccovevieniminiiie e e 2
33 107171 Block, terminal (chemical diSpensing) ........cocoeevviiiviiiiinvecniininene 1
34 112296  Label, chemical dispensing signal .........ccccovivvciiiiiniiiiiiiiies. 1
35 108607  Block, terminal 18Pt. ..c..oveeveiverriciiiiiie e 1
36 111827  Contactor, block 3 pole 60A (Electric Heat Only) ......ccoevveennnn e 2
37 111625  Overload, mtr. (1.0-1.6A) MRAN 90° ..ot 1
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REPLACEMENT PARTS

Part 6:

Figure 6.18-
Dishracks and PRV
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Fig. 6.18  Part

Part 6: REPLACEMENT PARTS

3

DISHRACKS AND PRV

Item No.  No. Part Description Qty.
1 101273 Rack, flat DOMOII co..ovviiiiiiie e eereieeees st et eeneeessereessaeessneesrsaeesnaeenns 1
2 101285 RACK, PEG ivevrermrmnricisiritiinisis sttt bbb 1
3 107550  Valve, pressure reducing (PRV) ..vvviveoroiiceieeeeee ettt e cesesrveeeseneene 1
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Figure 6.19-
MRAN 90° Guides
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MRAN 90° GUIDES

Fig. 6.19  Part Part Description

Item No.  No. Qty.
1 100735  Bolt (1/4" x 5/8") HeX Bd ..eovevveiiiiciieciircncet e A/R
2 310180  Guide, rack adVANCE ....ccoooveveeriviveievirirrenieeeeenresessrernretssienreresasvrsessons 1
3 314640  Rack, SUPPOTT INMET ...ovvviuievireiiiiiiiiciir et s see e e 1
4 111370  Screw (10-32 x 5/8"Y HeX hd ...ocvvvvvveviiccniecreenie eveeeeirrenee e 7
5 107966  Nut, grip (10-32) ciiciiiieiiiiicicceseeieer e er et 7
6 314466  RaACK, SUPPOIT..orriviiriiiiiririectittneestestesesteaerenebeas s aeseeseaneesaessessebennens 7
7 314641  Rack, SUPPOTt OULET ....uiveiiiiiiiie it e s e st e sbree e e e 1
8 314649 . Rack, SUPPOIt INNET ...vveveiiriiiieiiiieitir et 1
9 107967  Nut. grip (1/4-20 w/nv1on iNSETt) ......ccoovvreeerrieniricinieeereie e A/R
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Figure 6.20-
MRAN 90° Pawl Bar
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MRAN 90° PAWL BAR
Fig. 6.20  Part Part Description
Item No.  No. Qty.
1 314605  Bar, PAW] .oriieiiiiiiii s 1
2 110240  Bolt, pawl mounting .............. eeeereetteti e b rartereesaa—a—————ereeerararrnteeranan 7
3 110236 Pawl, rack adVANCE ...covviiiiieiiiic ettt ereesenes 7
4 102376 Washer (5/16" X 3/4" X 1716™) 1ovvverirrreerenecee s 7
5 106013  Washer, 10k (5/16" SPLIt) c..ccviiiirreirerreerrcise st ere e e ere e 7
6 110553  Nut, 8mm SST oo e eeterrtesierterereaare e rrerraesrebaean 7
7 106560  Pin, cotter (1/8" X L/-1/2") tviririicernicrectnrenrr et rrsree e s 1
8 320156  Washer (1-1/4" x 3/4" X 1/16") cccverennns et 1
9 111062 Shaft, PIVOL cooveeiiiiiiiicciece st eaae 1
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Figure 6.21-
MRAN 90° Table and Drain Assembly
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MRAN 90° TABLE AND DRAIN ASSEMBLY

Fig. 6.21  Part - Part Description
Item No.  No. Qty.
1 202392  Pin, TOLIBT cueeiiiiiecee ettt e e sar e s 2
2 106138  Roller, PAWL DAL cicivieieiicvee et 2
3 106558  Pin, cotter (1/8" x 3/4") ............... ettt ettt be ettt r et abes 2
4 314352 Bracket, TOIT oot 2
5 100735 BOMt (1/4-20 X 5/8") ettt AR
6 107967 - Nut, grip (1/4-20 w/nylon INSETt) ......cececvmveivniinirsniinisie e A/R
7 107966  Nut, grip (10-32) v, . 4
8 202386  Roller, croSShead .......ccoviiiivieeniiiiiririieicerereece st 1
9 100769  Screw, set (3/8-16 x 3/4" dog POint).......ccovvevvrrivmrmninniniereieenene, 1
10 202386  CIANK -vovereeirrereririeestrnresres e reseesseeseeennessoseensesnsenns ereeeerete e 1
11 100868  Stud, roller................. et ereee et eas et et eate e e et r e be e et rar e enrearennenreseeas 1
12 107089 - Nut, jam 1/2-13 oot 1
13 100007 . Screw {(10-32 x 3/8) Truss Dd. ..cccvovevieereceveenen e sresre e e 1
14 104925  WASheT (174" X 1) ittt et et e e e e san 1
15 100771  Screw, set (1/4-20 x 1/4) Socket hd ........cccovmmeiicniiiiii s 1
16 103180  RING, WIPLT coeeiviiiiiiiiieieerie i seteeeeesne s sr s ressns e sna s ssssssnssnesanens 1
17 100153  Bolt (3/8-16 x 1"} Hex hd. ..oveveiiiriicciiccnecic e 4
18 107864  Washer, PACKINE «cvviviiiiiniiiii e e 1
19 107863  OULIEL, WASLE ..ocvvevivveerivceeniereeeeesreesessrsaesseereseseseeesrnesnnenmerasnessnsbeesone 1
20 304816  SHEAINEL, 6" ..ovieeeeeirerecirree e sie e etere e esne e esr e et se s rae s ses s eas 1
21 106482  Washer, 1ock 1/4" Split...c..cccoiiiiiniiniiiiiiicc e 1
22 10003 Nut, plain 1/4-20 SST .eceeiuemerernriimesmsereereeseeessseesssseesessesssssenss 1
23 314354 Stiffner, Shaft .....coociiivereierecr e e 1
24 100747  BOIt (1/2-13 X 1) eeeereiieciire et s 1
25 106026  Washer (1/4" x 5/8" X 1/16™) SST .ecovmeiciriiiiiieriii e AR
26 100141  Nut, grip (1/4-20) SST .ot AR
27 112145  Receptacle (Optional for roller table only) ....coooveeiiiiicinin 1
28 320261  Bracket, cord (Optional for roller table only) ......cccoooiniiiiiiiinnn. 1
29 107865  Locknut ............. et eretet b bt er e ea et e et r e a et er et aseretaretesesesasasans 1
30 107866  Washer, PACKINE -..ccevevvririviiremniesiiiiiie et 1
31 107867  Nut, OUIEt PIPE .oovueeverririieiiie et 1
32 109283  Tailpiece, Straight .oococviiereri et 1
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MRAN 90° Base Assembly
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MRAN 90° BASE ASSEMBLY
Fig. 6.22 Part Part Description
Item No. No. v ' Qty.
1 111063  Plate, SPACET .eriimiceiiiriit it s 1
2 111075  Roller head, limit SWItCh ....ccoveevercceninircier ettt 1
3 111074  Lever rod, LIt SWIECH wevvvvvivrii et reeaessessbes v erees 1
4 107341 SWILCh, TN coviiiiieicre et er e s re e e e essennes 1
5 100735  Bolt (1/4-20 x 5/8") HeX hd. ..ivvevevieririeieeiecee e 1
6 106026  Washer (1/4" X 5/8" X 1/16") SST wvicroiiriereee e AR
7 107967  Nut, grip (1/4-20) w/nylon ISert ......ccocoviviirinnincreniiieeieeerinns AR
8 100141 Nut, grip (1/4-20) SST oot AR
9 111114 Bolt (3/8 -16 X 3-1/2") SST ittt erer et s srens 1
10 106407  Washer, 10K (3/8" SPHL) .o.vvviveererereriiererie et e 1
11 100141 NUE PIAIL c.evirenniiee ettt 1
12 104584  Nut, plain (1/2-13) Hex hd. ..ccvvviiminnencniiinciceeeccrciecsce e, 1
13 107589  Washer, lock (1/2 eXteInal) ......ccoceeviviiiiiiieninerreeeciceereesrveeeesrneeens 1
14 107089  Nut, Jam (1/2-13) crveeceereierreenererteeesreseseeesresie st e srees vt besseseessesaeas 1
15 100003  Nut, plain (1/4-20) SST ..ccoiiiiiriercccrieetreer st L

16 111095  Bolt, eye (1/4-20 X 1) i 1
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\ Welded to bottom

of item (13)

Figure 6.23-
MRAN 90° Drive and Motor Assembly
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MRAN 90° DRIVE AND MOTOR ASSEMBLY

Fig. 623  Part Part Description
Item No. No. Qty.
1 108820  Gasket, bearing BOUSINE .....ccccvvvviiiriieeereieseereeetere e 1
2 102384  Bearing (comes With item 3) ......ccccvevienvniiiniiniie e 1
3 B1074-1 Housing, DEAING .....ccevviiricrererinieierinrn sttt sessnsssnes 1
4 102244 S€al ASSY -vrvverrriiiiirtiet et st bbb 1
5 100382  Bearing (comes With SEt SCIEWS) ......ceveerimrniiniiiiiic e 1
6 106619  Key (B/16" X 3/16" X 1) oeviieiierccciinnmenie e 1
7 111066  Shaft, TaCK AdVANCE . ecvvireiiviiie e ettt e 1
8 111064 - Coupler, Shaft ... 2
9 100771  Screw, set (1/4-20 x 1/4™) socket hd. ....cccveerriririieneenniencieneneeens 1
10 104916  Key (3/16" x 3/16" x 3/4") cccovvvrvcrncnne. rereer et n e r e e ares 1
11 100870  SHREET, WALET «eeveerrvererreseressasassessessssseesssenseseessssenseessssssssssssnsesees 1
12 110152 REAUCET cvioirieeiieriiinireentesttneeeesresaesserenesssss et s sbeste st san et sn e s ssassannnen 1
13 314364  Base, TEBAUCET «.uveecirieeeecrieeeeieeeiteecireesaes e e smensenessemeesseneessnssoneessanis 1
14 106026 WASHET veoveeieireee et testecteebe e s s s ceob e sre s seaeeresnesaeeresans 8
15 105296 Spacer, SST ....eovviiiiis e 4
16 100003  Nut, plain (1/4-20) SST .....cccceerirmeriiiiimieriie e 6
17 100141  Nut, grip (1/4-20) SST eoiiiiiiiecciiie s 6
18 112877  Motor (1/2 HP 115/208-240V/1HP) ..coivviiriiiiirrccnnceireceeeiees 1
19 325622 Clamp, MOOT ...ucuiirerrmriesteriitettearrersrns s esare s st ns e 1
20 111095 = Bolt, eye (1/4-20 X 1"} eivrerieirriericieeecee s 1
21 111076 Spring, MOLOT TEMUIN ...cvvevireeiieeienereriese st ceeerene s 1
22 106028  Bolt (1/4-20 x 2-1/2") HexX Hd. .oivvverieeiciricicieceecceeees 4
23 104923  Screw (1/4-20 x 3/8") Round-Hd. ....ccccovirvininiinirniniirseneeeneee 4
24 111605  Couphing, SPIder ...occvvmerrurereeeecrcnniennne e 1
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Figure 6.24-
CH-60 Electric Booster Piping
(¥or USS Ramage Only)
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CH-60 ELECTRIC BOOSTER PIPING

(FOR USS RAMAGE ONLY)
Fig. 6.24  Part Part Description
Item No.  No. Qty.
1 325508  Cannister, DOOSIEL ..ccviuiviriiie e ccerecececresree e s seerae s cne st essne e 2
2 102444  Elbow, street 3/4" x 90° M X F BIASS .....cvcevveeevrivrecerieiieeiniesreseeneeneens 4
3 101582  Nipple, 3/4" x 18-1/2" Male brass......c..ccoerireeennmiririninierenininnnen 1
4 113201 Valve, 3/4" Telief oo ettt s srnernans 2
5 102443  Elbow, 3/4" x 90° Female SST .....ccvvivierrrenieene e st e seenee e e eseenee -2
6 102651  Nipple, 3/4" x 2" Male brass .....ccocevvevivciniencnniinssesiees 2
7 102525  Tee, reducer 3/4" x 1/2" x 3/4" Female brass ....ooceeevvvreeeeevereevenenennen, 2
8 107828  Gauge, Pressure temperature ..........cccceevve it 2
9 107550  Valve, pressure reducing 3/4" ..ot 1
10 100184  Nipple, 3/4" close Male brass .........c.ceceveveriininniinininiiiieinnn 4
11 110768  Strainer, ling 3/4" Brass ...c.c.vccivriirareecsarsssenseessaesessensesnsesessssssssonesees 1
12 104828  Valve, ball 3/4" DIASS c.covevvreeieeeiiiieeiciiesireiee s seere s eeresesnneeesasmenesesnes 1
13 102489  Nipple, 3/4" x 2-1/2" Male brass ......cccecevereivieiiirenininieeeee e 1
14 102526  Tee, reducer 3/4" x 3/4" x 1/2"Female ....ccocvvvveecevecrin e .2
15 102390 - Bushing, reducer 1/2" x 3/8" M X FBIrass .....ccceevervrevecvenscnienn e 1
16 113170  Probe, Water IEVEL.....cv it e 1
17 102676  Nipple, 3/4" x 10-1/2" Male brass .......cccovuivmiirimiieniiiiineeiienns 1
18 100571  Union, 3/4 NPT Female Drass ......cc.ccoceeevvievvveeiieiieer e sevnnaesenens 1
19 104682  Thermometer 1/2" NPT SteI cocvvevevverc it e 1
20 102653  Nipple 3/4" x 4" Male brass .........ccccovvreminiieiiiicceeee 1
21 102535  Tee, reducer 1" x 1" x 3/4" Female brass ........ccccoveveenienviennrcnneercennee 1
22 102396  Bushing, reducer 1" x 3/4" M X Fbrass ......cccecvvvnerniinienieneiiienne, 1
23 102394  Bushing, reducer 1" x 1/2" M X Fbrass .....cocovvvvveiivecivcnineninn, 1
24 100128  ThEIIOSIAL.....ciivrirreeerrieererereerrreeeaeareesnsrtaeessarrresasssresesssanessemrereesennnes 1
25 102392  Bushing, reducer 3/4" x 1/2" F X M brass .......cccceceivvincinvinvennnnns 1
26 106911  Union, elbow 3/4" x 90° Female brass ......cccccovvreeeemrieerccrieeeninnen e 1
27 102506  Plug 3/4" NPT Male SST ..ocviiei 2
*28 112595  Heater, 15KW 440V/60 /3 ..o 4
29 109985 O LINE cververerreeriremerreresises st b e sa e 6
*30 109458  Plate, BICOKOIT ..vivieriireeeereerteeeiceetee e cee ettt et 2
* Mounting hardware:
— 100003  Nut, plain (1/4-20) SST ..o 3
— 106482  Washer, 1ock (1/4" SPLE) c.vovvvereeeriiiiiiie e 3
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Part 6: REPLACEMENT PARTS

Figure 6.25-
CH-60 Electric Booster Control Cabinet

(For USS Ramage Only)
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Part 6: REPLACEMENT PARTS
[OTIIRRORSIIIIINNNRNRS S SRR S e e SRR SRR R R

CH-60 ELECTRIC BOOSTER CONTROL CABINET

(FOR USS RAMAGE ONLY)
Fig. 6.25 Part ' Part Description
Item No. No. Qty.
1 111833  Block, terminal 185A 3 POLE ....covueveveveriiiiniirecrencereerere e cenreneeneees 1
2 180171 . Block., fuse 600V, 60A ......cccvrrerieirririrneesieen e 2
3 180175  Fuse, tyPe I SOA oottt bbb 6
4 112424 BlOCK, fUSE ..ottt e 1
5 112887  Fuse, ATDR 1/2ATImeE delay ......ccccovveveevierieciriie e eeereereeseieresnens 2
6 109064  TranSLOIIIIBT ..oiviiieriiiceresceertreeereeseeers e sessresresneesaesaeestesreesnessnesseesaeens 1
7 113186  Board, water 1evel control ........ecvieireriveecieenecrecises e 1
8 111827  Contactor, G0FLA .......cceviiecicirnieereerereneseressese st ess e sbees 2
9 112083  Fan, bBIOWET ...ccoiiiiriiiiiiniiiciicnc et e s 1
10 107351  Switch, toggle DPDT .....covioiieiieiireeenenece st 1
11 106364  Light, pilot green 120V .....cociciiivinieenenneniniee s erecere e asesnees 1
12 109069  Thermostat, CONIOL ..oouieiiiiriiin et se e e sresbaeene 2
13 110561  Thermosat, high HImit ....ccocovivveiriniieeiceeneeeeiee e e ee e e 2
14 325511 Panel, COMET POSL .....oviuieeieereeiieeerete e eeeee e ree s e sereeeaeanbeens 1
15 325512 Panel, RH SIA€ .cooiieiiicieeriiirereert et 1
16 325513  Panel LH SIAE ..ccocoveieiieeieeeeeess sttt 1
17 325514 Panel Front ..ooociccieietirtie ettt e e tr e s sea e etr e s rn e anre s 1
18 325523 PanElTOP coeiei ettt et e 1
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% 120V CONTROLS N, 4A0N/BOH L3

SW Lt L2 L3
OFF _ ON GND
—~~ e -, ﬁj:
1 3 51 oo 3 % PL ¢ 000 =
= ) RIS S N SR ORI
L2 43 34 DRIVE
o .
L3 EW 2 D {)MOTOH
53 N AL L Pl A TY o0 }
c 2MOL 2M
7N L1 45 36
q 0 | INAX o o o
L2 46 37 WASH
A ! bo—
58| 8CR 13 EW g 38 MOTOR
A e O o o
57 53 L1 3IMOL 48 3M 39
| o oggﬁg&sm b L2 NP . 40 RINSE
- L3 50 ; 41 MOTOR
58 =20l A Y o o}
0 O
KR M L
SEE NOTE 1 (O u 13
START
3 JCR 4 STOP 5l 8 visw . o é U2 1CR DOOR SAFETY SWITCH HOLD-IN RELAY
»——s—-oﬁc}:g 7 o:{g(i? 9 oo 10 4?%: 1 1&0}% 12 zmopé 13 sgok’; 14 Oﬂ.ﬁ 2cR WASH TANK FLOAT HOLD-IN RELAY
1M One P1 P2 3CA RINSE TANK FLOAT HOLD-IN RELAY
4CR FINAL RINSE SWITCH RELAY
3M 440V
—O——ﬂ T 5CR TABLE LIMIT SWITCH RELAY
6 ACH 15 RV 17120V T 6CR WASH TANK FLOAT SWITCH RELAY
= oo
s N 7CR RINSE TANK FLOAT SWITCH RELAY
JUINSEADL 2 8CR LOW TEMP RELAY
NO. ™ DRIVE CONTACTOR
4 3CH 16 ° NG TSA 17 HC2 1MOL DRIVE MCTOR OVERLOAD
0] }o- o
M WASH CONTACTOR
N 2MOL WASH MOTOR OVERLOAD
18 “:ECN'O' 158 18 %‘/\/‘0 Bet aM RINSE CONTACTOR
WO 3MOL RINSE MOTOR OVERLOAD
2CR o 8C1 BOOSTER STEAM SOLENCID VALVE
18 NC. sw 20 HCH
ot fo- }Tﬁ \/ r cB CIRGUIT BREAKER
Dss 0SS DOOR SAFETY SWITCH
) FRSW FINAL RINSE SWITCH
3 w 21 R 22 1CR
Oy G2 O NOTES FRV FINAL RINSE FILL YALVE
1. REMOVE JUMPER ACROSS N.O. 5CAH
FU- FUSE-TRASNSFORMER
WT CONTACT WHEN TABLE LIMIT SWITCH IS
5CH 23 1 4] Gwred SETFOR 5 SECONDS USED. HC1 WASH TANK STEAM SOLENOID VALVE
7o G0l .l HC2 RINSE TANK STEAM SOLENOID VALVE
5. O KA KEYED RESET SWITGH
25  ~™\2CR 2
CFF DELAT ./ LRTT LOW RINSE TEMPERATURE TIMER
MSW MOTOR STOP SWITCH
RT PL POWER ON LIGHT
3 giegi 26 157 ok oo FOR S SECONDS AFSW RINSE TANK FLOAT SWITCH
7 T
:3@‘;% R RINSE TANK DOOR SAFETY SWITCH
28 (M3CH AL RESET LIGHT
OFF DRAT N
RT RINSE TANK FLOAT TIMER
sw POWER SWITGH
4 FRSW 25 /~ACR T1 440V:120V TRANSFORMER
~ TKL LOW TEMP INDICATOR LIGHT
3 TLS " 50R s TLS TABLE LIMIT SWITCH
3
G=To- O TsB BOOSTER THERMOSTAT
WFSW 31 ~ECR DIAGRAM STATE TSK LOW TEMPERATURE CUT-OFF THERMOSTAT
3 ./ TSR RINSE TANK THERMOSTAT
POWER OFF TSW WASH TANK THERMOST AT
RFSW s ~JICA DOORS CLOS ED w WASH TANK DOOR SAFETY SWITCH
65‘ p TANKS EMPTY WESW | WASH TANK FLOAT SWITCH
3 K e 54 ~~8CR 2 END OF CYCLE wT WASH TANK FLOAT TIMER
\—y

N
N.O.
CUSTOMER TO SUPPLY RATED VOLTAGEPHASEMZ,

AS SPECIFIED PER ORDERTO DISCONNECT SWITCH, REV. DESCRIPTION DATE | BY REV. DESCRIPTION DATE BY USN-72

ALL POWER SUPPLIED TO EACH CONNECTION POINT

MUST COMPLY WITH ALL LOCAL ELECTRIC CODES. D ADDED LOW RINSE TEMPERATURE TIMER 21APRILSB | JON c ha mpion ST EAM

DR.BY! JNEWTON |SCALE

REV.
DATE 300CTo7 SHEET 1 OF 1 The Dishwashing Machine Specialists B 70 1 54 1




TO CUSTOMER

DISCONNECT SWITCH
% 120V CONTROLS N, FUSED FOR 15A MA. AT
440/6013.
SW
OFF _ ON L1112 L3
@ 51 3 o PL GND
0 o —5 © (Ot
AN P —
CB 000 =
phciRly. i A e Y,
L2 43 i o DRIVE
ERS NI K s
y =0 ALY oo
1
SEE NOTE 1 SEE NOTE 2 —(-s o Mol s M
IF USED TN Lo
2 j\\% 6 . 37 \WASH
START L3 47 ) MOTCR
1CR sTop ¢ TSK 2CR 3CR MRA MSW 5CR M VO e €
3 4 5 NE 6 g 7 70 nol S NO. 10 5 IMOL qp 2MOL 43 BMOL | o9 4MOL 14y
E—offoty 6 ol fo—L—offo-Liaa oo offe—-T—offo—12oflo—Tofjo LB ofjc {14 (M 4 bW e W
" N One e 12 E NP I K )HiNSE
13 50 # MOTOR
ol AN Y o
—O ‘ AMOL a
L1 A A 51 54
12 52 55 MRA
N X 1}
aM 13 i 53 55 K )MOTOH (IF USED)
(O™ (rFuse) o NN
98 98 S~ TKL
/U\
1 3
RINGE AT 2
SANI SIGNAL FUi % FU2
PRIME
4CR P P2
8 15
—oifo 97 RY
4 440V
0 o
11120V I
<R Je
4 16 NO. TSR 17N HC2
of fo— ™ O
Jie.
NO.  TSB 8 M 8C1 b
e W, 4 1CH DOOR SATETY SWITCH HOLD-IN RELAY Hed WASH TANK HEAT STEAM VALVE
NG 2CR WASH TANK FLOAT HOLD-IN AELAY HC2 RINSE TANK HEAT STEAM VALVE
o 3CR RINSE TANK FLOAT HOLD-IN RELAY MRA MRAMOTOR STOP SWITCH (F USED
;CQL 19 O TSW 20\ HCY —
? —) 4cR FINAL RINSE SWITCH RELAY MSW MOTOR STOP SWITCH
0sS A TABLE UMIT SWITCH FELAY PL POWER ON LIGHT
8CR WASH TANK FLOAT SWITCH RELAY AFswW RINSE TANK FLOAT SWITCH
3 R‘?’VQ 21 \jrn 22 MICR CR RINSE TANK FLOAT SWITCH RELAY R RINSE TANK DOOR SAFETY SWITCH
e I DAVE CONTACTOR AT RINSE TANK FLOAT TWER
W‘f‘ IMOL DRIVE MOTOR OVERLOAD SW POWER SWITCH
F
gﬁ?} 23 WCA' . SET FOR 5 SECONDS Y WASH CONTACTOR T 440V:120V T RANSFORMER
[_ZQ@.OZ__.T MOL | WASH MOTOR OVERLOAD TKL LOW TEMP INDICATOR LIGHT
B 06 IM RINSE CONTACTOR LS TABLE LIMIT SWITCH (IF USED)
e W 25 C
o ‘(}2 il 2 MOL | RINSE MOTOR OVERLOAD 5B BOOSTER THERMOSTAT
4M MRA MOTOR CONTACTOR (IF USED) T8K LOW TEMPERATURE CUT-OFF THERMOSTAT
R RT 4MOL | MRAMOTOR OVERLOAD (IF USED) TSR RINSE TANK THERMOSTAT
3 opfo—2 oA ot SET FOR 5 SECONDS BC! | BOOSTERHEATER STEAMVALVE TSW | WASH TANK THERMOSTAT
l-—zo@gs——:[ cB CIRCUIT BREAKER W WASH TANK DOOR SAFETY SWITCH
8 s 58 ~iCR 0$S DOOR SAFETY SWITCH WFSW | WASHTANK FLOAT SWITCH
OFF DELAY 4 FRSW FINAL RINSE SWITCH WT WASH TANK FLOAT TIMER
4 FRSW 59 /~dCR FRV FINAL RINSE VALVE
Ol -/ FU- FUSE-TRASNSFORMER
NOTES
TLS
3 O 30 /NSCR 2
O 1, 1. REMOVE JUMPER ACROSS WIRES 70 DIAGR AM STATE
WESW AND 9 WHEN RACK ADVANCE TABLE IS
31 /\6CR USED.
s 0 POWER OFF
2. REMOVE JUMPER ACROSS N.O. 5CR
AFSW o CONTACT WHEN TABLE LIMIT SWITCH IS DOORS CLOSED
32\
A”ESF O USED. TANKS EMPTY
CUSTOMER TO SUPPLY RATED VOLTAGEPHASEHz,
Srmmammeaann | | o owe | || oHaArTO! ouT | & UShr2
1 AG C
MUST COMPLY WITH ALL LOCAL ELECTRIC GODES. A |REVISED THERMOSTAT CONTACT LOGIC | 190Ul [JON c h am iO n STEAM
DRBY | JNEWTON [scalE | p REV.
DATE 12JUNEDC  |SHEET 1 OF 1 The Dishwashing Machine Speclallsts B 7 O 1 7 O O

*%



TO CUSTOMER

D'SCONr_f‘gF?T SV‘&TCH ; 1 WARNING i
A A FaED TORTSAMAX A MULTIPLE POWER SOURGES ARE PRESENT on P ——
1 120V CONTROLS 2 : IN THIS CABINET. DISCONNECT ALL POWER
SOURGES PRIGH TO SERVIGING 2CR WASH TANK FLOAT HOLD-IN RELAY
oer iWON W12 L3 acR RINSE TANK FLOAT HOLD-IN RELAY
. 4CR FINAL RINSE SWITCH RELAY
1 51 i 3 N aND AL RINSE &
° © 040 O ['j_l 5CR TABLE LIMIT SWITCH RELAY
© 00 =
cB 6CR WASH TANK FLOAT SWITCH RELAY
L1 i_w,\/?}x/ 42 1',’}4_% 33 7cA RINSE TANK FLOAT SWITCH RELAY
53 N~ BL L2 Yo b 34 DRIVE 8CR LOW TEMP RELAY
e L3 /1\ 44 R 35 MOTOR
A o W };r\ln ™ DRIVE CONTACTOR
2 d IS DN WA N - I N - 1MOL DRIVE MOTOR OVERLOAD
58| 8CR q S N 46 i} 37 WASH M WASH CONTACTOR
53 a3 47 38 MOTOR
57 F& P ° NI e o 2MoL WASH MOTOR OVERLOAD
- b L ~SMOL  as M 5o
SIGNAL q T am RINSE CONTAGTOR
- L2 49 40 RINSE
o o JuE /}\W o P MOTOR 3MoL RINSE MOTOR OVERLOAD
KR "____OJM_ﬂ v BC1 BOOSTER HEATER CONTACTOR
SEENOTE 1 cB CIRCUIT BREAKER
iCR STOP START L1 L3
B of lo—4—a 10 5 opl DSS DOOR SAFETY SWITCH
g 2CR 5 3CR MSW 5CA 1MOL 2MOL 3MOL M
R A oo 10 P 3GT a1 MOL up 2MOL 13 SMOL 14 o= FU1§ cup FRSW FINAL RINSE SWITCH
M One o - FRV FINAL RINSE FILL VALVE
M FU- FUSE-TRASNSFORMER
. O 440V HC WASH TANK HEAT CONTACTOR
6 ooy lB OFEY T HC2 RINSE TANK HEAT CONTACTOR
17120V
L——E@ 2 ) W’f HLRT HIGH LIMIT RINSE TANK
SANI SIGNAL 4 HUWT HIGH LIMIT WASH TANK
. scn . ¢ on . . «A KEYED RESET SWITCH
N.C. 5 NC.
oo o1Lo —ogo L i =0 hcz LRTT LOW RINSE TEMPERATURE TIMER
. TO CUSTOMER MEW MOTOR STOP SWITCH
18 ogc”*o' 1s8 BN BCY DISCONNECT SWITCH PL POWER ON LIGHT
FUSED FOR 35A MAX. AT RFSW RINSE TANK FLOAT SWITCH
Cig HHOIG0R. E TANK DOOR SAFETY SWITC
R RINS| O AF H
2R 19 NG TSW 9 NG HLWT 20 /™ HC1 -
oL oo U AL RESET LIGHT
w12 s [ﬂ_j_—
DSS - RT RINSE TANK FLOAT TIMER
3 W 21 R N HGCA sw POWER SWITCH
ek O (W of fo 20 T 440v:120V TRANSFORMER
o o a1 THRL LOW TEMP INDICATOR LIGHT
6CR o W SET FOR 5 SECONDS 10w
1 - 0-{ TLS TABLE LIMIT SWITCH
opfo 7«9% aalln
[——-O@'§-——] TsB BOOSTER THERMOSTAT
25  ~2CH 2 1 WARNING It TSK LOW TEMPERATURE CUT.OFF THERMOSTAT
orF0ELAT Y MULTIPLE POWER SOURCES ARE PRESENT
T INSE TANK THERMOSTAT
IN THIS CABINET. DISCONNECT ALL POWER 84 okw i A
RT SOURCES PRIOR TO SERVICING. TSW WASH TANK THERMOSTAT
3 7CR g 1 ey SET FOR 5 SECONDS W WASH TANK DOOR SAFETY SWITCH
oto -0 03 *
[ oo TO CUSTOMER WFSW WASH TANK FLOAT SWITCH
. © DISCONNECT SWITCH
G 85 wT WASH TANK FLOAT TIMER
ity 28 (TyeA FUSED FOR 50A MAX. AT
IS
440/60/3. 87
o 10kW
201 22 23 2
4 FRSW po  ~aCh =
AA NOTES
s /t HC2 5 1. REMOVE JUMPER ACROSS N.O. 5CR
3 s 30 /~SCR 2 o4 CONTACT WHEN TABLE LIMIT SWITCH IS
U % _— USED.
WESW 91
31__/~6CA
AESC L C1E
RESW @ DIAGRAM STATE
32 /N7CR POWER OFF
_065 ~ <] 10kW DOORS CLOSED
3 TSK TANKS EMPTY
Cﬁ NG 54 /8GR 2 84 END OF CYCLE
N.O.
CUSTOMER TO SUPPLY RATED VOLTAGE/PHASEMz,
AS SPECIFIED PER ORDER,TO DISCONNECT SWITCH REV. DESCRIPTION DATE BY REV. DESCRIPTION DATE BY vuusrN-7—2

ALL POWER SUPPLIED TQ EACH CONNECTION POINT
MUST COMPLY WITH ALL LOCAL ELECTRIC CODES

DRBY JNEWTON  ISCALE

ELECTRIC

Champion

DATE 18MAY98 SHEET 1 OF

The Dishwashing Machine Specialists

/701580

Fok



1 /F 120V CONTROLS /hg TO CUSTOMER
o DISCONNECT SWITCH 1 WARNING 1t 1CR DOOR SAFETY SWITCH HOLD-IN RELAY
OFF ON Z;JQS/EEE/BFOR 50A MAX. AT MULTIPLE POWER SOURCES ARE PRESENT 2GR WASH TANK FLOAT HOLD-IN RELAY
— N : IN THIS CABINET. DISCONNECT ALL POWER pos R T P
3 SOURCES PRIOR TO SERVICING.
0 O O 4R FINAL RINSE SWITCH RELAY
cB M2 L3 5CR TABLE LIMIT SWITCH RELAY
Sho A WASH TANK FLOAT SWITCH RELAY
600 ﬁ—‘:l:.‘ 7GR RINSE TANK FLOAT SWITCH RELAY
™ DRIVE CONTACTOR
Lt IMOL 42 W 33 ™MOL DRIVE MOTOR OVERLOAD
SEE NOTE ¢ SEE NOTE 2 IFUSED L2 E_/\l_% 43 i 34 ODRIVE M WASH CONTACTOR
o | T T-l-i__o_ 44 PRI - MOTOR 2voL WASH MOTOR OVERLOAD
1CR STOP TSK 2CR 3CR IMRA MSW 2MOL oM M RINSE CONTACTOR
i 4 5 No. 6 =i g 7 70 | ne. |l © No 5CR | 44 IMOL 4, 2MOL 45 3MOL 4MOL L1 45 s
o to- R o © © fom—o] pot— om0 2 G o fo - to —d ® ot s N w a7 WASH 3MoL RINSE MOTOR OVERLOAD
o o |
ne 1M ong. PR _,\,%_,L 47 ” 38 MOTOR 4M MRA CONTACTOR
aMoL M aMoL MRA MOTOR OVERLOAD
L1 N 48 i h 29 BC!t BOOSTER HEATER CONTACTOR
llj o "’\/J\Lr""‘-;%—""‘? }—O;Q———O;g‘?gﬁ cs CIRCUIT BREAKER
P AN Y, -0~ } 41 DS DOOR SAFETY SWITCH
IF D 4MOL 4M
98 b(IF USED) LY o TNAA o o 54 FRSW FINAL RINSE SWITCH
98 S TKL p L2 -/\,ijc_f’z I 55 MRA FRY FINAL RINSE FILL VALVE
N atk3 A3 56 MOTOR  (IF USED) FU- FUSE-TRASNSFORMER
HE WASH TANK HEAT CONTACTOR
'_{SRA%SE»SE)A’L HE2 RINSE TANK HEAT CONTACTOR
P HLRT HIGH LUIMT RINSE TANK
8 4CR 15 RIME 97 A~ERV HLWT HIGH LIMIT WASH TANK
; ﬂf \/ KR KEYED RESET SWITCH
4 HCA 80 LRTT LOW RINSE TEMPERATURE TIMER
MSW MOTOR STOP SWITCH
N.O. &1 10kW MRA MACHINE RACK ADVANCE LIMIT SWITCH
4 ach 18 Ne. TSR 95 HLRT [ o4 PL POWER ON LIGHT
o ,,:gc C. ?‘ . R 17N HC2 (et 82
o~ WASH TANK RFSW FINSE TANK FLOAT SWITCH
HEATERS [ RINSE TANK DOOR SAFETY SWITCH
L1 L3 AL RESET LIGHT
84 10kW "T RINSE TANK FLOAT TIMER
2CR MO FU1 é Bru2 a5 SW POWER SWITCH
—of }o oroll  TSW 88 S HLWT 20 HC1 T4 440V 120V TRANSFORMER
& oI N P P2
TR LOW TEMP INDICATOR LIGHT
Dss 440V ™ TABLE UMIT SWITCH
2 vi,vc 21 vjrc 22 M\ica T Ts8 BOOSTER THERMOSTAT
N 17120V %o TSK LOW TEMPERATURE CUT-OFF THEAMOSTAT
WT TSR RINSE TANK THERMOSTAT
ECR ane, SET FOR 5 SECONDS Tow WASH TANK THERMOSTAT
_o@o?.___J w WASH TANK DOOR SAFETY SWITCH
{_8 ¢ N WARNING i WESW WASH TANK FLOAT SWITCH
o5 s o U WARNING i
LEFFOEUY | . MULTIPLE POWER SOURCES ARE PRESENT udl WASH TANK FLOAT TIMER
- IN THIS CABINET. DISCONNECT ALL POWER
3 TCR g EeT, 'SET FOR 5 SECONDS SOURCES PRIOR TO SERVICING. NOTES
ZO@O~2-~———T 1. REMOVE JUMPER ACROSS WIRES 70
[_—8 06 TO CUSTOMER AND 9 WHEN RACK ADVANCE TABLE IS
28 yECH DISCONNECT SWITCH . USED.
. CFF DEAY N FUSED FOR 50A MAX. AT
AW 440/80/3. 87 2 REMOVE JUMPER ACROSS N.O. 5CR
Gy O 29 /NACR
_____________ — TS GND a8 CONTACT WHEN TABLE LIMIT SWITCH IS
i TS 1 oFusED) 211 22 28 [5 L USED.
3 ! T : 30 OSCR -
’r HC2
WFSW a 89 RINSE TANK
T 31 M\eC
(b S 90 DIAGRAM STATE
91
RFSW
. it POWER OFF
S
el ) DOORS CLOSED
o TANKS EMPTY
o4 END OF CYCLE
CUSTOMER TO SUPPLY RATED VOLTAGE/PHASEMz,
Qfﬁfgﬁ‘;‘f@dﬁaﬁ @gDT%HéTAOC a(g%mbég%g swchi-% REV. DESCRIPTION DATE BY REV. DESCRIPTION BY U S N-72
N PO
MUST COMPLY WITH ALL LOCAL ELECTRIC CODES. A | TANK HEAT ADDED TO MOTORS AND CONTROL CIRCUIT BJUNEQO | JCN Cha m H o ELECTRIC
DR.BY| J.NEWTON |SCALE ( B MRA TO BE NC IN NORMAL POSITION 160CT00 | JCN pl n REV.
DATE 23MAROO SHEET 1 OF The Dishwashing Machine Spedialists 7 O 1 6 9 7 B




L1 L2 13
GND

5 @ p1 T 1

0@1&——' UNEg geov —_— A 120V CONTROLS N
Fuz P2 2
FAN %ﬁ)
“D
v
L1 12 13 PSw WL
TO BOOSTER HEATER loo3 of fo—* Q}“HLm : Tm : O i
CONTACTORS
GE,}dLTS?. 7 ﬁ?gc 182 8 _O BC2
L1 L2 L3 L1 L2 L3
L] | s 2
L1 N
20 23 J LWCO GND 1
21 24 i =
22 25 i y 5
WLP w |
To 9 U ) A
BCH g QG
! L— ‘ {———‘ BC_ BOOSTER CONTACTOR
FU_ FUSE
HLTS_ HIGH LIMIT THERMOSTAT
30 33 36 39 LT POWER ON LIGHT
TR | | AR TR || PR LWCO LOW WATER CUT-OUT PROBE
oA romaL PSW POWER SWITCH
30kW 15KW 15kW 30kW 15kW 15kW TS THERMOSTAT
WL WATER LEVEL BOARD N.O. CONTACT
WLP WATER LEVEL PROBE
RS SPeGIED Pl DT D DIsanSEPHASE Mz, REV. DESCRIPTION DATE | BY CH-60 NAVY
MST COMPLY WITH ALLLOGA, CopaeTION FOINT A | ADDEDWIRES 34 4 REF TO WL CONTROL BOARD 2000 JCN - 60 KW BOOSTER-2 CANISTER
DRBY| JNEWTON |SCALE | | B__ | REMOVED B3 REFERENCES 1AUG00_[JCN Cha_mp lon 7 ey
DATE | SJUNEOO |SHEET 1 OF 4 C | ADDEDCOOLING FAN TO CARINET 1800700 [JCN The Dishwashing Machine Speciaists B 701 09 C




CONNECTION #1

CUSTOMER SUPPLIED S T E A M H E AT

440/60/3
15A AT 90=C

MIN. WIRE RATING M O D E LS

MAIN CONTROL

CABINET REMOTELY
LOCATED
L2 H.iL
GNO
INPUT BLOCK
GND GREEN “‘\
S -
I WHITE
z H 15A AT 900G
: i MIN. WIRE RATING
5 5
5 6
e " A, 3 - WHITE WIRES
: s NUMBERED 2 FOR 120V
4]
i i }_ NEUTRAL
1§ 19
30 20 1 - GREEN FOR GROUND
- .
a0 3 20 - WIRES FOR
31 3t CONTROL CIRcuIT
32 %2 NUMBERED 3,3, 4, 5, 6,
G z, 98,9, 10, 16, 17, 19, 20,
) spz 22,29, 30, 31, 32, 97, 5P1,
120V DETERG SIGNAL [ 741 1 SP2, 14, AND 15.
120V AINSE AID SIGNAL | 15 ] 1
: =
ADD ONE CONTROL
WIRE NUMBERD 70 FOR
TERMINAL STRIP MODELS WITH OPTIONAL
WIRING TROUGH MRA TABLE
IFUSED LOCATED ON
FRORASSICOMD  FROMASICOMD  FAOMASSOC OVD oy ASSCC OWO FRONT OF
Fy WASHRINSE TANKS
w2l @] a.sJ ABLATI ) Y 50) 51L52_L53
el
1M 2M aMm | M | o
l =
ITT
— -TODRIVE MOTOR GROUND  agen [
33 TO DRIVE MOTOR P
34 TO DRIVE MOTOR } { :
35 TO DRIVE MOTOR ol
15A AT 80=C - TO WASH MOTOR GROUND  GREEN R
MIN. WIRE RATING 36 TO WASH MOTOR ! l ]
37 TO WASH MOTOR Ll
3 - GREEN WIRES FOR —( 38 TO WASH MOTOR Ll
GROUND
- TO RINSE MOTOR GROUND GREEN |
9 - WIRES FOR MOTOR 39 TO AINSE MOTOR P |
WIRING NUMBERED 33- 40 TO RINSE MOTOR [ [
4 471 TO RINSE MOTOR [l [
-TO MRA MOTOR GROUND  GREEN (\\__ 1 ]
ADD 3 MOTOR WIRES o, e AN TTT-—
NUMBERED 54-56 AND 1 S TOMRAMOTOR | = — e e o e Ny T T T |
GREEN WIRE FOR 55 TOMRAMOTOR w0 N e e —
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Part 8: SPECIAL INSERTS

PART 8: SPECIAL INSERTS
In This Part—

» Service Bulletins

8.1 Introduction

Part 8, Special Inserts contains Jate breaking service information in the form of Service Bulletins
and other printed information that may be useful to you.
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